Overview | p. vii

Alloy Design and Processing

Net-Shaping of Co-Cr-Mo (F-75) via Metal Injection Molding | p. 3
The Production and Properties of Wrought High Carbon Co-Cr-Mo Alloys | p. 11
Amorphous Alloys Containing Cobalt for Orthopaedic Applications | p. 32

Mechanical Properties

Effect of Powder Morphology and Sintering Atmosphere on the Structure-Property Relationships in PM Processed Co-Cr-Mo Alloys Intended for Surgical Implants | p. 47

Influence of Post Processing on the Mechanical Properties of Investment Cast and Wrought Co-Cr-Mo Alloys | p. 62
Metallurgy, Microstructure, Chemistry and Mechanical Properties of a New Grade of Cobalt-Chromium Alloy Before and After Porous-Coating | p. 71
A Dispersion Strengthened Co-Cr-Mo Alloy for Medical Implants | p. 89
Process Metallurgy of Wrought CoCrMo Alloy | p. 98
The Role of the FCC-HCP Phase Transformation During the Plastic Deformation of Co-Cr-Mo-C Alloys for Biomedical Applications | p. 108

Wear Characterization

Metal-on-Metal Wear Testing of Co-Cr Alloys | p. 136
Comparison of Two Cobalt-Based Alloys for Use in Metal-on-Metal Hip Prostheses: Evaluation of the Wear Properties in a Simulator | p. 145
Effect of Metallic Counterpart Selection on the Tribological Properties of UHMWPE | p. 156

An Overview of PVD Coating Development for Co-Based Alloys | p. 169
The Development of Surface Coatings for Co-Cr-Mo Alloys Based on Quaternary AlSiFeMn Intermetallic Compounds | p. 179
Clinical Experience

Metal-On-Metal Hip Replacements: Wear Performance and Cellular Response to Wear Particles | p. 193
Serum Protein Carriers of Chromium in Patients with Cobalt-Base Alloy Total Joint Replacement Components | p. 210

Indexes | p. 221

Table of Contents provided by Blackwell's Book Services and R.R. Bowker. Used with permission.