Product Development in the 1990s - Adapting to a New Paradigm  p. 3
Effects of Long Time Exposures in Rene-41  p. 11
Applications of High-Temperature Materials  p. 19
High Temperature Strengths and Steam Oxidation Properties of New [actual symbol not reproducible] Ferritic Steel Pipes for USC Boilers  p. 33
Oxidation Studies of Commercial Alloys at [actual symbol not reproducible]  p. 41
Oxidation Rates of Some Heat Resistant Alloys  p. 53
Innovations in Alloy Metallurgy for Furnace Rolls and Other High Temperature Applications  p. 63
Development of Cold-Formed Stainless Steel for High Temperature Applications  p. 67
Development of Clad Boiler Tubes Extruded from Bimetallic Centrifugal Castings  p. 77
The Effect of Major and Minor Alloing Elements on the Oxidation Limited Life of FeCrAl-Based Alloys  p. 91
Flammability of Selected Heat Resistant Alloys in Oxygen Gas Mixtures  p. 97
HR 160 Performance in Coal Gasification Equipment  p. 105
The Corrosion Behavior of Several Fe and Ni-Base Alloys Exposed to a Reducing-Sulphidizing Atmosphere at [actual symbol not reproducible]  p. 111
Corrosion of Stainless Steels on the Wrong Side of the Kinetic Boundary  p. 121
Temperature Dependence of Wastage of In-Bed Tubes  p. 127
A Microscopic Mechanism for Sulfur-Induced Destabilization of Oxide Scales  p. 137
Erosion/Corrosion Behaviour of Commercial High Temperature Alloys  p. 147
Alloy 602 CA - A New Alloy for the Furnace Industry  p. 153
A Study on The Dendritic Growth of Gamma Prime in Astroloy  p. 163
AEREX 350 Alloy: A 220 ksi Minimum Tensile Strength Fastener Alloy for Service up to [actual symbol not reproducible]  p. 171
Optimization of Welded Stainless Steel and Nickel Alloy Structures for Elevated Temperature Service  p. 177
Mechanically Alloyed Ni-Base Alloys for Heat-Resistant Applications  p. 183
INCOLOY Alloy 803, a Cost Effective Alloy for High Temperature Service  p. 191
High Temperature Corrosion Testing Standards Development: A European Perspective  p. 201
Recent Advances in the Characterization of High Temperature Industrial Materials  p. 209
The Degradation Behaviour of Some Cobalt-Based Alloys Containing Refractory Metals During the Initial Stages of Sulphidation  p. 215
Alloy Performance in High Temperature Oil Refining Environments  p. 223
Oil Ash Corrosion of MA956 at High Temperatures  p. 233
High Temperature Corrosion Behaviour of Commercial High Temperature Alloys Under Deposits of Alkali Salts  p. 245
Corrosion Behaviour of Some High-Temperature Alloys Under High Velocity Burnt Fuel  p. 253
In-Situ Coal-Ash Corrosion Testing  p. 259
An Examination of Hot Deformation and Recrystallization of Alloy 617  p. 267
Reaction Synthesis of Heat-Resistant Materials  p. 275
Development of a High Strength Low Alloy Steel for Boiler Materials  p. 287
A Renewal Theory of Creep and Inelasticity  p. 297
Renewal Inelasticity Theory With a Damage Function

Some Aspects of Inelastic Behavior of High Temperature Alloys - Inconel 700 and Inconelp. 311
713

Inelastic Behavior of Beta-21S Composite Matrix Material

Nicrofer 45TM: Results of Various Practical Exposure Tests

Materials Exposure Test in the Heat Recovery Boiler of HYCOL Coal Gasification Pilot Plant

The Influence of Cl-Containing Atmospheres on Creep Crack Growth at [actual symbol nop. 343 reproducible]

Effect of Oxidation/Sulfidation on Creep Behavior of Alloy 800

Effect of Hot Corrosion on the Creep Behavior of Stainless Steels

The Influence of Deformation on High Temperature Corrosion of CRONIFER 45 TM

Effect of Oxidation on Tensile Properties of a V-5Cr-5Ti Alloy

Renewal Theory Applied to Creep and Inelastic Behavior of Copper

Aging, Welding, and Grain Size Effects on the Creep Crack Propagation Behavior of Haynes HR 160 Alloy

Creep Deformation and Rupture Behavior of 2.25Cr-1Mo Steel Weldments and its Constituents (Base Metal, Weld Metal and Simulated Heat Affected Zones)

Remaining Life Assessment of High-Temperature Components

Tubing Weld Cracking Test

Hot Deformation of Heat-Resistant Superalloys - An Overview

Performance of Heat-Resistant Silicon Based Coatings on Plain Carbon Steel Components in Corrosive Environments

High-Temperature Alloys and Thermal Spray Coatings for Energy Conversion Systems

Erosion Resistance of Ni-Based Functionally Graded Materials

Ceramic, Black-Body, High Emissivity Coatings for Improved Efficiency of Fired Heaters

A Study of the Performance and Properties of Diamond Like Carbon (DLC) Coatings Deposited by Plasma Chemical Vapor Deposition (CVD) for Two-Stroke Engine Components

High-Temperature Sulphidation Behaviour of Niobium

Codeposition of Chromium with Silicon or Aluminum into Low-Alloy Steels

Effect of Thermal Aging on Mechanical Properties of Cast Stainless Steels

Metallurgical Factors that Promote Cracking During the Heat Treatment of High Performance Alloys

Creep-Rupture Behavior of an Fe-Ni-Cr-Nb-N Alloy (HR-120 Alloy)

The Microstructure, Thermal Stability and Creep-Rupture Behavior of HR-160 Alloy

Structural Ceramics for High Temperature Applications

Porous Ceramic Hot Gas Filters - Materials and Applications

The Behavior of Silicon Carbide Filter Elements in the Grimethorpe Topping Cycle Project

Sealant Materials for Solid Oxide Fuel Cells and Other High-Temperature Ceramics

Overview of the Development of FeAl Intermetallic Alloys

Intermetallics for Structural Applications
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Processing Influences on Elevated Temperature Properties of Reaction Synthesized Fe$_3$Al</td>
<td>579</td>
</tr>
<tr>
<td>Weld-Overlay Iron-Aluminide Coating for Use in High Temperature Oxidizing/Sulfidizing Environments</td>
<td>585</td>
</tr>
<tr>
<td>Corrosion Performance of Fe-Cr-Al and Fe Aluminide Alloys in Complex Gas Environments</td>
<td>591</td>
</tr>
<tr>
<td>Processing of Transition Metal Silicides for High-Temperature Applications</td>
<td>601</td>
</tr>
<tr>
<td>Development of Ductile Nb-Ti-Al Alloys: Perspective and Selected Successes</td>
<td>613</td>
</tr>
<tr>
<td>Overview of the Oxygen System Safety Problem and Its Solution</td>
<td>621</td>
</tr>
<tr>
<td>Metallic Corrosion in Waste Incineration: A Look at Selected Environmental and Alloy Fundamentals</td>
<td>631</td>
</tr>
<tr>
<td>Field Experience with Metallic Materials for Various Waste Incinerator Components</td>
<td>637</td>
</tr>
<tr>
<td>Superheater Corrosion in a Boiler Fired With Refuse-Derived Fuel</td>
<td>645</td>
</tr>
<tr>
<td>Corrosion Testing in a Hazardous Waste Incinerator and Waste Heat Boiler</td>
<td>653</td>
</tr>
<tr>
<td>Degradation of a N06690 Borescope in a Radioactive Waste/Glass Melter System</td>
<td>659</td>
</tr>
<tr>
<td>Accelerated-Life Testing of Sintered Filters for High-Temperature Corrosive Environments</td>
<td>663</td>
</tr>
</tbody>
</table>

Table of Contents provided by Blackwell's Book Services and R.R. Bowker. Used with permission.