Copper Deposition

Relation of Contact Resistance Reduction and Process Parameters of Bonded Copper Interconnects in Three-Dimensional Integration Technology

ECD Seed Copper Layer for Seed Enhancement in Advanced Interconnects

Ultra-thin Tungsten CVD Nucleation Layer for Sub-100 nm Contact Applications

Three-Dimensional Simulation of Superconformal Copper Deposition Based on the Curvature-Enhanced Accelerator Coverage Mechanism

Copper Electrodeposition of High Aspect Ratio Vias for Three-Dimensional Packaging

Copper Electroplating Process with Improved Stability, Conductivity and Total Cost of Ownership

Electroplating of Copper-Tin Alloys

Interactions between the Conditions of Copper Electrodeposition and the Density of Hillocks

Detection of Accelerator Breakdown Products in Copper Plating Baths

Copper Nucleation on Platinum in the Presence of Additives in Acid Copper Solution

An in-situ FTIR Study on Palladium Displacement Reaction for Autocatalytic Electroless Copper Deposition

New Additives for Super-Conformal Electroplating of Ag Thin Film for ULSI

The Role of Chloride Ion in Copper Electrodeposition from Acidic Baths Containing Cl⁻, PEG, and SPS

The Influence of 2,2’-Dipyridyl on Non-Formaldehyde Electroless Copper Plating

Influence of the Anode in the Damascene Process Investigated by Electro-Chemical Impedance Spectroscopy

Investigation of Copper Bath Ageing in the Damascene Process by Electro-chemical Impedance Spectroscopy

Barrier Films

The Proposal of All-Wet Fabrication Process for ULSI Interconnects Technologies--Application of Electroless NiB Deposition to Capping and Barrier Layers

Thickness Effect on the Diffusion Barrier Properties of ZrN in Cu/ZrN/Si Systems

Characterization of Electroless Plated CoWB Barrier Films

Effect of Ta[N] Crystallinity on Diffusion Barrier Properties

Use of Ti[N] as Cap Layer for the Formation of Cobalt Silicide

Ruthenium-Based Copper Diffusion Barrier: Studied by Electrochemistry, SIMS Depth Profiling, and Sheet Resistance Measurements

Low-k Inter Level Dielectric Films and CMP

A Novel Approach for Dual Damascene Trench Etch for 90 nm Low-k Inter-Connect with No Middle Etch Stop Layer

Electrical and Mechanical Properties of Nitrogen and Fluorine Incorporated Organosilicate Glass Prepared by Plasma Enhanced Chemical Vapor Deposition

Development of Spin-on Dielectric (SiLK) Etch Process for 0.13 [μ] Cu-Low k Interconnects Technology

The Pore Structure, Property, and Performance of a Spin-on Porous Low-k Dielectric
Evaluation of Low-k Porous Silica Film Incorporated with Ethylene Groups  p. 210
Strip Process Optimization for Porous ULK Films  p. 216
Characterization of Plasma Strip Processes on OSG Low-k Dielectric Films  p. 224
Reliability Characterization of Organic Ultra Low-k Film Using Voltage Breakdown  p. 232
Process-Induced Voiding in Copper Interconnect Metallization  p. 237
Planarization of Copper Layer for Damascene Interconnection by Electrochemical Polishing in Alkali-Based Solution  p. 244
Characterization of a Colloidal Silica Slurry for 0.13 [mu]m Devices in a Copper CMP Process  p. 253
Mechanisms of Using Organic Acids to Clean Copper Surfaces  p. 259
Advanced Packaging
3-Dimensional Chip Stacking for High-Density Electronic Packaging  p. 264
Author Index  p. 270
Subject Index  p. 274

Table of Contents provided by Blackwell’s Book Services and R.R. Bowker. Used with permission.