Electroless Plating Ni-P Film on Polymer/Silicon Composite Material and Its Application for the Replication of Metallic Imprint Mold  p. 126
Surface Micro-Machined Fourier Transform Infra-Red (FTIR) Micro-Spectrometer  p. 130
Electrokinetic Control, Sorting and Fractionation of Particles Using Modified Microfluidic H-Filter Structures  p. 134
Optical Filter via Cascaded Side-Coupled Resonators Based on Photonic Bandgap Crystal  p. 138
Measurement of Living Cells' Young's Modulus  p. 145
Analysis of Ultrasonic Collection of Small Particles by a Tapered Metal Strip  p. 150
Instability and Buckling Analysis Stretchable Silicon System  p. 158
Silicon-Based Waveguided Michaelson Interferometer in the AFM Application  p. 163
Stress and Strain Investigation in Indium Phosphide Based Fabry Perot Membranes Using White Light Interferometry  p. 167
Oxygen Plasma Treatment of Sputtered Titanium Dioxide Thin Film on PDMS for Surface Modification  p. 171
Simultaneous Fabrication of Concave and Convex Microlenses Using Thermal Reflow  p. 175
Geometrical Characterization of Refractive Microlens Made by Thermal Reflow of Photoresist Cylinder  p. 179
Modification of an Inkjet Printers for Creation of Patterns of Biomolecules  p. 183
Aerodynamic Analysis of Slider for Micro-Actuator Application  p. 190
A Multi-Layer Parylene Surface Electrode Array for Use in an Implantable Microsystem  p. 197
Fabrication of Silicon Micro Pillars Inside Deep Silicon Channels  p. 201
Fabrication of Micro-Hole Membrane with Self Contained Silicon Buffer  p. 205
Influence of Temperature on the Creep Properties of Sn-Ag-Cu Solder Reinforced with Multi-Walled Carbon Nanotubes  p. 209
MEMS-Based Silicon Micro-Cell for Atomic Clock Applications  p. 213
Experimental Comparisons of Micro-Droplets Generated via Rectangular Versus Round Orifices  p. 217
Experimental and Simulation Studies on a High-Performance Micro-Droplet Generation Device  p. 222
Nanowire Biosensor for Highly Sensitive and Fast Detection of Calcium Ions  p. 226
Mechanical Properties of Poly crystalline 3C-SiC Films between Room Temperature and 600[degrees]C  p. 230
Mechanical Properties of Flexible Microcomponents for MEMS/NEMS Fluid Applications  p. 234
Fabrication of a SOG-MEMS Vibratory Gyroscope by Deep RIE Technology and Bonding  p. 238
Wafer Level Micro-Components Attachment Using Magnetically-Assisted Self Assembly  p. 242
3D Cell Culture on a Microelectrode Array Silicon Chip  p. 246
Studies on Titanium Dioxide Thin Films as High K Gate Dielectrics for a Sub-Micron CMOS VLSI Devices  p. 250
Resonant Testing of Micro-Cantilevers to Determine their Mechanical Properties  p. 257
Optofluidic Mach-Zehnder Interferometer for Simultaneously Determining Size and Refractive Index of Living Cells  p. 261
PID-PWM Based Thermal Control System for PCR Device  p. 265
Design and Fabrication of a Chip Based DNA PCR System p. 271
Packaging of MEMS Tunable Laser Using Passive Alignment p. 277
Temperature Gradient Focusing in Microfluidics Channels p. 281
High-Performance Inductors on the Organic Substrate Fabricated, Using Water Transfer Technology p. 286
Film Bulk Acoustic-Wave Filters Using ZnO on Si Substrate p. 290
Thermally Control of Drops in Micro-Channels p. 302
Phase Sensitive and Polarization Adjustment Interferometry for Surface Profile Measurements p. 309
The Heterodyne Interferometry for Real-Time Displacement Measurement in Nanoscale with Phase to Amplitude Conversion Technique p. 313
A MEMS-Based Gyroscope Design for Body Movement Monitoring p. 317
PDMS-Based Thermo-Pneumatic Peristaltic Micropump p. 321
Cost-Effective BCB Wafer Bonding for Microfluidic Applications p. 328
Study of a Radiation Damaged Monolithic MEMS Printhead p. 332
On the Initial Design and Simulation of a Biologically-Inspired MEMS Gyroscope p. 336
Design of a Biologically-Inspired Piezoresistive Strain-Sensing MEMS p. 340
Field Effect Control of Electroosmosis Along a Lateral Self-Sealed Circular SiO$_2$ Nano/Microfluidic Channel p. 344
Void Growth under Viscoelastic Conditions in IC Packages p. 348
Low-Range Pressure Sensor-Based on Multilayered-SOI Substrate p. 355
Rapid Avian Flu Viral Sample Preparation with an Automated Self-Contained Polymeric Cartridge p. 360
Minimized Area K$_a$-Band DMTL Phase Shifter p. 365
Application of Polymerase Chain Reaction Chip for Nucleic Acid Based Detection of Water Borne Pathogens p. 369
Yield Improvement of Anodic Bonding with Suspending Structure p. 373
Micro-Droplet Interferometry for Monitoring Local Pressure of Fluidic Devices p. 377
The Development of Square Spiral Micro-Transformers Fabricated on Glass Substrate p. 381
Computation of Critical Deformation and its Effects on the Microstructure and Hardness of Commercial-Purity Aluminum p. 385
A High Sensitivity Conditioning Circuit for Piezoresistive Sensors Including Temperature Compensation p. 392
Numerical Simulation of Micro-Droplet Formation in Flow-Focusing Device p. 397
Optical MEMS Inertial Sensor p. 401
Development and Applications of 3D MEMS Feature Database Based on Solid Works p. 410
Microfluidic Prototype Fabrication in Dry Film Resist p. 414
Cell Culture Array Chip for Influenza Virus Infection p. 418
A Technology for Making Silicon Film on Deep Trench Silicon Substrate p. 423
MEMS Dual-Shutter VOA Linear Attenuation and Fine Tuning p. 428
Electrical Properties of Heterolayered BiFeO$_3$/(PbMg$_{1/3}$Nb$_{2/3}$O$_3$)$_{0.63}$ (PbTiO$_3$)$_{0.37}$ Thin Films Prepared by RF Sputtering Method p. 433