5th World Water Congress: Biological Treatment Processes and Biosolids Management

Selected Papers of the 5th World Water Congress of the International Water Association, held in Beijing, China, 10–14 September 2006

Issue Editors: H Kroiss and the IWA Programme Committee
Contents

Preface vii

1 Instrumentation, control and automation for full-scale manure-based biogas systems J. Wiese and M. Haeck

9 Disruption of granules by hydrodynamic force in internal circulation anaerobic reactor J. Wu, Z.Y. Lu, J.C. Hu, L. Feng, J.D. Huang and X.S. Gu

17 Direct force measurement of bacteria adhesion on metal in aqueous media S. Xiaoxia, T.Y. Peng and P.S. Olavi

27 Performance of high-rate sludge digesters fed with sonicated sludge T. Mao and K.-Y. Show

35 Isolation and characterization of thermophilic bacteria capable of lysing microbial cells in activated sludge Yu-Dong Song and Hong-Ying Hu

45 New compact scrubber for odour removal in wastewater treatment plants C. Sanchez, A. Couvert, A. Laplanche and C. Renner

53 Bench- and pilot-scale sludge electrodewatering in a diaphragm filter press H. Saveyn, P. Van der Meeren, G. Pauwels and R. Timmerman

61 A unique, environmentally sustainable and cost-effective programme to re-vegetate military training lands utilising composted wastewater biosolids at a large Canadian military training centre R.J. LeBlanc, C.J. Allain, S. Downe, N. Pond and P.J. Laughton

69 Utilization of dried sludge for making ceramsite G.R. Xu, J.L. Zou and Y. Dai


87 Experimental study on sludge reduction by ultrasound X.Q. Cao, J. Chen, Y.L. Cao, J.Y. Zhu and X.D. Hao

95 Fermentative hydrogen production in packed-bed and packing-free upflow reactors C. Li, T. Zhang and H.H.P. Fang

105 Calcium effect on fermentative hydrogen production in an anaerobic up-flow sludge blanket system F.-Y. Chang and C.-Y. Lin

113 Population dynamics of anaerobic microbial consortia in thermophilic methanogenic sludge treating paper-containing solid waste T. Tatsuzawa, L. Hao, S. Ayame, T. Shimomura, N. Kataoka and A. Miya

121 Boosting nitrification by membrane-attached biofilm C.Y. Wu, S. Ushiwaka, H. Hori and K. Yamagiwa

129 Use of citric acid for heavy metals extraction from contaminated sewage sludge for land application D. del Mundo Dacera and S. Babel


145 Microbial population structure changes in a suspended carrier biofilm reactor R.C. Wang, X.H. Wen and Y. Qian

155 Extracellular polymers in partly ozonated return activated sludge: impact on flocculation and dewaterability M.A. Dytczak, K. Londry, H. Siegrist and J.A. Oleszkiewicz

Modelling hydrogen sulphide emission in a WWTP with UASB reactor followed by aerobic biofilters  J.M. Santos, L.M. Sà, N.C. Reis Junior, R.F. Gonçalves and R.N. Siqueira

Application of a combined process of moving-bed biofilm reactor (MBBR) and chemical coagulation for dyeing wastewater treatment  D.H. Shin, W.S. Shin, Y.-H. Kim, Myung Ho Han and S.J. Choi

Chemical stress induced by copper: examination of a biofilm system  X. Zhang, K. Brussee, Caroline T. Coutinho and J.N. Rooney-Varga

Production and characterization of scum and its role in odour control in UASB reactors treating domestic wastewater  C.L. Souza, S.Q. Silva, S.F. Aquino and C.A.L. Chernicharo

Solid mining residues from Ni extraction applied as nutrients supplier to anaerobic process: optimal dose approach through Taguchi’s methodology  I. Pereda, R. Irusta, S. Montalvo and J.L. del Valle

Upflow anaerobic sludge blanket (UASB) treatment of supernatant of cow manure by thermal pre-treatment  Y. Yoneyama, A. Nishii, M. Nishimoto, N. Yamada and T. Suzuki