Table of contents

**Opening session**  
W. Menz, R. Förster, C. Müller, A. Schoth  
*Non-conventional Technologies for Fabrication of Microsystems*  
1

**Precision engineering design principles**  
C. Han, C. Lee  
*Development of a 4 DOF micro-positioning stage for error compensation*  
9

S. Zelenika, S. Flechsig, F. De Bona  
*Analytical and Experimental Evaluation of Kinematic Couplings*  
13

R. Haberland  
*Ultra-Precision Flexure Hinge Design and Applications*  
17

M. Termeer  
*Modelling of dynamic behaviour and deformations in high precision instruments*  
21

P. Fitsos, K. Yamazaki  
*Error budget modelling applied to the conceptual design of a novel 5-axis machine tool.*  
25

J. K. van Seggelen, P. C. J. N. Rosielle, P. H. J. Schellekens  
*Design of a 3D CMM with elastically guided z-axis and x, y axis with less than 2 mm ABBE offset*  
29

Y. Gao, Z. Yang, S. Tse, D. Zhang  
*Reduction of the spindle vibration using a compact absorber for surface grinding*  
33

S. Y. Lim, W. Lin, Y. P. Leow  
*A Precision Decoupled Planar Positioning Stage*  
37

T. Paardenkooper, P. Rosielle, J. Schouten  
*Design of an orthogonal 3D scanning touch probe for 25 nm accuracy*  
41

S. Donders  
*A non-distorting reticle clamp mechanism*  
45

J. C. Compter, S. A. J. Hol, E. Lomonova  
*Lorentz actuators for nanometer accuracy*  
49

**Precision mechatronic design**  
N. Loix, A. Abu Hanieh, A. Preumont  
*Piezoelectric Stewart Platform for General Purpose Active Damping Interface and Precision Control.*  
55

S. Dejima, W. Gao, S. Kiyono, Y. Tomita  
*Multi-degree of freedom precision stage system integrated with a surface encoder*  
59

M. Negishi, K. Matsushita, K. Hosaka, N. Iwakura  
*A Double-Sided Contour Measurement Machine for Aspherical Lenses*  
63

T. Heeren  
*Mechatronic alignment of color images in a high volume, high speed color printer*  
67

*Design of an accurate and fast magnetic head actuator for a back-up tapedrive*  
71

F. Auer  
*Piezo Actuated Active Damping in a Semiconductor Lithographic Scanner*  
75

<table>
<thead>
<tr>
<th>Author(s)</th>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>A. Minnaert, P. Spit, W. van Buel, R. Toussaint</td>
<td>Off-Line Field Clear-Out Exposure Tool for Process Productivity Improvement</td>
<td>79</td>
</tr>
<tr>
<td>Y. Gao, S. Tse, Y. Law</td>
<td>A Study of the Signal Switches for Composite Control during Grinding</td>
<td>83</td>
</tr>
<tr>
<td>M. F. Byl, J. A. Calzaretta, S. J. Ludwick, D. L. Trumper</td>
<td>Tuning Controllers with Multiple Adaptive Feed-forward Cancellation Resonators</td>
<td>87</td>
</tr>
<tr>
<td>F.G.A. Homburg</td>
<td>Dynamic Interface Specification of a Fast Tool Servo onto a High Precision Lathe.</td>
<td>91</td>
</tr>
<tr>
<td>S. H. Chang, C. L. Tsai, T. L. Wu</td>
<td>Monolithic Design of a Six Degrees-of-freedom Nanometer Resolution Micro-Positioning Stage</td>
<td>95</td>
</tr>
<tr>
<td>H.A. van Mierlo, J.R. Nijenhuis</td>
<td>Design of the VLTI Cats Eye for optical delay lines</td>
<td>99</td>
</tr>
<tr>
<td>P. Hilkens</td>
<td>Precision in imageforming for color printing</td>
<td>103</td>
</tr>
<tr>
<td>Y. Chen, W. Huang</td>
<td>Calculation of diffraction effect of a nano-alignment mask</td>
<td>113</td>
</tr>
<tr>
<td>D. Y. X. Zhao, Z. Ping, W. Huang, J. Chu</td>
<td>Research on a microtweezers driven by electricity</td>
<td>117</td>
</tr>
<tr>
<td>H. Mizumoto, M. Shioe, S. Arii, M. Yabuya</td>
<td>Picometer Positioning using Twist-roller Friction Drive Mechanism</td>
<td>121</td>
</tr>
<tr>
<td>D. Metz, A. Albers</td>
<td>Finite Element Analysis on the Reliability of Components of a Micro Planetary Gear</td>
<td>125</td>
</tr>
<tr>
<td>J. Dienelt, K. Zimmer</td>
<td>Fabrication of self-aligned silicon field emission arrays using common processing techniques</td>
<td>129</td>
</tr>
<tr>
<td>F. Bertinetto, M. Bisi, E. Canuto, P. Cordiale, A. Rolino</td>
<td>Nanobalance</td>
<td>137</td>
</tr>
</tbody>
</table>
Ultra-precision motion systems

J.P. Kappelhof, H. Bokhove, M. Termeer, P. Verhoeff
IASIOGSE Spot Scan, Design and realisation of an infrared calibration instrument for in vacuum

C. Siebenhaar, V. Guyenot, A. Gebhardt, G. Harnisch, C. Damm, T. Peschel, M. Rohde, M. Thaut
Theory and application of an alternative adjustment method based on transfer of momentum

S.A.J. Hol, J.C. Compter, A.J.A. Vandenput, R. Munnig-Schmidt
Design of a Magnetic Bearing

A. Slocum, M. Basaran, R. Cortesi
Linear motion carriage with bearings preloaded by inclined Open-face iron core linear Electric motor

A. Torii, R. Fukui, A. Ueda
A Miniature Robot for A Rotary Stage Driven by On/Off Controlled Piezoelectric Elements

T. Shinshi, X. Zhang, L. Li, A. Shimokohbe
Precision Radial Magnetic Bearing Using Estimation of the Center of Inertia and Repetitive Control

Friction in Motion Systems: Performance Deterioration for Regulator Tasks

S. Fukada, T. Shibuya
Ultra-precise Positioning with Nanometric Resolution over A One-Millimeter Stroke Using Flexure Guide And Electro-magnetic Linear Motor

S. Mekid

L. Jabben, D. Hobbelin, J. van Eijk
Non-linear Control of Reluctance Type of actuators for Ultra High Precision Applications

J. Qian, S. Devos, M. Dona, F. Al-Bender, D. Reynaerts, H. Van Brussel
A novel set-up combining ELID-grinding with a Piezo-Stepper drive

J.S. Chen
Low Speed Tracking Control of a Precision Linear-Motor Rolling-Guide Stage

N.J. Doelman, T.C. van den Dool
An Adaptive Control Strategy for Optical Delay Lines

Precision engineering manufacturing methods/processes

J. Tamaki, A. Kubo, J. Xie, J. Yan, T. Iyama
Precision Truing of Superabrasive Grinding Wheel by Means of an Envelope Generation Method

H. Huang, Y.C. Liu and P.L. Teo
High Speed Deep Grinding of Yttria Stabilized Tetragonal Zirconia

Q.S. Yan, Z.Q. Zhang, K. Syoji
Studies on CBN Quill in Surface Grinding

A. Yui, S. Mototani, S. Okuyama and T. Kitajima
Prediction of Contact between Grinding Wheel and Workpiece -Detection of Diffused Reflective Laser Intensity from Grinding Fluid

VIII

G. Grathwohl, D. Godlinski, E. Brinksmeier, R. Gläbe
Alumina Tools for Precision Machining of Steel 213

K. Katahira, H. Ohmori, J. Nagata, M. Mizutani, J. Komotori, Y. Watanabe
Fabrication of High-quality Surfaces on Biomaterials using a New Electrical Grinding Technique 217

K. Cheng, X. Luo, R. Ward, X. Liu
Modelling and control of the surface integrity and functionality in precision machining 221

J. Ramírez-Salas, I. D. Marinescu, I. C. Benea
Superpolishing of AlTiC Magnetic Heads 225

Micro Electro-Discharge Machining of Single-Crystal Diamond 229

S. Kiyohara, H. Takamatsu, K. Mori
Effect of fluorocarbon addition to an oxygen gas in electron cyclotron resonance plasma etching of diamond films 233

H. Hidai, H. Tokura
Laser processing of silica glass with the aid of condensation 237

X. D. Liu, L. C. Lee, X. Ding, S. T. Ng, S. K. Tung, K. S. Lee
An Investigation of Diamond Tool Cutting Edge 241

S. Nakazawa, H. Hidai, H. Tokura
Spherical objects molding using liquid-liquid interface 245

C. Zhang, Y. C. Shin
Wear and specific energy in precision laser assisted truing of vitrified CBN wheels 249

C. Zhang, H. Ohmori
ELID CG-grinding for spherical lens or moulds: principles and application 253

J. E. Bullema, A. H. van Krieken, M. van den Hurk, M. Meuwissen
Submicron laser micro machining of metals 257

B. Mullany, G. Byrne
Pad-Wafer Interface Temperatures during Chemical Mechanical Polishing (CMP) of oxide Coated Silicon Wafers 261

R. Wüthrich, V. Fascio, D. Viquerat, H. Langen
Study of Spark Assisted Chemical Etching Process technology data 265

B. Zhao, X. Zhang, K. Yamazaki, M. Mori, M. Fujishima
Autonomous diagnostic system for machining process 269

M. Pruteanu, I. D. Marinescu
Mathematical Modeling of the Lapping Process 273

K. Garrard, A. Sohn, R. G. Ohl, R. Mink, V. J. Chambers
Off-Axis Biconic Mirror Fabrication 277

S. N. Lavrynenko, A. G. Mamalis, A. I. Grabchenko, N. V. Verezub
Kinematic Interaction between Diamond Cutting Wedge and Amorphous Polymer Materials in Dynamics of Precision Machining 281

M. Bobertag
Grinding of high-precision surface-structures in tool steels 285

C. H. Lui, D. Louie, L. M. Li
Ultra-Precision Aspherical Surface Generation Using State-of-the-Art Magneto-rheological Finishing Technology 289

D. Späth, K. H. Sternemann
Process Control and Monitoring of micro cutting processes in high spindle speed milling machine 293

C.C.A. Chen, L-S. Hsu, C-K. Hsu, and W-C. Liu
*Study on Pad Dressing Process for CMP of Silicon Wafers* 297

*Uniformity of residual film thickness obtained by Digital Polishing Method in New CMP System* 301

S. Lavrynenko, V. Senchyshyn
*Manufacturing of precision polymer optical components - problems and solutions* 305

S. Devos, F. Al-Bender, D. Reynaerts, H. Van Brussel
*Active control of a grinding spindle* 309

T. Kumon, Y. Takeuchi, M. Yoshinari, T. Kawai, K. Sawada
*Ultraprecision Compound V-shaped Micro Grooving and Application to Dental Implants* 313

W. Michaeli; S. Bölinger; J. Forster
*High Precision Optical Plastics Parts Through Innovative Manufacturing Technologies* 317

W. Michaeli, R. Gärtner, D. Opfermann
*New Plastification Concepts for Micro Injection Moulding* 321

H. H. Gatzen, C. Morsbach, A. Karyazin
*High Precision Machining of a Longitudinal Bearing for a Linear Microactuator* 325

W. T. J. Brugman, A. N. Westland
*Machining of microchannels using a non-rotating cutting tool* 329

*ELID-grinding Characteristics of SiC Mirrors with Weight-reducing Structure* 333

V. Piotter, N. Holstein, L. Merz, R. Ruprecht, J. Hausselt
*Methods for large scale manufacturing of high performance micro parts* 337

H.-W. Hoffmeister, B. Menze, J. Gächler
*Grinding and honing of micro bores with new abrasive pencils* 341

M Day, M. Weck
*Ultraprecision Milling and Planing Machine for large Workpieces* 345

M. Weck, C. Wenzel, M. Winterschladen
*Process Chains for Replication Technologies of Complex Optic Components* 349

P. Morantz, C. Maeda, H. Ueda
*Ultra-precision machining hard metals: turning versus grinding* 353

M. Weck, B. Leifhelm, P. Zimmerschitt-Halbig
*Intelligent Boring Tool – iBo* 357

I. Meszaros, M. Huijbers, D. Szepesi
*Development Results and Industrial Application of Ultra-Precision Finish Hard Turning* 361

H. Ohmori, Y. Uehara, Y. Ueno, T. Suzuki, S. Morita
*Ultraprecision Fabrication Process of Large Double-sided Spherical Fresnel Lens* 365

*Spectral Analysis of Acoustic Emission (AE) During the Diamond Turning of Brittle Material* 369

M. Tricard, D. Golini
*Improving surface geometry and surface integrity using Magneto-Rheological Finishing (MRF)* 373

U. Birnbaum, H. Bernitzki, U. Jungstand
*Correction Cycles in the Machining of Precision Aspheres* 377

High Speed Generation of Complex Surfaces Using Non-Contact RAP Technology

Grinding characteristics of glass convex mirror by desk-top type 4-axis machine “TRIDER-X” with ELID system

Micro fabrication and manipulation

MEMS, the Alternative Semiconductor Business

Laser Beam Machining of Microlenses by Hole Area Modulation (HAM) Method

Micromachining of brittle materials by ultrasonic lapping with tool wear compensation

Quality assurance of micro-mechanical components

Fabrication of Miniature Cutters for Eye Surgical Operations

Microstructuring of dielectrics by laser-induced back side etching

A Fiber-based Fringe Projection System

Variation of Geometry and Size for Optimized Demoulding, Separation and Handling of Moulded Micro Parts within an Automated PIM-Process

Diamond Contour Boring and Ball-end Milling of Microstructures

Micropatterning of diamond films with composite oxide mask of metal octylates in electron beam lithography

Laser-Induced Chemical Vapor Deposition for The Fabrication of Micro Carbon Rods by Pyrolytic Decomposition of Ethylene

Three-dimensional micro structuring of Pyrex glass devices – trajectory control

Economic and sensitive assembly of microsystems in small quantities

Calibration of orientation measurement systems based on tilt sensors and compasses

A CAD-tool for the design and manufacturing of microstructures based on micro-EDM

Improvement of Micro End Milling Tools through Variation of Tool Manufacturing Method and Geometry
T. Glinsner, N. Roos, L. Bendfeldt, H. Pusch, M. Fink, H.-C. Scheer
Nanoimprinting of 4 Inch Substrates and a Strategy for a Controlled Separation Method 455

J.W. Kim, Y. Yamagata, M. Takasaki, H. Ohmori, T. Higuchi
Analysis on Deposition Conditions of Surface Acoustic Wave Atomizer with Electrostatic Deposition for Fabricating Protein Chips 459

Y. W. Park, D. Y. Kim
Prototype Microactuator for Nanomanipulation Using a Magnetostrictive Material 463

T. Kuriyagawa, K. Syoji
Selective Removal Machining of Resinoid Insulator Film for Multilayer Semiconductors with Micro-Ice Jet Technology 467

S. Kato, M. Ono, N. Kato, T. Hamano
Design and Fabrication of a Position Surveying Microrobot in the Underground Pipe 471

F. Morrissey
Micro and Nano Structuring using Focused Ion Beam and DualBeam Technologies 475

Precision metrology for machines/manufacturing 479

T. Yandayan, S.A. Akgöz, H. Haitjema
A new calibration method for polygons with a pitch angle which does not match with the subdivision of the used indexing table. 481

R. Nakajima, T. Miyoshi, Y. Takaya, S. Takahashi, M. Fujita
Novel Measurement Method for Nano-Defects of Si Wafer Surface Using Evanescent Wave 485

S. Ueno, Y. Kobayashi, T. Omino, S. Takase, Y. Awano, K. Miyamoto
Development of the automatic calibration machine for depth measurement standards for surface texture measurement 489

Y. Kamimura, Y. Tani, K. Watanabe, H. Sato
Thickness Measurement of Silicon Wafers Using a Double-Focus Lens 493

R. D. Geckeler, I. Weingärtner
Sub-nm Topography Measurement by Deflectometry: Flatness Standard and Wafer Nanotopography 497

S. Patzelt, J. Peters, G. Goch
Microtopography characterization of optically smooth and structured surfaces 501

T. Pfeifer, G. Dussler, S. Dreissen
Confocal Inspection of microscopic parts and structures 505

Determination of the AFM tip-shape with well-known sharp-edged calibration structures: actual state and measuring results 509

M. Morel, H Haitjema
Task Specific Uncertainty Estimation for Roundness Measurement 513

I. Misumi, S. Gonda, T. Kurosowa, Y. Tanimura, N. Ochiai, J. Kitta, F. Kubota, M. Yamada, Y. Fujiwara, Y. Nakayama, K. Takamasu
Comparing measurements of 1D-grating samples using optical diffraction technique, CD-SEM and nanometrological AFM 517

T. Doi, T. Kurosawa
Accurate surface profilometry using interferometric microscope with high magnification 521

K.R. Koops, K. Dirscherl
Nanometrology standards in the Netherlands: the traceable Scanning Probe Microscope 525

S. Jones
Developments in homodyne interferometry and real time quadrature compensation provide precision feedback capability 529

F. Meli
Roughness measurements according to existing standards with a metrology AFM profiler 533

Novel Microoptical Fibre Coupled Laser Interferometers for Various Applications in Precision Engineering and Nanotechnology 537

F. Härtig, C. Keck, K. Kniel, H. Schwenke, F. Wäldele, K. Wendt
Accuracy enhancement of a co-ordinate measurement machine by flexible integration of a precision tracking interferometer 541

R. A. Nicolaus, G. Bönsch
Accurate Measurement of Silicon Spheres by Interferometry 545

About calibration of thickness standards on the nanometre scale 549

A. J. Abackerli, R. M. Martinez Orrego
A round-robin process for co-ordinate metrology 553

R. H. Bergmans
Metrology for Nanotechnology 557

U. Brand, L. Yu, C. Chang; H. Lüllmann; H. Schwenke
Beginning of Operation and Optimisation of a 3D Micro Measuring Device 561

K. Schneefuß, T. Pfeifer
Precision formtesting measurement technologies for microstructures 565

G. Kotte, K. Dirscherl
New developments on ball diameter measurement 569

O. Sato, M. Hiraki, K. Takamasu
The Calibration of Parallel-CMM: Parallel-Coordinate Measuring Machine 573

K. Umeda, H. Sato, T. Sone, W. M. He, M. Sagara, H. Matsuzaki
An Evaluation of Error Space in Three Dimensional Coordinate Measuring Machine(3DCMM) by Sequential Two Points Method 577

A. Grant, H. U. Danzebrink
Development of a scanning force microscope employing a quartz tuning fork as the force sensor 581

P. de Groot
Optical form and geometry measurement of precision machined parts 585

J. Flügge, R. König
Recent developments at the PTB Nanometer Comparator 589

S. J. A. G. Cosijns, H. Haitjema, P. H. J. Schellekens
The influence of polarization states on non-linearities in laser interferometry 593

K. Meiners-Hagen, A. Abou-Zeid
Optical roughness measurements with a multiwavelength diode laser interferometer 597

D. van den Heuvel, R. H. Bergmans
Probe calibration using a digital piezo translator 601

R. Furutani, K. Shimojima, K. Takamasu  
Parameter Calibration of Articulated CMM 605

V. Burgarth, A. Abou-Zeid  
Development of a calibration device for simple measuring instruments 609

H. Haitjema, B. van Dorp, M. Morel, P.H.J. Schellekens  
Task Specific Uncertainty Estimation in Dimensional Metrology 613

W. Häßler-Grohne, C.G. Frase, H. Bosse  
Investigations of pitch standards for nanometrology in an metrological SEM 617

M. Schulz, I. Weingärtner  
Free-form measurement with high lateral resolution 621

J. Garnaes, A. Kühle, L. Blunt, N. B. Larsen  
Comparison of atomic force and interference microscopy 625

E. Trapet, J. Aguilar, H. Spaan, J.A. Yague, V. Zeleny  
Self-Centring Probe with Parallel Kinematics 629

B. van Dorp, H. Haitjema, P. Schellekens  
The virtual CMM method for three-dimensional coordinate machines 633

M. Abbe, K. Takamasu  
Modelling of Spatial Constraint in CMM Error for Uncertainty Estimation 637

S. Moriyasu, K. Katahira, W. Lin, Y. Yamagata, H. Ohmori  
On-machine Surface Roughness Measurement with AFM 641

K. Nemoto, H. Fukatsu, K. Yanagi  
A novel scanning instrument for surface geometry measurement with a flat surface as its reference plane - Practical data processing techniques by the use of optical probe 645

E. Savio, L. De Chiffre  
Advances in uncertainty assessment using uncalibrated objects with freeform geometry on coordinate measuring machines 649

K. Yanagi, M. Hasegawa, S. Hara  
A computational method for stitching a series of 3-D surface topography data measured by microscope-type surface profiling instruments 653

N.A.J. van der Beek, W.D. van Amstel, D. van Kaathoven, W. Potze, O.T.J. Vermeulen, M. Breukers  
‘Deflectometry on aspheric surfaces’: A new approach and generic solution for measuring ‘free form’ aspheres. 657

Material properties 661

M. Istomin, M. V. Kireitseu, S. Yerakhavets  
Acoustic Emission Monitoring of Fatigue in Alumina - Chrome Carbide Composite 663

M. V. Kireitseu, M. Istomin, S. Yerakhavets, V. L. Basenuk,  
Alumina Coating Modified by Ultra Dispersed Diamonds 667

Diamond Turning Induced Surface Damage in Silicon Investigated by means of Raman Spectroscopy and Microscopy Technique. 671

Raman Scattering used to Probe Residual Strains in Ductile Regime Diamond Turned GaAs. 675

R. Haberland  
Material evaluation for ultra-precision flexure hinges 679

K. Herrmann, F. Pohlenz, F. Menelao  
Ways to higher accuracy of the nanoindentation test 683

T. Hosono, H. Hidai, H. Tokura
Is cBN really inert with metals? 687

R. Schödel, G. Bönsch
Interferometric measurements of thermal expansion, length stability and compressibility of glass ceramics 691

A. Noreyan, I. Marinescu, J. Amar
Molecular Dynamic Simulation of Nanoindentation of Silicon Carbide by Diamond Tip 695

Strongly Compensated Silicon as a new Class of Materials for Electronics 699

Y. Watanabe, K. Katahira, H. Ohmori, T. Kato, A. Kawana
ELID Grinding and Tribological Characteristics of TiAlN Film 703

Y. Gao, Z. Tao
Analysis of Measurement Errors for Light Passing Through Parallel Layers 707

G. P. Howell, D. G. Chetwynd
Investigation of Surface Tension at Rough Interfaces 711

D. Antonelli
Micro-factors affecting macro-parameters: the foil rolling case 715

X. Liu, T. Bell, F. Gao, D. G. Chetwynd
Characterisation of engineered surfaces by a multi-function tribological probe microscope 719

Q. Fang, F. Gao, X. Liu, D.G. Chetwynd, J.W. Gardner
Investigation of indentation properties of poly(pyrrole) thin films 723

Sensors 727

H. Hashizume, H. Yoshioka, H. Shinno
An in-process micro-sensor for ultraprecision machining 729

H. Matsuoka, S. Kasei
Resonance-Based High Sensibility Touch Probe System for CMM 733

P. Pornnoppadol, S. Cao, V. Nesterov, U. Brand, M. Schmidt, R. Wilke, S. Bütefisch
Three-dimensional microprobe with reduced probing forces 737

J.J. Aguilari, J.A. Yagüe, J.A. Albajez, J. Santolaria
Application of Lateral Effect Position Sensitive Detectors (PSD) to Angles Measuring in a Self-centring Probe 741

T. Ha, T. Miyoshi, Y. Takaya, S. Takakashi
Evaluation of Microdefects on SiO₂ Filmed Wafer Surface from the Scattering Light 745

H.E. van den Brom, C.J. van Mullem
Nanotechnology and Microsystem Technology in Electrical Metrology 749

Possibilities of Elaboration of Multi-functional Sensors of Physical Magnitudes 753

H. A. M. Dowidar, D. G. Chetwynd
Distribution of Surface Contacts on a Simulated Probe Tip 757

G. Kotte, M. Heemskerk, G. Teunisse
Characterisation of angle-sensitivity of magnetic field sensors 761

S.A. Spiewak, D.A. Turcic
Accurate Displacement Measurement with Inertial Sensors 765

D. G. Chetwynd, R. K. Leach
Dynamic Performance of a Cantilever-Based Topography Probe 769

M. Senoner, L. Koenders, W. Unger, and G. Wilkening
Accuracy of step height determination by Atomic Force Microscopy - results of an inter-laboratory comparison 773

Miscellaneous 777

P. Stanev, F. P. Wardle, J. Corbett
Investigation of Grooved Hybrid Air Bearing 779

X. Zhang, J. Wang, K. Yamazaki
Study on an Automatic Geometric Feature Recognition for Sculpture Surface Machining 783

J.F.F. Klinkhamer
Interaction between adjustment philosophy and precision engineering 787

X. Liu, Y. Gao
Phase reconstruction using spline regression 791

Ultraprecision Fabrication of Glass Ceramic Aspherical Mirror by ELID-grinding with Nano-level Positioning Hydrostatic Driving Machine 795