MODERN TECHNOLOGY IN HYDRAULIC ENERGY PRODUCTION

PROCEEDINGS FROM 15th SYMPOSIUM
section on hydraulic machinery and cavitation

BELGRADE YUGOSLAVIA

VOLUME 2
Session I: INTERNAL FLOW 4

11 GUO Q.S.
VARIATIONAL PRINCIPLES FOR HYBRID PROBLEMS OF 3-D FLOW IN RUNNERS OF AXIAL-FLOW HYDRAULIC MACHINERY

12 VU T.C., SHYY W.
A COMPARATIVE STUDY OF THREE-DIMENSIONAL VISCOUS FLOWS IN SEMI AND FULL SPIRAL CASINGS

13 FANELLI M.
VORTEX-DOMINATED FLOW IN CENTRIPETAL RUNNERS AND DRAFT TUBES

14 FISHER R.K., LIESS C., ECER A.
FLOW CALCULATION FOR TURBINE RUNNER DESIGN EVALUATION - THE METHODS, THE LABORATORY CORRELATION AND THE DESIGNER

15 AVELLAN F., DUPONT Ph., FARHAT M., GINDROZ B., HENRY P., HUSSAIN M., PARKINSON E., SANTAL O.
FLOW SURVEY AND BLADE PRESSURE MEASUREMENTS IN A FRANCIS TURBINE MODEL

Session J: TRANSIENTS 2

J1 FAY A.A.
DYNAMIC ANALYSIS OF THE FORCE ACTING ON THE PUMPHOUSE WALL

J2 OBRADOVIĆ P.
FLUID - STRUCTURE INTERACTIONS: AN ACCIDENT WHICH HAS DEMONSTRATED THE NECESSITY FOR FSI ANALYSIS

J3 NIELSEN T.K.
MODEL TEST OF THE DYNAMIC BEHAVIOR OF A FRANCIS PUMP TURBINE

J4 GLOVER P.B.M., JEFFERY T.D., BOLDY A.P.
THE APPLICATION OF HYDRAULIC TRANSIENT ANALYSIS TO DESIGN OPTIMISATION ON THE HYDRAULIC RAM PUMP

J5 NONOSHITA T., MATSUMOTO Y., OHASHI H., KUBOTA T., FUJITA M.
EFFECT OF A SWIRL FLOW ON TRANSIENT PHENOMENA IN A DRAFT TUBE DURING A LOAD REJECTION

Session K: TURBINES

K1 SUGAWARA R.
RESEARCH AND DEVELOPMENT OF HYDROPOWER TECHNOLOGY APPLICABLE FOR EXTREMELY LOW HEAD PROJECT (Straight Flow Turbine)

K2 LANG A., PLATZER P., MACHO R.
TRASHRACK LOSSES AS A FUNCTION OF THE INFLOW CONDITIONS IN A BULB TURBINE PLANT
K3 ANGEHRN R., ECKERT R.
SERVICE LIFE OF HORIZONTAL SHAFTS IN LOW HEAD TURBINES UNDER CORROSION FATIGUE

Session L: TRANSIENTS 3

L1 STEVANOVIĆ V., STUDOVIĆ M.
COMPUTER CODE FOR THE SIMULATION OF FAST THERMO-HYDRAULIC TRANSIENTS IN THERMAL POWER SYSTEMS

L2 BOURNASKI E.
NUMERICAL SIMULATION OF UNSTEADY MULTIPHASE PIPE FLOW WITH VIRTUAL MASS EFFECT

L3 BENIŠEK M., VUŠKOVIĆ I., NADELJKOVIĆ M., MANDIĆ D.
UPSTREAM GATE EMERGENCY CLOSURE DURING RUNAWAY FOR HPS "DJERDAP-II"

Session M: EXPERT SYSTEM 1

M1 OBRADOVIĆ D.
DEVELOPMENT OF EXPERT SYSTEM FOR TRANSIENT FLOWS ANALYSIS

M2 KOELLE E.
CASES AND ACCIDENTS IN HYDRAULIC SYSTEMS CADI - COMPUTER AIDED DIAGNOSIS. BRAZILIAN EXAMPLES.

M3 McNABB J.Y., NUON N., TRAN C.T.
SOME EXPERIENCES IN THE USE OF EXPERT SYSTEM AND PARAMETRIC MODELING IN HYDRAULIC TURBINE DESIGN

M4 DEMERS A., DESY N.
EXPERIENCE WITH HYDRAULIC PERFORMANCE FOR MAJOR HYDRO MODERNIZATION PROJECTS

Session N: GATES

N1 ISHII N.
FLOW INDUCED VIBRATION OF LONG SPAN GATES (Added Mass and Fluid Damping)

N2 SHIWU Y.
CAVITATION-INDUCED GATE VIBRATIONS

N3 ITO Y., OBA R., YAMADA M.
CAVITATION OBSERVATION AROUND A BUTTERFLY VALVE, ESPECIALLY WITH RESPECT TO EROSI VE VORTEX-CAVITATION

N4 KAMEMOTO K., NAKAHARA N., KAWATA Y., IMAMURA K., KANEKO T.
NUMERICAL SIMULATION OF VORTEX FLOWS INTERACTING WITH VIBRATIONS OF UNDER FLOW GATES

Session O: HYDRAULIC STRUCTURES

O1 TOYOKURA T., KITAHORA T., YAMAZAWA H., KUBOTA T., SUZUKI R.
FLOW IN OPEN CHANNEL NEAR DRAFT TUBE OUTLET OF LOW HEAD TURBINE

O2 CHANSON H.
MODEL STUDY OF SPILLWAY AERATOR DEVICE
Session P: MODEL TESTS

P1 HOLMÉN E., BARD A.
Numerical simulation and model testing of a by-pass conduit for Holmen Hydro power plant

P2 PUDU P., NURZIA F.
Experimental results on a vaned diffuser pump-turbine operating in the turbining mode

P3 WETZEL J.M., ARNDT R.E.A.
Cavitation-free pumps for very large hydroacoustic test facilities

Session Q: EXPERT SYSTEMS 2

Q1 COUTU A.
Finite element modelling of periodic parts for stress analysis

Q2 STELLER J.
Low capacity axial-flow turbines - computer aided design and assessment of hydraulic properties

Q3 BRATSBERG K., XIROS E., HAUGEN J.O.
Design and production of the high head Francis turbine for Svartisen power plant

Q4 NAIDU B.S.K.
Computerised design development and model testing of a high head Francis turbine runner

Session R: PELTON TURBINES

R1 LAZZARO B., ROSSI G.
Pelton turbine: model investigation on some peculiar geometrical features

R2 BJERKE M., BREKKE H., BERG K.I.
Modern design and manufacturing of multijet Pelton turbines

R3 BACHMANN P., SCHÄRER Ch., STAUBLI T., VILLIQUOUD G.
Experimental flow studies on a 1-jet model Pelton turbine

R4 WERDERITS J.
Design calculation of the distributing pipe for a six-jet Pelton turbine

Session S: CLEARANCES IN MACHINES

S1 LIESS C., NORDMANN R., DIETZEN F.J., SIMON F., BRAUN D.
Determination of leakage flow and dynamic behavior of labyrinth seals for hydraulic machines

S2 STRATE W.-P., BAHM F., RAUTEMBERG M.
Turbine performance of centrifugal pumps correlated to the influence of ring clearance and specific speed
S3 TSUKAMOTO H., UNO M., MATSUNAGA S.
INFLUENCE OF TIP-CLEARANCE ON EFFICIENCY AND FLOW IN A MIXED-FLOW PUMP IMPELLER

Session T: VIBRATIONS 3

T1 PULPITEL L.
LOW FREQUENCY PRESSURE OSCILLATIONS IN HYDRAULIC SYSTEMS OF HYDROPOWER PLANTS AND THE AIR INJECTION EFFECT

T2 LI X., BREKKE H.
STRUCTURE MATRIX METHOD IN HYDRAULIC FREE VIBRATION ANALYSIS

T3 JACOB T., PRENAT J.-E.
GENERATION OF HYDRO-ACOUSTIC DISTURBANCES BY A FRANCIS TURBINE MODEL AND DYNAMIC BEHAVIOR ANALYSIS

T4 CAIGNAERT G., KERMAREC J., TROLLAT C., JAREMCZAK M.
HYDRAULIC NOISE OF CENTRIFUGAL PUMPS: COMPARISON OF THREE DIFFERENT PUMPS DESIGNED FOR THE SAME DUTY POINT

T5 GUARGA R.
PUMP DYNAMICAL BEHAVIOUR. A PROPOSAL FOR THE PARAMETRIC SYNTHESIS OF EXPERIMENTAL DATA.

T6 PEJOVIĆ S.
SOME GUIDELINES TO HYDRAULIC VIBRATION AND STABILITY ANALYSIS