Third International Workshop
on Digital Signal Processing Techniques
Applied to Space Communications

Organised by the European Space Agency

ESA

in cooperation with

EUTELSAT

and

INMARSAT

Organizing Committee Co-Chairmen:
R. de Gaudenzi & C. Elia

Technical Committee Chairman:
R.A. Harris

23–25 September
ESTEC, Noordwijk, The Netherlands
TABLE OF CONTENTS

Opening Addresses by: M. Lopriore, ESA/ESTEC  
G.D. Dharmadasa, Eutelsat  
G.K. Smith, Inmarsat

Session 1: VLSI  
Chairman: S. Benedetto, Politecnico di Torino, Italy

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>VLSI and Communications: Interactive Design of Algorithm and Architecture MEYR, H. (Technische Hochschule Aachen, Germany)</td>
<td>1.1</td>
</tr>
<tr>
<td>Adopting an Object-Oriented Approach to the Development of Digital Signal Processing Software in a Ground-Based Data Relay Satellite Modem BYRNE, R.; COOPER, G.; AFTELAK, A. (Satellites International Ltd, UK)</td>
<td>1.9</td>
</tr>
<tr>
<td>Design of a High Speed Custom VLSI Signal Interpolator Chip LUISE, M.; RONCELLA, R. (University of Pisa, Italy)</td>
<td>1.29</td>
</tr>
</tbody>
</table>

Session 2: Advanced Modems & DSP Techniques  
Chairman: R.A. Harris, ESA/ESTEC, The Netherlands

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>NASA's Next Generation All-Digital Deep Space Network Receiver HINEDI, S. (Jet Propulsion Laboratory, USA)</td>
<td>2.1</td>
</tr>
<tr>
<td>33 Mbit/s Digital Burst-Mode Demodulator JEPSEN, R. (Alcatel Kirk, Denmark)</td>
<td>2.33</td>
</tr>
<tr>
<td>VLSI Digital PSK Demodulator for Space Communications HANSEN, F.; JACOBSEN, F.; OLSEN, K.; THOMSEN, J. (Alcatel Kirk, Denmark)</td>
<td>2.41</td>
</tr>
<tr>
<td>Statistical Signal Processing for Wideband Communications POOR, H. (Princeton University, USA)</td>
<td>2.51</td>
</tr>
<tr>
<td>VLSI Implementation of a Decoder for Trellis Coded 16-PSK Modulation BENEDETTO, S.; SANSOE, C. (Politecnico di Torino, Italy)</td>
<td>2.68</td>
</tr>
<tr>
<td>Fully Digital Receivers for On-Board Applications COMPARINI, M.; BOSCAGLI, G. (Alenia Spazio, Italy)</td>
<td>2.78</td>
</tr>
</tbody>
</table>

Session 3: Multi-User  
Chairman: R. Viola, ESA/ESTEC, The Netherlands

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Coding and Modulation for Code Division Multiple Accessing MASSEY, J. (ETH, Switzerland)</td>
<td>3.1</td>
</tr>
<tr>
<td>Multiuser Demodulation VERDU, S. (Princeton University, USA)</td>
<td>3.18</td>
</tr>
</tbody>
</table>
Session 4: Synchronization
Chairman: H. Meyr, Aachen University, Germany

A Class of Carrier and Frequency Error Detectors for Linearly Modulated Signals
MENGALJ.U.; D'ANDREA,A. (University of Pisa, Italy)

Performance Analysis of a Parallel Acquisition Scheme for DS-SS Systems
CADOT,I.; KARAM,G.; ROUSSEAU,F. (SAT Telecommunications Division, France)

Zero–Error Detection Algorithms and Parallel Processing for Frequency and Timing
Estimation in Digital Communication
VAZQUEZ,G.; RIBA,J.; SALA,J. (Universidad Politecnica de Cataluna, Spain);
DE MATEO, M.L. (ESA/ESTEC, The Netherlands)

A Fast Carrier Frequency Estimation Algorithm for Burst–Mode M–PSK Satellite
Transmission Systems
LUISE,M.; REGGIANNINI,R. (University of Pisa, Italy)

The Effects of Transition Density on the Performance of a Digital Data Transition
Tracking Loop
NGUYEN,T.; HINEDI,S. (Jet Propulsion Laboratory, USA)

Session 5: Spread Spectrum
Chairman: W, Kriedte, ESA/ESTEC, The Netherlands

An All–Digital Receiver for Satellite Audio Broadcasting Signals Using
Code–Division Multiplexing
BRAUN,W.; EGLIN,P. (ASCOM, Switzerland); ABELLO,R. (INISEL Espacio, Spain)

Implementation of a Spread Spectrum Receiver and Modem for the Data Relay
System Using Digital Signal Processing
AFTELAK,A.; MAGUIRE,P.; WARD,A. (Satellites International Ltd, UK)

Simple Interpolators for Bandlimited Direct–Sequence Spread Spectrum Systems
MOENECLAERY,M.; BUCKET,T. (Rijksuniversiteit Gent, Belgium)

Session 6: Broadcasting
Chairman: G.D. Dharmadasa, Eutelsat, France

Coding of TV and HDTV Signals for Digital Satellite Broadcasting
MUSSMANN, H. (University of Hannover, Germany)

VLSI–Implementation of TV and HDTV Codecs for Digital Satellite Broadcasting
PIRSCH, P. (University of Hannover, Germany)

Digital Distribution of TV and HDTV Signals: Strategies to Maintain Good Picture
Quality in the Presence of Channel Errors
BARBERO, M.; DEL PERO, R.; STROPPIANA, M.; ZENONI, N. (RAI, Italy)

A Digital Beamforming Architecture for Digital Audio Broadcast using Orthogonal
Frequency Division Multiplexing
WISHART,A.; BISHOP,A. (British Aerospace Space Systems, UK)

Session 7: Mobile
Chairman: G.K. Smith, Inmarsat, UK

Soft–In/Soft–Out
HAGENAUER,J. (DLR, Germany)

Digital NDA Symbol Synchronizers for Mobile Satellite Communications
GOETHALS,K.; MOENECLAERY,M. (Rijksuniversiteit Gent, Belgium)
Temporal Reference Beamforming for User Acquisition in Mobile Satellite Communications Systems
BARRET, M.; ARNOTT, R. (ERA Technology LTD, UK); COROMINA, F. (ESA/ESTEC, The Netherlands); LAGUNAS, M. (ETSI, Spain)

Low, Medium and High Bit Rate TCM 16-QAM Demodulator for Land Mobile Satellite Communications
FINES, P.; AGHVAMI, A. (King's College, UK)

The INMARSAT-M Technical Land Mobile Trial Program
WONG, S. (INMARSAT, UK)

Session 8: Coding and Modulation
Chairman: J.L. Massey, ETH, Switzerland

Coding and Modulation Techniques for Satellite Channels
BIGLIERI, E. (Politecnico di Torino, Italy)

Using VITERBI's Pragmatic Approach to Coded Modulation
HAN VINCK, A. (University of Essen, Germany); DE BOT, P. (Philips Research, The Netherlands)

Implementation of Quadrature–Quadrature Phase Shift Keying (Q²–PSK) over Satellite Channels
VISINTIN, M.; BIGLIERI, E.; CASTELLANI, V. (Politecnico di Torino, Italy)

Session 9: On-Board Processing
Chairman: H.H. Fromm, ESA/ESTEC, The Netherlands

Satellite On-Board Baseband Processing Techniques, Architectures and Technologies
PONTANO, B.; INUKAI, T. (COMSAT Laboratories, USA)

A Novel Multicarrier Demultiplexer for MF-TDMA Systems With Minimum Multiplication Rate
YIM, W.; COAKLEY, F. (University of Surrey, UK)

A Gate Array Design for an 8-Channel Tree Filter Bank Demultiplexer
QI, R.; COAKLEY, F. (University of Surrey, UK)

A Digital Chirp Generator for Space Applications
BORGARELLI, L.; CORTESENI, R.; DIONISIO, C. (Alenia Spazio S.p.a., Italy)

POSTER SESSION

Comparison of Cycle Slip Rates in NDA Feedforward and Feedback Carrier Synchronizer for MPSK
DE JONGHE, G.; MOENECLAY, M. (Rijksuniversiteit Gent, Belgium)

A Compact All-Digital Personal VSAT Based on Band-Limited Quasi-Synchronous CDMA
ABELLO, R. (Inisel Espacio, Spain)

A Single DSP Multi-Rate Voice Coder with Integrated Echo Canceller for Satellite Applications
SUDDLE, M.; KONDOZ, A.; EVANS, B. (University of Surrey, UK)

Overview of Arraying Techniques for Space Communications
MILEANT, A.; HINEDI, S. (Jet Propulsion Laboratory, USA)

VSAT Terminals Using BLQS-CDMA Access: Architecture Performances
EICHINGER, B.; KEMPF, F.; KREID, F. (Schrack Aerospace, Austria); ARCALENI, L.; FRANCHI, A.; ALTOBELLI, A.; SERAFINI, E. (Space Engineering, Italy)

COMINETTI, M.; MORELLO, A.; VISINTIN, M. (RAI Research Centre, Italy)