Scientific Basis for Nuclear Waste Management XVIII

Symposium held October 23–27, 1994, Kyoto, Japan

EDITORS:

Takashi Murakami
Ehime University
Department of Earth Sciences
Matsuyama, Ehime, Japan

Rodney C. Ewing
University of New Mexico
Department of Earth and Planetary Sciences
Albuquerque, New Mexico, U.S.A.
Contents

PREFACE xix

MATERIALS RESEARCH SOCIETY SYMPOSIUM PROCEEDINGS xxii

PART 1

OPENING SESSION

*THE ROLE AND OBJECTIVES OF THE PEACEFUL USE OF NUCLEAR ENERGY
Masayoshi Hayashi 3

*NUCLEAR WASTE REPOSITORIES IN CRYSTALLINE ROCK—AN OVERVIEW OF FLOW AND NUCLIDE TRANSPORT MECHANISMS
Ivars Neretnieks 7

SECTION I: GLASS

CORROSION BEHAVIOR OF A POWDERED SIMULATED NUCLEAR WASTE GLASS UNDER ANOXIC CONDITION

MODELING OF SOLUTION RENEWAL WITH THE KINDIS CODE: EXAMPLE OF R7T7 GLASS DISSOLUTION AT 90°C
T. Advocat, J.L. Crovisier, A. Clement, F. Gerard, and E. Vernaz 31

BEHAVIOR OF Np, Pu, Am, Tc UPON GLASS CORROSION IN A CONCENTRATED Mg(Ca)Cl₂ SOLUTION
Bernd Grambow, Andreas Loida, Lothar Kahl, and Werner Lutze 39

FORMATION AND DURABILITY OF HYDRATED LAYERS FOR SEVERAL OXIDE GLASSES
Junji Nishii, Tomoko Akai, Masaru Yamashita, Hiroshi Yamanaka, and Hajimu Wakabayashi 47

EXAMINATION AND TESTING OF AN ACTIVE GLASS SAMPLE PRODUCED BY COGEMA

STUDY OF MEDIA EFFECT ON GLASS SURFACE
Shanggeng Luo, Zhaoguang Wu, and Delu Liu 63

DURABILITY OF HIGH-LEVEL WASTE GLASS IN FLOWING GROUNDWATER UNDER GAMMA-IRRADIATION
Hiroshi Kamizono, Masa-aki Hashimoto, Yukito Tamura, Tamio Sagawa, and Sei-ichiro Matsumoto 71

*Invited Paper
THE INTERACTION OF Na-Al-P-GLASS (Cs, Sr-BEARING) WITH WATER AT ELEVATED TEMPERATURES (70-250°C)  
Alexander P. MukhametGaleyev, Larisa O. Magazina, Konstantin A. Levin, Nikolay D. Samotoin, Alexander V. Zotov, and Boris I. Omelianenko

CHARACTERIZATION OF HIGHLY WASTE LOADED GLASS FOR HLW  
Kazuhiro Kawamura and Jin Ohuchi

PREPARATION OF HYDRATED GLASS AS A MODEL OF LONG-TERM LEACHED NUCLEAR WASTE GLASS  
Hiroshi Yamanaka, Junji Nishii, Tomoko Akai, Masaru Yamashita, and Hajimu Wakabayashi

ALUMINOPHOSPHATE GLASSES WITH HIGH SULFATE CONTENT  
Sergey V. Stefanovsky, Igor A. Ivanov, and Anatolii N. Gulin

MODELING RELATIONS BETWEEN THE COMPOSITION AND PROPERTIES OF FRENCH LIGHT WATER REACTOR WASTE CONTAINMENT GLASS  
D. Ghaleb, J.L. Dussossoy, C. Fillet, F. Pacaud, and N. Jacquet-Francillon

SECTION II: REACTIVE TRANSPORT AND MICROBES

*PRINCIPLES AND PRACTICE OF REACTIVE TRANSPORT MODELING  
Peter C. Lichtner

SHARP FRONTS WITHIN GEOCHEMICAL TRANSPORT PROBLEMS  
Peter Grindrod

BEHAVIOUR OF IODINE-129 IN RICE PADDY FIELDS  
Shigeo Uchida and Yasuyuki Muramatsu

EXPERIMENTAL DETERMINATION OF CHLORITE DISSOLUTION RATES  
Christopher A. Rochelle, Keith Bateman, Robert MacGregor, Jonathan M. Pearce, David Savage, and Paul D. Wetton

FACILITATED TRANSPORT OF CHARGED COLLOIDS IN GEOLOGIC MEDIA  
Shinya Nagasaki, Satoru Tanaka, and Atsuyuki Suzuki

MICROBIAL CONSIDERATIONS AND STUDIES IN THE CANADIAN NUCLEAR FUEL WASTE MANAGEMENT PROGRAM  
S. Stroes-Gascoyne and J.M. West

EXPERIMENTAL INVESTIGATION ON THE ACTIVE RANGE OF SULFATE-REDUCING BACTERIA FOR GEOLOGICAL DISPOSAL  
S. Fukunaga, H. Yoshikawa, K. Fujiki, and H. Asano

THE MICROBIOLOGY OF THE MAQARIN SITE, JORDAN—A NATURAL ANALOGUE FOR CEMENTITIOUS RADIOACTIVE WASTE REPOSITORIES  
Julia M. West, Patricia Coombs, Susan J. Gardner, and Christopher A. Rochelle

FORMATION OF ACTINIDE(III)-HUMATE AND ITS INFLUENCE ON ADSORPTION ON KAOLINITE  
Yoshio Takahashi, Yoshitaka Minai, Takaumi Kimura, Yoshihiro Meguro, and Takeshi Tominaga

*Invited Paper
INTERACTIONS OF ACTINIDE ANALOGUES WITH NATURALLY-OCcurring ORGANIC MATTER
Barbara E. Stout and Cielito M. Deramos

EXPERIMENTAL VALIDATION OF A SPECIATION MODEL APPLIED TO ORGANIC-RICH GROUNDWATERS
M.B. Crawford, J.J.W. Higgo, and J. Davis

THE BIOGEOCHEMICAL TRANSPORT CODE DRINK: A MECHANISTIC DESCRIPTION
P. Humphreys, T. Johnstone, D. Trivedi, and A. Hoffmann

SECTION III: BUFFER MATERIALS

CLAY-BASED MATERIALS FOR ENGINEERED BARRIERS: A REVIEW
Alain Lajudie, Joël Raynal, Jean-Claude Petit, and Pierre Toulhoat

EFFECTS OF SMECTITE ILLITIZATION ON TRANSPORT OF ACTINIDES THROUGH ENGINEERED BARRIERS OF HLW REPOSITORIES
Joonhong Ahn, S. Nagasaki, S. Tanaka, and A. Suzuki

EFFECT OF CRYSTALLOGEOCHEMISTRY OF STARTING MATERIALS ON THE RATE OF SMECTITE TO ILLITE REACTION
Tsutomu Sato, Takashi Murakami, Hiroshi Isobe, and Toshihiko Ohnuki

METHOD OF DESIGNING BENTONITE/SAND MIXTURE TO ACHIEVE THE TARGET PERMEABILITY
Hitoshi Nakashima, Takashi Ishii, Tatsuro Nagasawa, Nobuhide Ogata, and Hideo Komine

COUPLED CHEMICAL AND DIFFUSION MODEL FOR COMPACTED BENTONITE
M. Olin, J. Lehikoinen, and A. Muurinen

PERMEABILITY VARIATION OF BENTONITE-SAND MIXTURE DUE TO SHEAR STRAIN
Ming Zhang, T. Esaki, and Y. Mitani

DIFFUSION BEHAVIOR FOR Se AND Zr IN SODIUM-BENTONITE
Haruo Sato, Mikazu Yui, and Hideki Yoshikawa

ESTIMATION OF EFFECTIVE DIFFUSIVITY IN COMPACTED BENTONITE
H. Kato, M. Muroi, N. Yamada, H. Ishida, and H. Sato

EXPERIMENTAL STUDY OF CATION DIFFUSIVITIES IN HOMOIONIZED MONTMORILLONITE BY ELECTRICAL CONDUCTANCE METHOD
Masahide Okamoto, Toshio Takase, and Kunio Higashi

DIFFUSION OF RADIONUCLIDES IN COMPACTED BENTONITE: RESULTS FROM COMBINED GLASS DISSOLUTION AND MIGRATION TESTS
Masaki Tsukamoto, T. Ohe, T. Fujita, R. Hesböl, and H-P. Hermansson

HYDRAULIC AND DIFFUSIVE PROPERTIES OF CLAY-BASED BACKFILL MATERIAL FOR A LOW- AND INTERMEDIATE-LEVEL WASTE REPOSITORY
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>MECHANICAL PROPERTIES OF BENTONITE-SAND MIXTURES UNDER TRIAXIAL STRESS CONDITION</td>
<td>307</td>
</tr>
<tr>
<td>M. Umedera, A. Fujiwara, N. Yasufuku, N. Hyodo, and H. Murata</td>
<td></td>
</tr>
<tr>
<td>PRELIMINARY TEST ON GAS MIGRATION THROUGH BENTONITE-SAND MIXTURE</td>
<td>313</td>
</tr>
<tr>
<td>T. Hokari, T. Ishii, T. Nagasawa, R. Tomita, and M. Nakajima</td>
<td></td>
</tr>
<tr>
<td>THERMODYNAMIC PROPERTIES OF WATER IN COMPACTED BENTONITE UNDER EXTERNAL PRESSURE-FREE CONDITIONS</td>
<td>321</td>
</tr>
<tr>
<td>Yuji Torikai, Seichi Sato, and Hiroshi Ohashi</td>
<td></td>
</tr>
<tr>
<td>CORROSION OF IRON AND MIGRATION OF CORROSION PRODUCTS IN COMPACTED BENTONITE</td>
<td>329</td>
</tr>
<tr>
<td>T. Kozaki, Y. Imamura, J. Takada, S. Sato, and H. Ohashi</td>
<td></td>
</tr>
<tr>
<td>EXPERIMENTAL STUDIES ON THE INTERACTION OF GROUNDWATER WITH BENTONITE</td>
<td>337</td>
</tr>
<tr>
<td>Y. Sasaki, M. Shibata, M. Yui, and H. Ishikawa</td>
<td></td>
</tr>
<tr>
<td>RADIATION RESISTANCE OF THE NATURAL MICROBIAL POPULATION IN BUFFER MATERIALS</td>
<td>345</td>
</tr>
<tr>
<td>SECTION IV: GROUNDWATER AND FLOW TRANSPORT PROCESSES</td>
<td></td>
</tr>
<tr>
<td>RADIONUCLIDE RETARDATION IN CRYSSTALLINE ROCK FRACTURES</td>
<td>355</td>
</tr>
<tr>
<td>P. Hölttä, M. Hakanen, M. Siitari-Kauppi, and A. Hautojärvi</td>
<td></td>
</tr>
<tr>
<td>SIMULTANEOUS TRANSPORT OF SYNTHETIC COLLOIDS AND A NONSORBING SOLUTE THROUGH SINGLE SATURATED NATURAL FRACTURES</td>
<td>363</td>
</tr>
<tr>
<td>Paul W. Reimus, B.A. Robinson, H.E. Nuttall, and R. Kale</td>
<td></td>
</tr>
<tr>
<td>NUMERICAL SIMULATION OF SOLUTE TRANSPORT INSTANTANEOUSLY INJECTED IN A SINGLE ROCK FRACTURE SYSTEM: INCLUSION OF A NONLINEAR SORPTION TERM</td>
<td>371</td>
</tr>
<tr>
<td>Yoko Fujikawa and M. Fukui</td>
<td></td>
</tr>
<tr>
<td>HYDROLOGIC IMAGING OF FRACTURED ROCK</td>
<td>379</td>
</tr>
<tr>
<td>Kenzi Karasaki, Andrew Cohen, Paul Cook, Barry Freifeld, Ken Grossenbacher, John Peterson, and Don Vasco</td>
<td></td>
</tr>
<tr>
<td>DISCRETE FRACTURE NETWORK MODELLING OF TRACER MIGRATION EXPERIMENTS AT THE KAMAISHI MINE</td>
<td>387</td>
</tr>
<tr>
<td>Masahiro Uchida and Atsushi Sawada</td>
<td></td>
</tr>
<tr>
<td>A CHANNEL-NETWORK-MODEL FOR RADIONUCLIDE TRANSPORT IN FRACTURED ROCK-TESTING AGAINST FIELD DATA</td>
<td>395</td>
</tr>
<tr>
<td>Björn Gylling, Luis Moreno, and Ivars Neretnieks</td>
<td></td>
</tr>
<tr>
<td>THE IMPORTANCE OF THERMAL LOADING CONDITIONS TO WASTE PACKAGE PERFORMANCE AT YUCCA MOUNTAIN</td>
<td>403</td>
</tr>
<tr>
<td>Thomas A. Buscheck and John J. Nitao</td>
<td></td>
</tr>
</tbody>
</table>
A LARGE BLOCK HEATER TEST FOR HIGH LEVEL NUCLEAR WASTE MANAGEMENT

CONTRIBUTIONS OF THERMODYNAMIC AND MASS TRANSPORT MODELING TO EVALUATION OF GROUNDWATER FLOW AND GROUNDWATER TRAVEL TIME AT YUCCA MOUNTAIN, NEVADA
William M. Murphy

THE NAGRA/PNC GRIMSEL TEST SITE RADIONUCLIDE MIGRATION EXPERIMENT: RIGOROUS FIELD TESTING OF TRANSPORT MODELS
H. Umeki, K. Hatanaka, W.R. Alexander, I.G. McKinley, and U. Frick

DIFFUSION MEASUREMENTS ON CRystalline ROCK MATRIX
Kari Hartikainen, A. Hautojärvi, H. Pietarila, and J. Timonen

U SERIES CONCENTRATION DISTRIBUTIONS AROUND ROCK FRACTURES—QUALITATIVE INDICATION OF MATRIX DIFFUSION
Juhani Suksi, Leena Saarinen, Timo Ruskeeniemi, Kari Rasilainen, and Marja Siitari-Kauppi

A DYNAMICAL NETWORK MODEL FOR PERCOLATION PROBLEMS IN PERFORMANCE ASSESSMENT OF RADIOACTIVE WASTE MANAGEMENT
Hiroyasu Takase, M. Inagaki, M.D. Impey, and P. Grindrod

CONDITIONING STOCHASTIC GROUNDWATER FLOW MODELS ON HEAD DATA
K. Andrew Cliffe and C. Peter Jackson

GROUNDWATER FLUX, TRAVEL TIME, AND RADIONUCLIDE TRANSPORT
Dwayne A. Chesnut

FLOW-DIVERSION BARRIERS FOR HLW AND LLW DISPOSAL UNDER PARTIALLY SATURATED CONDITIONS
M.J. Apted, P.F. Salter, and J.L. Conca

GEOgas IN CRystalline BEDROCK AND ITS POTENTIAL SIGNIFICANCE FOR DISPOSAL OF NUCLEAR WASTE
Rolf Sjöblom, Hans-Peter Hermansson, and Gustav Åkerblom

NUMERICAL RELATIONSHIP BETWEEN SURFACE DEFORMATION AND A CHANGE OF GROUNDWATER TABLE BEFORE AND AFTER AN EARTHQUAKE
Yoshihiko Akao

SECTION V: PERFORMANCE ASSESSMENT/SAFETY ASSESSMENT

DEVISING SCENARIOS FOR FUTURE REPOSITORY EVOLUTION: A RIGOROUS METHODOLOGY
Neil A. Chapman, Johan Andersson, Peter Robinson, Kristina Skagius, Clas-Otto Wene, Marie Wiborgh, and Stig Wingefors
COMPARISON OF THE CONCEPTS AND ASSUMPTIONS IN FIVE RECENT HLW/SPENT FUEL PERFORMANCE ASSESSMENTS
F.B. Neall, P. Baertschi, I.G. McKinley, P.A. Smith, T. Sumerling, and H. Umeki

503

RADIONUCLIDE RELEASE FROM THE KBS-3 REPOSITORY—SENSITIVITY TO THE VARIABILITY OF MATERIALS AND OTHER PROPERTIES
L. Romero, Á. Andersson, L. Moreno, and I. Neretnieks

511

NON-CONSERVATIVE ASSUMPTIONS IN THE 1992 PERFORMANCE ASSESSMENT FOR THE WASTE ISOLATION PILOT PLANT
R.H. Neill and W.W.-L. Lee

519

COMMON ASPECTS OF THE PNC AND NAGRA ASSESSMENTS OF DEEP REPOSITORIES FOR VITRIFIED HLW
P.A. Smith, H. Umeki, F. Neall, and I.G. McKinley

527

NEAR-FIELD TRANSPORT OF $^{129}$I FROM A POINT SOURCE IN AN IN-ROOM DISPOSAL VAULT
Miroslav Kolář, Dennis M. Leneveu, and Lawrence H. Johnson

535

A NEW APPROACH TO THE SELECTION OF MATERIALS FOR ENGINEERED BARRIERS AND APPROPRIATE HOST ROCKS FOR HIGH LEVEL WASTE DISPOSAL
B.I. Omelianenko, B.S. Nikonov, B.I. Ryzhov, N.D. Shikina, and S.V. Yudintsev

543

AREST-CT: A NEW CHEMICAL TRANSPORT CODE FOR WASTE DISPOSAL SYSTEM PERFORMANCE ANALYSIS

551

PERFORMANCE ASSESSMENT OF A REPOSITORY FOR INTERMEDIATE-LEVEL RADIOACTIVE WASTE USING THE PROBABILISTIC SYSTEM ASSESSMENT PROGRAM MASCOT
J.E. Sinclair and P.J. Agg

559

GAS GENERATION AND MIGRATION FROM RADIOACTIVE WASTE REPOSITORIES

567

SECTION VI: SPENT FUEL DURABILITY

577

PROCESSES CONTROLLING RADIONUCLIDE RELEASE FROM SPENT FUEL
A. Loida, B. Grambow, H. Geckeis, and P. Dressler

585

STUDY OF THE LEACHING BEHAVIOUR OF SINTERED UO$_2$ IN GROUNDWATER USING NUCLEAR MICROPROBE TECHNIQUES
Patrick Trocellier, Jean Paul Gallien, Christelle Cachoir, and Pierre Toulihoat

CORROSION BEHAVIOR OF SPENT MTR FUEL ELEMENTS IN A DROWNED SALT MINE REPOSITORY
Bert-G. Brodda and J. Fachinger

593

URANIUM (IV) DIOXIDE AND SIMFUEL AS CHEMICAL ANALOGUES OF NUCLEAR SPENT FUEL MATRIX DISSOLUTION. A COMPARISON OF DISSOLUTION RESULTS IN A STANDARD NaCl/NaHCO$_3$ SOLUTION
Jordi Bruno, I. Casas, E. Cera, J. de Pablo, J. Giménez, and M.E. Torrero

601
SIMULATION OF THE STATE OF CARBON STEEL n YEARS AFTER DISPOSAL WITH n YEARS OF CORROSION PRODUCT ON ITS SURFACE IN A BENTONITE ENVIRONMENT
Yoichi Kojima, Toshinobu Hioki, and Shigeo Tsujikawa

AN EVALUATION OF HYDROGEN EVOLUTION FROM CORROSION OF CARBON STEEL IN LOW/INTERMEDIATE LEVEL WASTE REPOSITORIES
Fumio Matsuda, Ryutaro Wada, Kazuo Fujiwara, and Ai Fujiwara

CREVICE CORROSION—NaCl CONCENTRATION MAP FOR ALLOY 625 AT ELEVATED TEMPERATURE
Toshiaki Amano, Yoichi Kojima, and Shigeo Tsujikawa

CATHODIC PROTECTION FOR NUCLEAR WASTE PACKAGING UNDER GAMMA RAY IRRADIATION BY USING TiO₂ COATING COMBINED WITH GLASS SCINTILLATORS
Ryutaro Fujisawa and Shigeo Tsujikawa

CANISTER FILLING MATERIALS—DESIGN REQUIREMENTS AND EVALUATION OF CANDIDATE MATERIALS
V.M. Oversby and L.O. Werme

AUTHOR INDEX

SUBJECT INDEX

PART 2

SECTION VIII: CERAMIC WASTE FORMS

ZIRCONOLITE-RICH CERAMICS FOR ACTINIDE WASTES
Eric R. Vance, B.D. Begg, R.A. Day, and C.J. Ball

SYNROC FOR IMMOBILISING EXCESS WEAPONS PLUTONIUM
A. Jostsons, E.R. Vance, D.J. Mercer, and V.M. Oversby

EXAFS STUDY OF (La₁₋ₓCeₓ)₂Zr₂O₇
Hiroto Yokoi, Tsuneo Matsui, Hideo Ohno, and Katsumi Kobayashi

HYDROTHERMAL SYNTHESIS OF HYDROXYAPATITE AND POLLUCITE FROM CALCIUM PHOSPHATE
Masaaki Kaneko, Yuichi Shoji, Hiroyuki Matsuura, and Nakamichi Yamasaki

THORIUM AND URANIUM PHOSPHATE SYNTHESES AND LIXIVIATION TESTS FOR THEIR USE AS HOSTS FOR RADWASTES
Michel Genet, N. Dacheux, C. Merigou, and V. Brandel

CRICTONITE STRUCTURE TYPE (AM₂O₄₋ₓOₓ AND AₓMₓO₉ₓ) AS A HOST PHASE IN CRYSTALLINE WASTE FORM CERAMICS
W.L. Gong, R.C. Ewing, L.M. Wang, and H.S. Xie

FUNDAMENTAL STUDY ON THE SOLIDIFICATION OF RADIONUCLIDES WITH HYDROUS TiIV OXIDE MODIFIED WITH EITHER Si OR Zr
Hiromichi Yamazaki and Yasushi Inoue