SEVENTH INTERNATIONAL SYMPOSIUM ON APPLICATIONS OF LASER TECHNIQUES TO FLUID MECHANICS

VOLUME I

July 11th to 14th 1994
Lisbon, Portugal
LIST OF CONTENTS

VOLUME I (SESSION 1-20)

Session 1. PLENARY SESSION
1.1• A Phase Screen Approach to Non-Particle Laser Anemometry, L. Lading, S. Hanson and R.V. Edwards
1.2• Gaussian Beam Errors in Phase Doppler Anemometry and Their Elimination, G. Gouesbet and G. Grehan
1.3• Characteristics of Counter-Gradient Heat Transfer in a Non-Premixed Swirling Flame, Y. Hardalupas, M. Tagawa and A.M.K.P. Taylor
1.4• A High-Speed Processing System for Holographic Particle Image Velocimetry, C.D. Meinhart, D.H. Barnhart and R.J. Adrian

Session 2. COMBUSTION I
2.1• Flame Front Characteristic Measurements in Turbulent Premixed Combustors, D. Veynante, J.M. Duclos, J. Piana and X. Montazel
2.2• LDV Measurements of Turbulent Length Scales in a Combusting Flow with Two-Point Correlations, D. Trimis, A. Melling and F. Durst
2.3• Flame Structure Characterization Based on Rayleigh Thermometry and Two-Point Laser-Doppler Measurements, D. Duarte, P. Ferrão and M.V. Heitor
2.4• Simultaneous Velocity and Temperature Measurements in Turbulent Flames Obtained by Coupling LDV and Numerically Compensated Fine-Wire Thermocouple Signals, F. Neveu, F. Corbin, M. Perrin and M. Trinite
2.5• Simultaneous Measurements of Temperature and OH Concentration Fields in Turbulent Combustion Using One Single Laser Source, S. Kampmann and A. Leipertz
2.6• Application of CARS on Temperature Measurements in a Turbulent Premixed Reactive Flow, Y. Kawaguchi and K. Kontani

Session 3. ROTATING MACHINES I
3.1• Considerations Involving the Application of the Laser Doppler Velocimetry Technique to Measurements within a Radial Inflow Turbocharger, M.J. O'Rourke and D.W. Artt
3.2• Laser Doppler Velocimeter Measurements in a Centrifugal Ventricular Assist Device, M. Pinotti, N. Paone, and E.P. Tomasini
3.3• Application of a Multi-Angle Laser-2-Focus Velocimeter to Unsteady Flow Measurements in a Centrifugal Compressor, A. Sugiyama, S. Obi, M. Maeda and I. Ariga
3.4• The Study of Internal Recirculation in Rotodynamic Pumps, K. Weiss and B. Stoffel
3.5• Secondary Flow Measurements in a Mixed Flow Pump Using Laser Velocimetry, K. Brun, R.D. Flack and S.B. Ainley
3.6* Data Reduction Procedures For Laser Velocimeter Measurements in Turbomachinery Rotors, J. Lepicovsky

Session 4. WALL FLOWS
4.1* Low Reynolds-Number Effects in a Turbulent Boundary Layer, C.Y. Ching, L. Djenidi and R.A. Antonia
4.2* Measurements of the Structure of a 3-D Turbulent Boundary Layer Using a 5-Velocity-Component Laser Velocimeter, M.S. Ölgmen and R.L. Simpson
4.3* Study of Turbulent Channel Flow at Moderate Reynolds Numbers with Particle Image Velocimetry and Proper Orthogonal Decomposition, Z.C. Liu, R.J. Adrian and T.J. Hanratty
4.4* LDA Velocity Profile Measurements of a Non-Newtonian Slurry with Various Yield Stresses in Turbulent Pipe Flow, J.T. Park, T.A. Grimley and R.J. Mannheimer
4.5* Turbulent Pipe Flow Characteristics of Lw Molecular With Shear-Thinning Fluids, A.S. Pereira and F.T. Pinho
4.6* Annular Flow of Shear-Thinning Fluids with Centrebody Rotation, M.P. Escudier and I.W. Gouldson

Session 5. MANUFACTURERS' TECHNICAL PRESENTATION

Session 6. COMBUSTION II
6.4* Optical Registration of Combustion to Detonation Transition in Gas Flow, N. Smirnov and M. Tyurnikov

Session 7. JETS AND CROSS FLOWS
7.1* Fine Scale Velocity Measurements in a Turbulent Jet in a Confined Crossflow, G. Catalano, J. Mathis and K. Chang,
7.2* An Inclined Turbulent Jet into a Cross-Flow of Lower Density, F. Peña and T. Arts
7.3* Non-Circular Turbulent Jets in a Cross Flow, V. Sivadas, B. Pani and K. Bütefisch
7.4* Flow in a Duct and Through a Hole in a One Wall, L. Martins and J.H. Whitelaw
7.5* Turbulent Flows in 2-D and 3-D Simulated SDR Combustors, T. Liou, Y. Wu and H. Lee
Session 8. DATA PROCESSING I

8.1 «Quantization of Doppler Signals: how many bits are needed?, K. Andersen and A. Host-Madsen

8.2 «Running Fourier Transform and Multilinear Time Frequency Representation in the Analysis of a Doppler Signal, S. Camporeale and A. Cenedese


8.4 «Cross Spectral Analysis Using Laser Doppler Anemometry, J. Fitzpatrick and C. McDonnell

Session 9. COMBUSTION III


9.4 «Flux Measurement of O2, CO2 and NO in Oil Furnace, Y. Ikeda, N. Kawahara and T. Nakajima

9.5 «Comparison of CARS Measurements, Modelling Predictions and Suction Probe Temperature Data on a 6 MWt Reburning Boiler, A. Ferrante, M. Gaudio, M. Martano, A. Perrini, A. Soranno and R. Sorrenti

Session 10. ROTATING MACHINES II

10.1 «Development of an Advanced LDA Technique for the Determination of Boundary Layer Profiles on a Rotor, C. Swales, M. Lowson, and R. Barrett


10.3 «LDA Measurements around Hovering Rotor Blades and Correlation with Local and Overall Airloads, E. Berton, D. Favier, C. Maresca and M. Nsi Mba


10.5 «Measurements of the Flow Around Wind Turbine Rotors by Particle Image Velocimetry, I. Grant, G. Smith, D. Infield, X. Wang, Y. Zhao, S. Fu and E. Owens

Session 11. DATA PROCESSING II

11.1 «A New Method for Estimation of Turbulence Spectra for Laser Doppler Anemometry, A. Host-Madsen
11.2. The Limitations in High Frequency Turbulence Spectrum Estimation Using The Laser Doppler Anemometer, A. Host-Madsen, C. Caspersen

11.3. Assessment of 3-D Spectral Bias in LDV, D. Lee and H. Sung


Session 12. COMBUSTION IV

12.1. Laminar Spray Flame Oscillation, Y. Levy and B. Golovanesky

12.2. Phase Doppler Velocimetry Measurements in Counterflow Spray Flame, F. Lacas and P. Versaevel


12.4. Structure of Spark-Ignited Spherical Flames Propagating in a Droplet Cloud, F. Akamatsu, K. Nakabe, M. Katsuki, Y. Mizutani and T. Tabata

12.5. Combination of Deflection, Scattering/Extinction and Diffraction Measurements for the Analysis of Soot Particle Temperature, Size and Shape, B. Mandel and B. I. Neichen


Session 13. SEPARATED FLOWS


13.2. An Experimental Study of the Flow Upstream of a Circular Cylinder, H. Nigim and C. Tropea


13.4. Turbulent Shear Flow Over the Repeated Two-Dimensional Square Ribs on Ground Plane, S. Okamoto, K. Tsunoda, T. Katsumata, D. Suzuki and N. Abe


13.6. LDA Measurements in the Near-Wall Region of an Axisymmetric Sudden Expansion, I. Lekakis, F. Durst and J. Sender

Session 14. OPTICS I


14.2. Brillouin Frequency Shift LDA, H. Többen, H. Müller and D. Dopheide

14.3. Investigation of the Adaptive Laser Doppler Anemometer, B. Rinkevichius

vii
14.4• LDV-System with Frequency Shift Using Two Modes of a Nd:YAG Micro Crystal Laser, R. Kramer, H. Müller, D. Dopheide, J. Czarske and N.P. Schmitt
14.6• Fibre-Optic Bundle Beam Delivery System for High Pulse Energy Laser PIV Illumination, D. Anderson, J. Jones, W. Easson and C. Greated

Session 15. COMBUSTION V

15.1• Instantaneous Velocity Measurements in Premixed Flames Using on-Line PIV, M. Mungal, L. Lourenço and A. Krothapalli
15.2• Simultaneous 2D Measurements of Flame Front Propagation by High Speed Tomography and Velocity Field by Cross-Correlation PIV, B. Lecordier, M. Mouqallid and M. Trinité
15.3• Velocity Measurements in Turbulent Premixed Flames by LDV and PIV, N. Paone
15.4• Flame Front Visualization By OH LIF and C2 Emission in Axisymmetric Laminar Methane-Air Premixed Flames, J., K. Mokaddem, M. Perrin, J. Rolon and H. Levinsky

Session 16. VORTICES & BREAKDOWN

16.1• Taylor Vortices in Shear-Thinning Liquids, M. Escudier, I. Gouldson and D. Jones
16.2• LDA Measurements of Confined Vortex Breakdown Generated by a Rotating Cone, D. Durão, J. Pereira, J. Sousa and T. Pereira
16.3• LDV Measurements on the Laminar-Turbulent Transition in Spherical Couette Flow, C. Egbers, W. Beyera, A. Meijering and H. Rath
16.4• LDA and LIF Experiments on a Quasi-Periodic and Complex Flow in a Cyclone, M. Fokke, T. Liem, J. Derksen and H. den Akker

Session 17. OPTICS II

17.1• Scanning Laser Doppler Probe for Profile Measurements, V. Strunck, G. Grosche and D. Dopheide
17.2• Simultaneous Multi-point Laser Velocimetry Using Holographic Optical Element Lens, Medhat Azzazy
17.3• The Effect of Laser Beam Orientation on the Accuracy of 3D LDA Measurements within an Annular Test Facility, J. Carrotte and K. Britchford
17.4• A General Procedure for Calculating and Correcting the Displacement of Laser Beams Passing Through Plane and Cylindrical Windows Using a Three Component Laser-
Doppler Anemometer For Turbomachinery Applications, A. Doukelis, M. Founti, K. Mathioudakis and K. Papailiou

Session 18. TWO PHASE FLOW INSTRUMENTATION I

18.1 Experimental Investigations on the Effect of Trajectory Dependent Scattering on Phase Doppler Particle Sizing With a Standard Instrument, M. Willmann, R. Kneer, L. Eigenmann, R. Koch, S. Wittig and E. Hirleman

18.2 Measurement of Bubbles by Phase Doppler Technique and Trajectory Ambiguity, G. Gréhan, F. Onofri, T. Girasole, G. Gouesbet, F. Durst and C. Tropea

18.3 Dual-Mode Phase Doppler Anemometry, C. Tropea, T. Xu, G. Gréhan, F. Onofri, and P. Haugen

18.4 Correction of Particle Size Distributions from PDA-Measurements for Continuous Distributions Less than 10 um, S. Schabel, A. Doieu, and F. Ebert

18.5 A Contribution to the Study of PDA Sensitivity of the Phase-Diameter Relationship to the System Parameters, J Garcia, J. Lagranja, and L. Aisa

Session 19. SWIRLING FLOWS

19.1 Route to Chaos for a Swirling Flow in an Open Cylindrical Container With a Rotating Bottom, H. Sheen, D. Young and T. Hwu

19.2 Confined Mixing Between a Compressible Central Jet and a Swirling Co-Flowing Outer Stream, S. Favaloro and F. Brizuela

19.3 Experimental Studies of Confined Turbulent Swirling Flows, M. Wessman, J. Klingmann and B. Norén

19.4 Axial and Tangential Velocity Components at the Exhaust End of a Highly Complex Cyclonic Flow, P. Yazdabadi, A. Griffiths and N. Syred

Session 20. SCALAR MEASUREMENT I

20.1 Pure Rotational CARS Method for Temperature of Gas Mixture, Y. Hara, T. Fujimoto, T. Ni-Imi and S. Ito

20.2 Comparision of the LIF and DFWM Techniques for the Detection and Imaging of Nitrogen Dioxide, B. Mann and F. White

20.3 Multi Directional Laser Absorption Technique for Simultaneous Determination of Temperature and Concentration within a Shocked Gaseous Interface, G. Jourdan, A. Touat, I. Chemouni and L. Houas


20.5 Flow Density Visualization Enhancement to the Warwick Solid State 3D PIV System, M. Funes-Gallanzi and P.J. Bryanston-Cross