Geotextiles, Geomembranes and Related Products

Editor
G. DEN HOEDT
AKZO Industrial Systems bv, Arnhem

VOLUME 3
Opening ceremony / Late papers / Discussions / Closing session
## Table of contents

### Opening ceremony

Introduction by the Secretary General  
*G.den Hoedt*  
887

Welcome by the Chairman of the Conference  
*K.van Harten*  
889

Opening of the Conference by the Director of Water-Management, Ministry of Transport and Public Works  
*J.R.Hoogland*  
891

The IGS and the geopolymer discipline  
*J.P.Giroud*  
893

Geotextiles in geomechanics  
*A.Verruijt*  
897

Presentation of the IGS Awards  
*Ch.Schaerer*  
901

Important announcements  
*G.den Hoedt*  
907

### Keynote lectures

Introduction  
*J.P.Giroud*  
911

Strength and deformation in reinforced soil design  
*R.A.Jewell*  
913

Introduction  
*K.A.G.Mouw*  
947

Soil particles, water ... and fibres – A fruitful interaction now controlled  
*Jean Pierre Gourc & Yves-Henri Faure*  
949

Introduction  
*E.H.de Leeuw*  
973

Preservation of the environment via geosynthetic containment systems  
*R.M.Koerner*  
975

1. **Steep slopes and walls**

Sessions  
990

Full-scale test on a geotextile reinforced retaining structure  
*B.R.Thamm, B.Krieger & J.Krieger*  
991

Upstream dam construction: An instrumented test fill evaluation  
*Stephan M.Gale*  
993

Reinforcement with continuous thread: Technical developments and design methods  
*M.Khay, J.P.Gigan & M.Ledelliou*  
995
Stability of retaining walls reinforced by continuous fibers during earthquakes
Masami Fukuoka, Shigeru Tani, Tsuneo Yamashita, Shun-ichi Ihara, Hideo Ishizaki & Yoichi Takano

Inclusion of reinforcement forces in stability analysis
J.R. Greenwood

Lime stabilized cohesive soil as a fill for geotextile reinforced retaining structures
E. Güler

Steep reinforced embankment using geogrid – Laboratory pull-out test of geogrid and its finite element analysis
Toshiaki Katagiri, Hiromi Haneda, Mamoru Moriyama, Tanahide Tsuruoka, Sumio Toriumi, Kyozo Takaoka & Tetsuo Yahaba

Experimental study on prototype polymer grid reinforced retaining wall

Design, construction and performance of reinforced soil walls
R.T. Murray, K.Z. Andrawes & A. McGown

Reinforced soil retaining structures, Norwegian experiences
Å. F. Knutson

2. Embankments on soft soil

Sessions
Implications of adopting an allowable geosynthetic strain in estimating stability
R.K. Rowe & B.L.J. Mylleville

Parametric studies of the behaviour of a reinforced embankment
C.C. Hird & C.M. Kwok

Subaqueous use of high-strength geotextiles
S.A. Fritzinger

Fabric reinforced containment dike, New Bedford superfund site
P. Schimelfenyg, J. Fowler & D. Leshchinsky

Geotextile reinforced piled embankments
C.J.F.P. Jones, C.R. Lawson & D.J. Ayres

Failure of an experimental embankment on soft soil reinforced with geotextile: Guiche
Ph. Delmas, D. Queyroi, M. Quaresma, De Saint Amand & A. Puech

3. Roads and railroads

Sessions
Design of reinforced unpaved roads for small rut depths
Guy T. Houlsby & Richard A. Jewell

Design of geotextile reinforced paved roads and parking areas
J.B. Sellmeijer

Dynamic loading of geotextile/soil-systems
R. Floss, H. Laier & G. Bräu

Clogging of geotextiles under pumping loads
J. Lafleur, J. Mlynarek & A.L. Rollin

Abrasion of geotextiles in railway track applications
M.R. Hausmann, S.E. Pitsis & G.J. Ring

Test results on exhumed railway track geotextiles
Gerald P. Raymond & Richard J. Bathurst

Geotextile reinforced sprayed seal roads in rural Australia
M. Sutherland & P. Phillips
Paving grade fabrics in spray seals
M.A. Sadlier, I. Gibb & P. Finlay

Filtering action of non-woven geotextiles under dynamic loading
J. McMorrow

4. Filtration and drainage

Sessions

Field study on long term geotextile filter performance
J. Mlynarek, J. Lafleur & J. B. Lewandowski

A new approach to geotextile selection
K. R. Legge

Laboratory measurement of geotextile filtration characteristics
N. D. Williams & S. M. Luettich

Long term filtration behavior of nonwoven geotextiles
S. Qureshi, R. M. Kogler & S. K. Bhatia

Discussion session filtration

Research into the functional hydraulic properties of geotextiles
W. Dierickx

Filter criteria based on pore size distribution
R. D. Holtz

Filtration opening size of geotextiles: The parameters influencing the pore size determination
A. L. Rollin

Geotextile filter performance with fine grained soils
C. R. Lawson

Discussion filtration

Geosynthetic drains against liquefaction
Y. Watari & T. Fujiwara

Composite geotextiles in draining trenches for stabilization of landslides
A. Olcese, C. Vescovo & P. Fantini

Effect of vertical drain barrier on road behaviour in freeze-thaw periods
H. Perrier, A. Dupas, J. Perfetti & P. Thevenet

Erratum

Discharge index tests on vertical drains
J. P. Oostveen & G. H. Troost

5. Erosion control

Session

A design approach for preformed erosion control systems
T. S. Ingold & J. C. Thomson

Erosion control by hydrodynamically sandtight geotextiles
M. Klein Breteler & H. J. Verhey

Turf reinforcement for soft armor erosion protection
R. G. Carroll Jr & Marc S. Theisen

Comparative study of geosynthetics for erosion control
A. Cancelli, R. Monti & P. Rimoldi

6. Canals, reservoirs and dams

Sessions

Engineering geosynthetics in design and construction of Jibiya dam
P. Sembenelli
7. Waste disposal

Session

Evaluation of flow from landfill leakage detection layers
B.A. Gross, R. Bonaparte & J. P. Giroud

Geosynthetics for safe waste disposal
S. E. Hoekstra & H. C. Berkhout

Geosynthetic landfill cap: Laboratory and field tests, design and construction
J. P. Giroud, R. H. Swan Jr, P. J. Richer & P. R. Spooner

Long term filter function of nonwoven geotextiles in landfills
J. Kisskalt & E. Gartung

Water-table pollution control by bituminous geomembranes
C. Bienaimé & R. Herment

8. Geomembrane properties and testing

Session

Perforations in P. F. M. liners and the effectiveness of sealings
H. Steffen

Tests of geomembranes water permeability
Y. H. Faure, P. Pierson, O. Artières & F. Goussé

Understanding and preventing 'shattering' failures of polyethylene geomembranes
Ian D. Peggs, Daniel S. Carlson & Sasha J. Peggs

On-site liner-waste compatibility test
H. E. Haxo Jr

Durability of PVC geomembranes and resistance to mechanical puncturing
D. Fayoux

9. Mechanical damage

Discussion session mechanical damage

The installation survivability of geotextiles and geogrids
George R. Koerner & Robert M. Koerner

Site damage trials on geotextiles
G. R. A. Watts & K. C. Brady

Influence of weaving structure and coating on the degree of mechanical damage of reinforcing mats and woven geogrids, caused by different fills, during installation
G. H. Troost & N. A. Ploeg

Summary and evaluation of construction related damage to geotextiles in reinforcing applications
John N. Paulson
10. Creep and durability

Sessions

The creep of geotextiles
J.H.Greenwood

Designing soil reinforcement with woven geotextiles – The effect of mechanical damage and chemical ageing on the long-term performance of polyester fibres and fabrics
D.J.Vieze, W.Voskamp, G.den Hoedt, G.H.Troost & H.M.Schmidt

Creep of geotextiles at different temperatures
J.Müller-Rochholz & Reinhard Kirschner

Variation of long term design strength of geosynthetics in temperatures up to 40°C
D.I.Bush

Discussion session durability

Durability of geotextiles: Pragmatic approach used in France
B.Leclercq, M.Schaeffner, J.C.Blivet, Ph.Delmas & Y.Matichard

Recent advances in chemical compatibility evaluation of geosynthetic materials
P.E.Cassidy, M.Mores, D.J.Kerwick & D.Koeck

Hydrolysis of HT polyester yarns in water at moderate temperatures
P.Risseeuw & H.M.Schmidt

Evaluation of the life expectancy of polypropylene geotextiles used in bottom protection structures around the Oosterschelde storm surge barrier: A case study
J.D.M.Wisse, C.J.M.Broos & W.H.Boels

Conclusions of an extensive BRITE-research programme on ageing
Lieva van Langenhove

Physicochemical changes in laboratory-aged orientated polypropylene tapes – The effects of stress and humidity
A.Richard Horrocks & Jennifer A.D’Souza

Discussion durability

11. Miscellaneous tests

Session

Pullout evaluation of geosynthetics in cohesive soils
B.R.Christopher & R.R.Berg

Direct shear and pullout frictional resistance at the geotextile-mud interface
K.Garbulewski

Large scale pull-out tests on geotextiles and geogrids
E.M.Palmeira & G.W.E.Milligan

Observations of photo-elastic pullout tests on geotextiles and geogrids

12. Special products and applications

Session

Ground vibration isolation using gas cushions
F.De Cock & C.Legrand
Contribution of geosynthetics to the damping characteristics of sport grounds
J.M.Rigo, J.Wiertz, G.Hunebelle, P.Goblet & M.Gillard

Potential for use of natural fibres in geotextile engineering
J.N.Mandal & M.V.R.Murti

Closing session
Introduction
G.den Hoedt

General report on soil reinforcement
W.Voskamp

General report on water control
T.S.Ingold

General report on waste disposal
J.P.Giroud

The IGS in the nineties
R.Kerry Rowe

Geotextiles, geomembranes and related products – Stage set for 5th International Conference in Singapore
S.D.Ramaswamy

Closing of the conference
K.A.G.Mouw

Technical excursions
The stormsurgebarrier in the Eastern Scheldt – A giant based on geotextiles
B.W.de Waal Malefijt & K.A.Delfsma

Sludge disposals in the Europoort area, Rotterdam
R.van Zetten

Design and construction of the C2-landfill Maasvlakte Rotterdam
H.L.Sijberden

Technical exhibition
List of conference participants
Author index