Concrete in Marine Environment

Proceedings
Third CANMET/ACI International Conference
St. Andrews by-the-Sea, Canada
1996

SP-163
V. M. Malhotra
Editor

Front cover: Northumberland Strait crossing bridge under construction between Prince Edward Island and New Brunswick, Canada in 1996.
Photo courtesy of Alain and Marlene Baily
CONTENTS

PREFACE ................................................................. iii

PERFORMANCE OF CONCRETE AT TREAT ISLAND, U.S.A.: CANMET INVESTIGATIONS
by V. Mohan Malhotra and Theodore W. Bremner ................................. 1

FIRE RESISTANCE OF HIGH-STRENGTH CONCRETES FOR OFFSHORE CONCRETE
PLATFORMS
by George C. Hoff .................................................. 53

CORROSION OF STEEL IN MARINE CONCRETE: LONG-TERM HALF-CELL POTENTIAL AND
RESISTIVITY DATA
by Daksh Baweja, Harold Roper, and Vute Sirivivatnanon ..................... 89

DEVELOPMENT OF APPARATUS FOR TESTING THE WASHOUT RESISTANCE OF
UNDERWATER CONCRETE MIXTURES
by Michal Ceza and Peter J. M. Bartos .................................. 111

CORROSION OF REINFORCING STEEL IN CONCRETE STRUCTURES SUBMERGED IN
SEAWATER
by L. Coppola, R. Fratesi, S. Monosi, P. Zaffaroni, and M. Collepardi .... 127

CONCRETE SHIPS—LESSONS LEARNED
by Theodore W. Bremner, Thomas A. Holm, and Dudley R. Morgan ...... 151

LONG-TERM DURABILITY OF CONCRETE BREAKWATERS IN COLD MARINE
ENVIRONMENT
by T. Horiguchi, N. Saeki, and H. Kudoh .................................. 171

THE EFFECT OF CRACKS ON REINFORCEMENT CORROSION IN HIGH-PERFORMANCE
CONCRETE IN A MARINE ENVIRONMENT
by Karin Pettersson, Oddny Jørgensen, and Per Fidjestøl ............... 185

MARINE EXPOSURE OF CONCRETE UNDER SELECTED SOUTH AFRICAN CONDITIONS
by James R. Mackechnie and Mark G. Alexander ............................ 201
A NEW CLASS OF CORROSION INHIBITORS FOR REINFORCED CONCRETE
by U. Maeder .......................................................... 215

FIELD STUDIES OF CHLORIDE TRANSPORT INTO HIGH-PERFORMANCE CONCRETE
by Paul Sandberg, Karin Pettersson, and Oddny Jørgensen ..................... 233

BEHAVIOR AND PROTECTION OF HYDROGEN EMBRITTLEMENT ON TENDONS OF PC MEMBERS
by K. Ikawa, K. Ishii, T. Fukute, and H. Seki .................................. 255

PERFORMANCE CHARACTERISTICS OF AN ACRYLIC RUBBER PROTECTIVE COATING SYSTEM FOR CONCRETE DURABILITY IN A MARINE ENVIRONMENT
by Shin Tanikawa, R. Narayan Swamy, and Tony Laiw .......................... 275

CHLORIDE ION PENETRATION AND FROST RESISTANCE OF HIGH-ALUMINA CEMENT (HAC) AND HAC/GROUND GRANULATED BLAST FURNACE SLAG CONCRETES IN MARINE ENVIRONMENTS
by G. J. Osborne and B. Singh ............................................. 295

CHLORIDE PENETRATION AND REINFORCEMENT CORROSION IN FLY ASH CONCRETE EXPOSED TO A MARINE ENVIRONMENT
by M. D. A. Thomas and J. D. Matthews ..................................... 317

DETERMINATION OF CHLORIDE DIFFUSION COEFFICIENT OF HIGH-PERFORMANCE CONCRETE BY ELECTRICAL POTENTIAL TECHNIQUE

PERFORMANCE OF CORROSION PROTECTION SYSTEMS FOR REINFORCED CONCRETE EXPOSED TO MARINE CONDITIONS OF THE UNITED ARAB EMIRATES
by Adnan Sharafi, Abdulghafoor Qasimi, and S. M. K. Chetty .................. 355

OBSERVATIONS AND TESTING OF POST-TENSIONED BEAMS EXPOSED TO SEVERE WEATHERING FOR 33 YEARS
by Morris Schupack and Edward F. O’Neil .................................... 383

INFLUENCE OF ACCELERATING ADMIXTURES ON THE DURABILITY OF DRY-MIX SHOTCRETE USED FOR REPAIRS IN A MARINE ENVIRONMENT
by Michel Pigeon, Ann Lamontagne, and Caroline Talbot ..................... 409

DURABILITY OF CEMENTITIOUS MIXTURES USED FOR SEALING Voids IN RUBBLE-MOUND BREAKWATERS AND JETTIES
by L. Z. Hales and D. E. Wilson ............................................ 423

EFFECT OF TYPE OF SURFACE TREATMENT AND EPOXY COATING ON CORROSION ACTIVITY
by Irina L. Kondratova, Theodore W. Bremner, and Şakir Erdoğan ............. 447