VOLUME II

THERMAL-HYDRAULICS
OF
NUCLEAR REACTORS

Papers Presented at
The Second International Topical Meeting
on Nuclear Reactor Thermal-Hydraulics
Santa Barbara, California, USA
January 11-14, 1983

Sponsored by the
American Nuclear Society
American Society of Mechanical Engineers
American Institute of Chemical Engineers

Edited by
Mati Merilo
Electric Power Research Institute

Published by the
American Nuclear Society
555 N. Kensington Ave., LaGrange Park, IL 60525, USA
# TABLE OF CONTENTS
## FOR VOLUME II

## FLUID-STRUCTURE INTERACTION

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>NON-LINEAR DYNAMIC-IMPACT SIMULATION OF PROCESS EQUIPMENT TUBES WITH TUBE/SUPPORT PLATE INTERACTION</td>
<td>R. G. Sauvé, W. W. Teper</td>
<td>740</td>
</tr>
<tr>
<td>ANALYTICAL PREDICTION OF BLOWDOWN SYSTEM EXPERIMENTS USING DRUFAN</td>
<td>A. B. Wahba, K. Wolfert, F. Tanabe</td>
<td>752</td>
</tr>
<tr>
<td>AN EXPERIMENTAL STUDY OF BLOWDOWN THRUST AND JET FORCES BY 6-INCH PIPE UNDER BWR LOCA</td>
<td>T. Yano, T. Isozaki, S. Ueda, N. Miyazaki, R. Kurihara, R. Kato, S. Miyazono</td>
<td>761</td>
</tr>
<tr>
<td>ONE-DIMENSIONAL MODELING OF TWO-PHASE JET EXPANSION AND IMPINGEMENT</td>
<td>M. Epstein, R. Henry, W. Midvidy, R. Pauls</td>
<td>769</td>
</tr>
<tr>
<td>FLOW-INDUCED FATIGUE FAILURE OF STRUCTURES, A SENSITIVITY ANALYSIS</td>
<td>H. Fenech, A. Rao</td>
<td>792</td>
</tr>
<tr>
<td>AN EVALUATION OF WATER HAMMER IN NUCLEAR POWER PLANTS</td>
<td>A. W. Serkiz</td>
<td>803</td>
</tr>
</tbody>
</table>

## NATURAL CIRCULATION IN WATER AND GAS COOLED REACTORS

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>A METHOD FOR ASSESSING REACTOR CORE COOLING WITHOUT FORCED CIRCULATION</td>
<td>Y. Feyginberg, P. Sergejewich, W. I. Midvidy</td>
<td>808</td>
</tr>
<tr>
<td>NATURAL CIRCULATION IN BOILING WATER REACTORS</td>
<td>J. M. Healzer, P. G. Bailey</td>
<td>818</td>
</tr>
<tr>
<td>NATURAL CIRCULATION COOLING CHARACTERISTICS DURING PWR ACCIDENT SIMULATIONS</td>
<td>J. P. Adams, G. E. McCreery, V. T. Berta</td>
<td>825</td>
</tr>
<tr>
<td>NATURAL-CIRCULATION EXPERIMENTS IN TWO SRI/EPRI TEST FACILITIES</td>
<td>R. L. Kiang, P. R. Jeuck, J. P. Sursock</td>
<td>833</td>
</tr>
<tr>
<td>A FIGURE-OF-EIGHT THERMOSYPHONING STABILITY MODEL AND ITS VERIFICATION</td>
<td>P. Gulshani</td>
<td>840</td>
</tr>
<tr>
<td>NATURAL CIRCULATION COOLING IN A PWR GEOMETRY UNDER ACCIDENT-INDUCED CONDITIONS</td>
<td>D. J. Shimeck, G. W. Johnsen</td>
<td>849</td>
</tr>
<tr>
<td>ON NATURAL CIRCULATION IN HIGH TEMPERATURE GAS-COOLED REACTORS AND PEBBLE BED REACTORS FOR DIFFERENT FLOW REGIMES AND VARIOUS COOLANT GASES</td>
<td>G. Melese d'Hospital</td>
<td>858</td>
</tr>
<tr>
<td>REFLUX CONDENSATION IN A VERTICAL CHANNEL FLOW</td>
<td>K. H. Sun, M. Toren, S. Oh</td>
<td>867</td>
</tr>
</tbody>
</table>

## THERMAL-HYDRAULICS OF DEGRADED CORES

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>FORCED FLOW COOLING STUDIES OF VOLUMETRICALLY HEATED POROUS LAYERS</td>
<td>V. X. Tung, V. K. Dhir, D. Squarer</td>
<td>876</td>
</tr>
<tr>
<td>DEGRADED COOLING IN A CANDU</td>
<td>R. A. Brown, C. Blahnik, A. P. Muzumdar</td>
<td>884</td>
</tr>
<tr>
<td>DRYOUT OF AN INDUCTIVELY HEATED BED OF STEEL PARTICLES WITH SUBCOOLED FLOW FROM BELOW</td>
<td>F. P. Tsai, J. Jakobsson, I. Catton, V. K. Dhir</td>
<td>891</td>
</tr>
<tr>
<td>FUEL TEMPERATURE EXCURSIONS DURING ACCIDENTS WITH DEGRADED CORE COOLING IN CANDU REACTORS</td>
<td>A. P. Muzumdar, C. Blahnik, J. H. K. Lau, G. H. Archinoff</td>
<td>896</td>
</tr>
<tr>
<td>PRESSURE DROP AND FLOW CHARACTERISTICS OF TWO PHASE FLOW IN POROUS MEDIA WITH DISTINCT PERMEABILITY REGIONS</td>
<td>H. S. Lee, I. Catton, H. L. Sullivan</td>
<td>904</td>
</tr>
</tbody>
</table>

## BEHAVIOR OF PLANT COMPONENTS AND SYSTEMS

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>PREDICTION OF CRITICAL FLOW RATES THROUGH POWER-OPERATED RELIEF VALVES</td>
<td>D. Abdollahian, A. Singh</td>
<td>912</td>
</tr>
<tr>
<td>VALVE QUALIFICATION FOR NORMAL AND ACCIDENT CONDITIONS IN LWR</td>
<td>B. Dernbach, K. Riedle, U. Simon</td>
<td>919</td>
</tr>
<tr>
<td>ON THE STABILITY OF A COUPLED SAFETY VALVE-PIPING SYSTEM</td>
<td>A. Singh</td>
<td>929</td>
</tr>
</tbody>
</table>
AN ANALYSIS OF FLOW INDUCED OSCILLATIONS IN SAFETY VALVES — K. S. Howe ........................................ 938
A MECHANISTIC HYDRODYNAMICS MODEL FOR THE SIMULATION OF BWR JET PUMPS DURING NORMAL AND OFF-NORMAL OPERATION — J. W. Spore, L. Greenley ............................ 945
EXPERIMENTAL STUDY OF TWO-PHASE, TWO-COMPONENT FLOW IN CENTRIFUGAL PUMPS — J. J. Manzano-Ruiz, D. G. Wilson ................................. 956
FRAP-T6 UNCERTAINTY STUDY OF LOCA TESTS LOFT L2-3 AND PBF LLR-3 — R. Chambers, W. E. Driskell, S. C. Resch .................................................. 965
RING GRID SPACER PRESSURE LOSS EXPERIMENTAL STUDY AND EVALUATION METHOD — A. Ito, K. Mawatari .................................................. 972
FLOW BEHAVIOUR IN A STATIONARY VANE CENTRIFUGAL SEPARATOR: SIMULATION EXPERIMENTS AND ANALYSIS — S. P. Kalra, L. S. Yao, W. E. R. Davies ........................................ 979
NUMERICAL SIMULATION OF THERMAL AND FLUID MIXING IN THE COLD LEG AND DOWNCOMER OF A MODEL GEOMETRY DURING A PWR PRIMARY SIDE OVERCOOLING — C. L. Lin, J. H. Kim, K. H. Sun .......................................................... 988
THERMAL-HYDRAULIC ANALYSIS OF MAIN-STEAM-LINE-BREAK ACCIDENTS AS POTENTIAL INITIATORS FOR REACTOR VESSEL PRESSURIZED THERMAL SHOCK — D. Lamkin ......................... 997
THERMAL-HYDRAULIC ANALYSES OF PRESSURIZED-THERMAL-SHOCK-INDUCED VESSEL RUPTURES — D. Dobranich .................................................. 1006
STABILITY ANALYSIS OF BOILING WATER SYSTEMS AND STEAM GENERATORS — J. Kornfilt, J. C. Lee .................................................. 1012

BEHAVIOR OF CONTAINMENT SYSTEMS

CHARACTERISTICS OF PWR ICE CONDENSER CONTAINMENT DURING DEGRADED CORE AND FULL CORE MELTDOWN ACCIDENTS — J. W. Yang, W. T. Pratt .................................................. 1022
THE EFFECT OF STEAM BYPASS ON ICE CONDENSER CONTAINMENT PRESSURIZATION — G. A. Pertmer, K. K. Almenas, H. Dezfuli, Z. Jin .................................................. 1031
CONTAINMENT RESPONSE ANALYSIS IN TRAC-BD1/MOD 1 — D. D. Taylor, M. M. Giles, W. L. Weaver .................................................. 1039
CALCULATION OF THE THERMAL-HYDRAULIC TRANSIENT IN MULTICOMPARTMENT SYSTEMS, BY ARIANNA COMPUTER CODES — N. Cerullo, M. Mazzini, F. Oriolo, S. Paci, A. Pasculli, R. Romanacci .................................................. 1046
CONTAINMENT CODE VERIFICATION BY SYSTEMATIC EVALUATION OF EXPERIMENTAL DATA — H. B. Schwan .................................................. 1052
DEVELOPMENT OF NEW CONTAINMENT PRESSURE TRANSIENT ANALYSIS COMPUTER CODE AND ITS APPLICATION TO CORE DEGRADED/MELT-DOWN ACCIDENT ANALYSIS — K. Okabe, Y. Amano, T. Kohriyama, Y. Furukawa .................................................. 1064
TRANSIENT FLOW THROUGH T-JUNCTIONS — K. N. Tennankore, D. R. Greig .................................................. 1075
FORMULATING A POST ACCIDENT TEMPERATURE PROFILE INSIDE CONTAINMENT FOR THE OYSTER CREEK BWR: APPROACH AND KEY PARAMETER IDENTIFICATION — N. G. Trikourous .................................................. 1083
FAILURE MODES OF A CONCRETE NUCLEAR CONTAINMENT BUILDING SUBJECTED TO HYDROGEN DETONATION — L. E. Fugelso, T. A. Butler .................................................. 1094
TURBULENT CONDENSATION ON A COLD WALL IN THE PRESENCE OF A NON-CONDENSIBLE GAS — M. Corradini .................................................. 1102
CONTAINMENT CONDENSING HEAT TRANSFER — R. G. Gido, A. Koestel .................................................. 1111
RESEARCH ON THE BEHAVIOUR OF MARK II PRESSURE SUPPRESSION CONTAINMENT SYSTEM DURING LOCA, CARRIED OUT AT THE UNIVERSITY OF PISA — M. Carcassi, M. Mazzini, P. Vigni .................................................. 1120
PRESSURE OSCILLATIONS IN VENT TUBES INDUCED BY STEAM CONDENSATION IN PRESSURE SUPPRESSION CONTAINMENT — H. Nariai, I. Aya .................................................. 1128
STEAM DENSITY OSCILLATIONS IN TWO PHASE-TWO COMPONENT FLOW — F. Sakkal, E. Aust


AN ANALYSIS OF MULTIPLE BUBBLE BEHAVIORS IN A BWR SUPPRESSION POOL — M. Utamura

HYDROGEN BEHAVIOR IN CONTAINMENT

ANALYSIS OF THE THREE MILE ISLAND (TMI-2) HYDROGEN BURN — J. O. Henrie, A. K. Postma

DETONABILITY OF CONTAINMENT BUILDING ATMOSPHERES DURING CORE-MELTDOWN ACCIDENTS — R. Jaung, A. L. Berlad, W. T. Pratt

HYDROGEN COMBUSTION IN AQUEOUS FOAMS — M. R. Baer, S. K. Griffiths, J. E. Shepherd

HYDROGEN GENERATION DURING MOLTEN-FUEL-COOLANT MIXING — M. Corradini

DEVELOPMENT AND APPLICATIONS OF A COMPUTER PROGRAM FOR MODELLING THE RESPONSE TO HYDROGEN BURNS IN CONTAINMENT — M. J. Wester, S. E. Dingman, A. L. Camp, M. P. Sherman, P. G. Prassinos

COMBUSTION OF HYDROGEN AT HIGH CONCENTRATIONS INCLUDING THE EFFECT OF OBSTACLES — R. K. Kumar, H. Tamm, W. C. Harrison, G. Skeet, J. Swiddle

HYDROGEN COMBUSTION RESULTS FROM THE SANDIA INTERMEDIATE-SCALE (VGES) TANK AND THE SANDIA CRITICAL-TUBE-DIAMETER TEST FACILITY — J. C. Cummings, W. B. Benedick, P. G. Prassinos

A SIMPLIFIED HYDRODYNAMIC MODEL OF HYDROGEN FLAME PROPAGATION IN REACTOR VESSELS — M. R. Baer, A. C. Ratzel

THERMAL-HYDRAULICS OF LIQUID METAL FAST BREEDER REACTORS

DESIGN BASIS LEAK ANALYSES FOR DESIGNING THE SODIUM-WATER REACTION PRODUCTS SUBSYSTEM FOR THE LARGE DEVELOPMENTAL PLANT — N. Vasudevan, B. E. Bingham

THERMALHYDRAULIC CHARACTERISTICS IN LMFBR HOT PLENUM — N. Tanaka, S. Moriya, A. Wada

MIXED CONVECTION OF LIQUID METAL IN A RECTANGULAR CAVITY — R. Vidil, R. Martin, D. Grand

FILM BOILING CHARACTERISTICS OF LIQUID METALS IN LEIDENFROST PHENOMENON — K. Miyazaki, Y. Harada, N. Yamaoka, S. Inoue, Y. Fujii-e

ON THE GROWTH OF LARGE SPHERICAL SODIUM VAPOR BUBBLES IN A LIQUID SODIUM POOL — F. Casadei, M. Dalle Donne


TWO-PHASE, TWO-COMPONENT THERMOHYDRAULIC CONDITIONS PRODUCED IN THE VENT LINE OF A STEAM GENERATOR FOLLOWING A SODIUM WATER REACTION — D. A. Greene

THERMAL STRIPING IN LIQUID METAL COOLED FAST BREEDER REACTORS — C. Betts, C. Boorman, N. Sheriff

AN ANALYTICAL MODEL FOR HEAT TRANSFER IN A PIN BUNDLE, PRESENTATION AND FIRST VALIDATION — J. M. Le Gouez

BOILING AND DRYOUT CONDITIONS IN DISTURBED CLUSTER GEOMETRY AND THEIR APPLICATION TO THE LMFBR LOCAL FAULT ASSESSMENT — K. Yamaguchi, H. Nakamura, K. Haga

SEM-Empirical MODEL FOR FRICTION FACTORS IN LMFBR WIRE-WRAPPED ROD BUNDLES — P. Carajilescov, E. F. Fernandez

DISTRIBUTED PARAMETER ANALYSIS OF THE THERMAL-HYDRAULIC BEHAVIOR OF WIRE WRAPPED RODS IN LMFBR CORES — M. C. Chuang, M. D. Carelli, M. R. Yeung
FUEL PENETRATION OF INTERSUBASSEMBLY GAPS IN LMFBRS (A CALCULATIONAL METHOD WITH THE SIMMER-II CODE) — G. P. De Vault .......................................................... 1338

TWO DIMENSIONAL STEADY-STATE THERMAL AND HYDRAULIC ANALYSIS CODE FOR PREDICTION OF DETAILED TEMPERATURE FIELDS AROUND DISTORTED FUEL PIN IN LMFBR ASSEMBLY: SPOTBOW — T. Shimizu .......................... 1355

INVESTIGATION OF FLOW RECIRCULATION IN A ROD BUNDLE DURING NATURAL CONVECTION FLOW AND POWER TRANSIENTS — J. A. Fort, J. M. Bates, D. R. Rector, E. U. Khan ................................................. 1365

ANALYTICAL STUDY OF LAMINAR BUOYANT CONVECTIVE FLOW BETWEEN VERTICAL PARALLEL PLATES FOR VARIOUS THERMAL BOUNDARY CONDITIONS — T. F. Irvine, Jr., G. L. Quarini ................................................................. 1382

CRITERION FOR THE ONSET OF MIXED CONVECTION IN VERTICAL BARE AND WIRE WRAPPED ROD BUNDLES — P. D. Symolon, N. E. Todreas, W. M. Rohsenow ............................... 1391

FINITE-ELEMENT PREDICTIONS OF LAMINAR NATURAL CONVECTION IN A TRAPEZOIDAL WATER-FILLED PLENUM AND COMPARISON WITH EXPERIMENT — P. M. Birchenough, K. H. Winters ....................................................... 1403

HEAT TRANSFER BY NATURAL CONVECTION IN SODIUM FROM DOWNWARD FACING SURFACES — D. Tenchine, M. Amblard ......................................................... 1412

INSTRUMENTATION

INSTRUMENTATION FOR MEASUREMENT IN SPRAY EXPERIMENTS — H. J. Richter, S. B. Miller, G. G. C. Durkee ............................................................. 1420

AN OPTICAL PROBE FOR INTERFACE DETECTION AT HIGH PRESSURE (180 BAR) AND HIGH TEMPERATURE (360°C) — J. M. Delhaye, R. Charlot, F. Danel, J. Arnault ................................................ 1427

A NEW FAST NEUTRON SCATTERING TECHNIQUE FOR LOCAL VOID FRACTION MEASUREMENT IN TWO-PHASE FLOW — E. Hussein, S. Banerjee, D. A. Meneley .............................................. 1431

THREE-DIMENSIONAL DENSITY FIELD DETERMINATION BY EXTERNAL STATIONARY DETECTORS AND GAMMA SOURCES USING SELECTIVE SCATTERING — N. Kondic, A. Jacobs, D. Ebert ............................................. 1443

MODELING ASPECTS OF THE PNA TECHNIQUE FOR FLOW RATE MEASUREMENTS — J. L. Achard, J. M. Delhaye .......................................................... 1456

EXPERIMENTAL AND NUMERICAL MODEL FOR ANNULAR DISPERSED DOWNWARD AIR/WATER FLOW IN A VENTURI — S. El-Haggar, C. T. Crowe ...................................................... 1463

BLOWAES: A METHOD FOR EVALUATING BLOWDOWN TWO PHASE FLOWRATE FROM PRESSURE AND THRUST MEASUREMENTS — F. D'Auria, P. Vigni ............................. 1469

LOFT INSTRUMENTATION: AN OVERVIEW OF CHALLENGES AND DEVELOPMENTS — D. B. Engelman .............................................................. 1477

EFFECTS OF THERMOCOUPLE INSTALLATION AND LOCATION ON FUEL ROD MEASUREMENTS — R. D. McCormick .................................................... 1483

EFFECTS OF CLADDING EXTERNAL THERMOCOUPLES AND ELECTRICAL HEATER ROD DESIGN ON QUENCH BEHAVIOR — R. C. Gottula, E. L. Tolman .................................. 1491

INVESTIGATION OF THE EFFECTS OF HEATER CHARACTERISTICS ON POST-CHF PERFORMANCE OF A LONG VERTICAL ANNULUS IN HIGH PRESSURE WATER — A. Leung, S. Banerjee, D. C. Groeneveld ............................................. 1500

TEMPERATURE INDEPENDENT MEASUREMENT OF NUCLEAR FUEL ROD PRESSURES — T. R. Billeter, J. C. Lucero .......................................................... 1506

RELATIONSHIP OF CORE EXIT TEMPERATURE NOISE TO THERMAL HYDRAULIC CONDITIONS IN PWR's — F. J. Sweeney, B. R. Upadhayaya ........................................ 1511

PRIMARY PUMP POWER AS A MEASURE OF FLUID DENSITY DURING BUBBLY TWO-PHASE FLOW — G. E. McCreery, J. H. Linebarger, J. E. Koske ........................................ 1519

AUTHOR INDEX .................................................................................................................. Back of book