INTERNATIONAL CHEMICAL RECOVERY CONFERENCE

June 1-4, 1998

Hyatt Westshore
Tampa, Florida
Volume Two

TAPPI PRESS
Technology Park/Atlanta
P.O. Box 105113
Atlanta, GA 30348-5113, USA
www.tappi.org

© 1998
All rights reserved
Printed in the United States of America
<table>
<thead>
<tr>
<th>SESSION</th>
<th>TITLE, AUTHOR</th>
</tr>
</thead>
</table>
| 9-1     | The Effect of Fume on Radiative Heat Transfer in Kraft Recovery Boilers  
          Richard A. Wessel, Martin K. Denison and Arit Samretvanich / 425 |
| 9-2     | An Experimental Study of the Mechanisms of Fine Particle Deposition in Kraft Recovery Boilers  
          S. A. Sinquefield, L. L. Baxter and W. J. Frederick / 443 |
| 9-3     | Modelling Alkali Salt Deposition on Kraft Recovery Boiler Heat Exchangers in the Superheater Section  
          Arkke J. Eskola, Jorma K. Jokiniemi, Kari E. J. Lehtinen and Esa Vakkilainen / 469 |
| 9-4     | Effects of Black Liquor Composition and Furnace Conditions on Recovery Boiler Fume Chemistry  
          P. J. McKeough and E. K. Vakkilainen / 487 |
| 9-5     | Dynamic Study of Carryover Deposition in Kraft Recovery Boilers Using an Entrained Flow Reactor  
          Reyhanesh Shenassa, Honghi Tran, and David C. S. Kuhn / 505 |
| 10-1    | Evaluation of Various Alternatives to Reduce TRS Emission of the Lime Kiln  
          M. Järvensivu, J. Kivivasara and K. Saari / 519 |
| 10-2    | High Level Control of the Lime Kiln and the Causticizing Process  
          Lars Nilsson and Mette Dobel / 537 |
| 10-3    | Green Liquor Filtration at Aracruz Celulose Mill: Causticizing and Effluent Close-Up, Pilot Plant and Practical Results  
          Marcelo Montanhese, Marcelo Martins Vilar de Carvalho, and Floreal Promethee Puig / 547 |
| 10-4    | The Physical Strength of Lime Pellets  
          Josefin Lindblom and Hans Thelander / 561 |
| 11-1    | Advanced Control Strategy Reduces Recovery Boiler Fouling While Liquor Throughput is Increased  
          Barry R. Hirtz, Lorne M. Paulson, Scott R. Pettigrew and David J. Pasciolla, Jr. / 571 |
| 11-2    | Plugging Prevention of Recovery Boiler by Character Improvement of the Ash Which Used Potassium Removal Equipment  
          Masakazu Tateishi, Kikuo Tokunaga, Yoshihisa Arakawa, and Takayuki Maeda / 581 |
| 11-3    | Particulate Formation during Black Liquor Char Bed Burning  
          Saied H- Kochehefahani and Honghi Tran,  
          Andrew K. Jones, Thomas M. Grace, Steven J. Lien and Wolfgang Schmidl / 599 |
| 11-4    | Liquor-to-Liquor Differences in Combustion and Gasification Processes: Dust Composition and Melting Properties  
          M. Hupa, R. Backman, B.-J. Skrifvars, and M. Forssén / 615 |
| 11-5    | The Roles of Black Liquor Composition and Boiler Combustion Parameters on the Fouling Tendency of Recovery Boiler  
          K. Janka, A. Heinola, M. Heinola, B.-J. Skrifvars and R. Backman / 629 |
| 11-6    | The Mechanics of Deposit Removal in Kraft Recovery Boilers  
          Andrei Kalazine, Donald E. Cormack, Abdoleza Ebrahimi-Sabet, and Honghi Tran / 641 |
| 12-1    | Operating Experience at North America's First Commercial Black Liquor Gasification Plant  
          Craig A. Brown and W. Densmore Hunter / 655 |
| 12-2    | Chemrec™ Black Liquor Gasification  
          Lars Stigsson / 663 |
<table>
<thead>
<tr>
<th>SESSION</th>
<th>TITLE, AUTHOR</th>
</tr>
</thead>
</table>
| 12-3    | Performance and Preliminary Economics of Black Liquor Gasification Combined Cycles for a Range of Kraft Pulp Mill Sizes  
Thomas G. Kreutz, Eric D. Larson and Stefano Consonni / 675 |
| 12-4    | Pulp Mill Heat Integration of Black Liquor Gasifiers  
Niklas Berglin and Thore Berntsson / 693 |
| 12-5    | Evaluation of NOx Production from Black Liquor Gasification-Gas Turbine Combustion Systems  
Philip C. Malte and Kenneth M. Nichols / 705 |
| 12-6    | On the Chemistry of Non-Process Elements in Systems with a Pressurized Black Liquor Gasifier  
Per Ulmgren, Rune Rådström, Magnus Edblad and Maria Wennerström / 721 |
| 12-7    | Influence of Pressure on Swelling, Char Morphology and Char Yields during Black Liquor Pyrolysis  
K. Whitty, R. Backman, and M. Hupa / 733 |
| 13-1    | NOx Reduction in Black Liquor Combustion - Understanding Reaction Mechanisms Reveal Novel Operation Strategy Options  
Mikael Forssén, Pia Kilpinen, and Mikko Hupa / 747 |
| 13-2    | Model for NO Formation in Recovery Boilers  
Kristina Isa, Qun Jing, Jennie Conn, Nopadol Rompho, Vichien Tangpanyapinit and Rungsun Pianpuckr / 763 |
| 13-3    | Incinerating NCG/HCLV in Recovery Boiler without Auxiliary Fuel  
Roberto Villarroel / 777 |
| 13-4    | Incineration of the Concentrated Malodorous Gases in the Recovery Boiler  
Ari Tamminen / 783 |
| 13-5    | The Vapor-Liquid Equilibrium of Methanol in Black Liquors  
Junyong Zhu and XinSheng Chai / 793 |
| 13-6    | Sulfur Distribution during Air Gasification of Kraft Black Liquor Solids in a Fluidized Bed of TiO2 Particles  
Le Zeng and A. R. P. van Heiningen / 803 |
| 14-1    | FIRESS - A New Approach to Causticizing  
G. H. Covey, D. E. Creasy and K. L. Nguyen / 817 |
| 14-2    | A Novel Recovery Process for Small-Scale Non-Wood Pulp Mills  
Bertel Myrén / 823 |
| 14-3    | Direct Causticization of Kraft Black Liquor with Recycled Sodium Titanate  
Qianlin Zhuang, Hongyu Gai, Adriaan R. P. van Heiningen, Jack McKenzie, Ingrid Nohlgren and Hans Thelander / 831 |
| 14-4    | Autocausticizing of Smelt with Sodium Borates  
Honghi Tran, Xiaosong Mao, John Cameron and Charles M. Blair / 841 |
| 14-5    | Calcium Based Sulfur Recovery Process for Kraft Black Liquor Gasification - Proof of Concept  
Christopher L. Verrill and Adriaan R. P. van Heiningen / 853 |
| 14-6    | The Leaching of NaOH from 4:5-Sodium-Titanate Produced in a Autocausticization Process. Part 1: Kinetics and Equilibrium  
Hans Thelander, Ronny Öhman and Tobias Richards / 871 |

Units of Measure / 885

Subject Index / 1175 (Volume Three)