ADVANCES IN
STEEL STRUCTURES

Proceedings of the
Third International Conference on Advances in Steel Structures
9-11 December 2002, Hong Kong, China

Volume I

Edited by
S.L. Chan, J.G. Teng and K.F. Chung
The Hong Kong Polytechnic University

Organized by
Research Centre for Advanced Technology in Structural Engineering,
Department of Civil and Structural Engineering,
The Hong Kong Polytechnic University

Sponsored by
The Hong Kong Institution of Engineers,
The Hong Kong Institution of Steel Construction

2002
ELSEVIER
San Diego – San Francisco – Singapore – Sydney – Tokyo
CONTENTS

VOLUME I

Preface v
International Scientific Committee vii
Conference Advisory Committee ix
Conference Organizing Committee x

Keynote Papers

Stability of High Strength G550 Steel Compression Members
D. Yang and G. Hancock 3

The Application and Development of Pretensioned Long-Span Steel Space Structures in China
S.L. Dong and Y. Zhao 15

Advanced Computer Calculations in the Design of Shell Structures
J.M. Rotter 27

Exploiting the Special Features of Stainless Steel in Structural Design
D.A. Nethercot and L. Gardner 43

Cassette Wall Construction: Current Research and Practice
J.M. Davies 57

A New Issue in Plate and Box Girder Stability Design
T. Usami and P. Chusilp 69

Monotonic and Hysteretic Behaviour of Bolted Endplate Beam-to-Column Joints
R. Zandonini and O.S. Bursi 81

Design of Steel Arches Against In-Plane Instability
M.A. Bradford and Y.-L. Pi 95

FEM Analysis of Steel Members Considering Damage Accumulation Effects Under Cyclic Loading
Z.Y. Shen and Z.S. Song 105

Beams and Columns

A Review of Recent Developments on Design of Perforated Beams
C.H. Ko and K.F. Chung 121

A New Derivation of the Buckling Theory of Thin-Walled Beams
G.S. Tong and L. Zhang 129
Analysis of Strain Hardening in Steel Beams Using Mill Tests  
*M.P. Byfield and M. Dhanalakshmi*  
139

In-Plane Ultimate Load-Carrying Capacity of Tapered I Columns  
*Y.L. Guo and Y. Pan*  
147

Elastic Torsional-Flexural Buckling of Tapered I Beam-Columns  
*Y.L. Guo, Y. Han, W.Q. Hao and T. Liu*  
155

Load-Carrying Capacity of Box Section Beam-Column  
*T. Liu and Y.L. Guo*  
163

Multi-Directional Pseudo Dynamic Experiment of Steel Bridge Piers  
*M. Obata and Y. Goto*  
171

**Connections**

Shear Lag in Double Angle Truss Connections  
*D.B. Bauer and A. Benaddi*  
181

Structural Behaviour of Web Bolted Flange Welded Connection  
*T. Emi, M. Tabuchi, T. Tanaka and H. Namba*  
189

Effects of Beam Flange Width-to-Thickness Ratio on Beam Flange Fracture Caused from Scallop Root  
*T. Iguchi, M. Tabuchi, T. Tanaka and S. Kihara*  
197

Experimental Investigation of Slot Lengths in RHS Bracing Members  
*T. Wilkinson, T. Petrovski, E. Bechara and M. Rubal*  
205

Experimental Study on Cyclic Behavior of Improved Beam-Column Connections  
*Z.F. Li, Y.J. Shi, H. Chen and Y.Q. Wang*  
213

Repair/Upgrade of Steel Moment Frames in Low Rise Buildings  
*J.C. Anderson, Y. Xiao and J.X.J. Duan*  
221

Ultimate Bearing Capacity of Welded Hollow Spherical Joints in Spatial Reticulated Structures  
*Q.H. Han and X.L. Liu*  
229

Ultimate Strength of Welded Thin-Walled SHS-CHS T-Joints Under In-Plane Bending  
*F.R. Mashiri, X.L. Zhao, L.W. Tong and P. Grundy*  
237

Tests and Design of Longitudinal Fillet Welds in Very High Strength (VHS) Steel Circular Tubes  
*T.W. Ling, X.L. Zhao and R. Al-Mahaidi*  
245

Experimental Behaviour of End Plate I-Beam to Concrete-Filled Rectangular Hollow Section Column Joints  
*L.C. Neves, L. Simões da Silva and P.C.G. da S. Vellasco*  
253

Composite Connections at Perimeter Locations in Unpropped Composite Floors  
*M. Dhanalakshmi, M.P. Byfield and G.H. Couchman*  
261
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Analysis of Steel and Composite Braced Frames with Semi-Rigid Joints</td>
<td>269</td>
</tr>
<tr>
<td>A. Kozlowski</td>
<td></td>
</tr>
<tr>
<td>Numerical Evaluation of the Ductility of a Bolted T-Stub Connection</td>
<td>277</td>
</tr>
<tr>
<td>A.M. Girão Coelho and L. Simões da Silva</td>
<td></td>
</tr>
<tr>
<td>Strength and Stress Analysis of Steel Beam-Column Connections Using Finite Element Method</td>
<td>285</td>
</tr>
<tr>
<td>H. Chen, Y.J. Shi, Y.Q. Wang and Z.F. Li</td>
<td></td>
</tr>
</tbody>
</table>

**Scaffolds and Slender Structures**

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Geometric Non-Linear Analysis of Flexible Supporting System</td>
<td>295</td>
</tr>
<tr>
<td>Z. Wang, Y.Q. Wang and Y.J. Shi</td>
<td></td>
</tr>
<tr>
<td>Determination of the Factors of Safety of Standard Scaffold Structures</td>
<td>303</td>
</tr>
<tr>
<td>B. Milojkovic, R.G. Beale and M.H.R. Godley</td>
<td></td>
</tr>
<tr>
<td>Sway Stability of Steel Scaffolding and Formwork Systems</td>
<td>311</td>
</tr>
<tr>
<td>S. Vaux, C. Wong and G. Hancock</td>
<td></td>
</tr>
<tr>
<td>Second-Order Analysis and Design of Steel Scaffold Using Multiple Eigen-Imperfection Modes</td>
<td>321</td>
</tr>
<tr>
<td>S.L. Chan, C. Dymiotis and Z.H. Zhou</td>
<td></td>
</tr>
</tbody>
</table>

**Cold-Formed Steel**

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>On the Distortional Post-Buckling Behaviour of Cold-Formed Lipped Channel Steel Beams</td>
<td>331</td>
</tr>
<tr>
<td>L.C. Prola and D. Camotim</td>
<td></td>
</tr>
<tr>
<td>GBT-Based Distortional Buckling Formulae for Thin-Walled Rack-Section Columns and Beams</td>
<td>341</td>
</tr>
<tr>
<td>N. Silvestre, K. Nagahama, D. Camotim and E. Batista</td>
<td></td>
</tr>
<tr>
<td>Testing and Numerical Analysis of Cold-Formed C-Sections Subject to Patch Load</td>
<td>351</td>
</tr>
<tr>
<td>R.Y. Xiao, G.P.W. Chin and K.F. Chung</td>
<td></td>
</tr>
<tr>
<td>Torsional Buckling Experiments on Wide-Flange Thin-Walled Z-Section Columns</td>
<td>357</td>
</tr>
<tr>
<td>R.A.D. Fish, M. Lee and K.J.R. Rasmussen</td>
<td></td>
</tr>
<tr>
<td>Structural Stability of Stainless Steel Compression Members</td>
<td>365</td>
</tr>
<tr>
<td>Y. Liu and B. Young</td>
<td></td>
</tr>
<tr>
<td>Membrane Imperfections Measured in Cold Formed Tubes</td>
<td>375</td>
</tr>
<tr>
<td>A. Wheeler and M. Pircher</td>
<td></td>
</tr>
<tr>
<td>Flexural Failure of Cold-Formed Single Channels Connected Back-to-Back</td>
<td>383</td>
</tr>
<tr>
<td>M. Dundu and A.R. Kemp</td>
<td></td>
</tr>
<tr>
<td>Ultimate Strength Design of Bolted Moment-Connections Between Cold-Formed Steel Members</td>
<td>391</td>
</tr>
<tr>
<td>J.B.P. Lim and D.A. Nethercot</td>
<td></td>
</tr>
</tbody>
</table>
Analysis of Cassette Sections in Compression
P.A. Voutay and J.M. Davies

Performance of Wall-Stud Shear Walls Under Monotonic and Cyclic Loading
L.A. Fulop and D. Dubina

Direct Strength Method for the Design of Purlins
L. Quispe and G. Hancock

Cold-formed Purlin-Sheeting Systems
F. Albermani and S. Kitipornchai

An Experimental Investigation into Lapped Moment Connections Between Z-Sections
H.C. Ho and K.F. Chung

Practical Design of Cold-Formed Steel Z-Sections with Lapped Connections
H.C. Ho and K.F. Chung

Destructive Mechanism of Large Span Cold-Formed Section Roof Truss
Y.J. Guo, K. Li and X.X. Du

Sway Buckling of Down-Aisle Pallet Rack Structures Containing Splices
R.G. Beale and M.H.R. Godley

Composite Construction

Composite Action in Non-Composite Beams
R. Seracino and D.J. Oehlers

Effect of Concrete Infill on Non-Compact Tubes Subjected to Pure Bending
A. Wheeler and R. Bridge

Simplified Elastic and Elastic-Plastic Analysis of Continuous Composite Beams
P.A. Berry

Elastic Cross-Section Analysis of Continuous Composite Beams Affected by Web Slenderness
P.A. Berry

Effects of Transverse Reinforcement on Composite Beams with Precast Hollow Core Slabs
D. Lam and T.F. Nip

Shear Connection in Composite Beams Incorporating Profiled Steel Sheeting with Narrow Open or Closed Steel Ribs
M. Patrick and R.Q. Bridge

Shear Connection in Composite Beams Incorporating Open-Trough Profile Decks
M. Patrick and R.Q. Bridge

Research in Canada on Steel-Concrete Composite Floor Systems: An Update
M.U. Hosain and A. Pashan

Early Age Shrinkage and Casting Sequence Effects in Composite Steel-Concrete Girders
L. Dezi, G. Leoni and A. Vitali
Shear Strength of Prestressed Concrete Encased Steel Beams with Bonded Tendons  
*S.C. Choy, Y.L. Wong and S.L. Chan*  
543

Instability Behavior of Prestressed Steel-Concrete Composite Continuous Beam  
*Y. Han, Z.Z. Fang and Y.L. Guo*  
551

Evaluation of Simplified Superposition Design Method for Composite Columns  
*J.H. Zhong and S.F. Chen*  
559

Tests on Concrete-Filled Double Skin (SHS Outer and CHS Inner) Composite Stub Columns  
*X.L. Zhao, R.H. Grzebieta, A. Ukur and M. Elchalakani*  
567

Strength of Slender Concrete Filled Columns Fabricated with High Strength Structural Steel  
*B. Uy, M. Mursi and H.B.A. Tan*  
575

Concrete-Filled Steel RHS Columns Subjected to Long-Term Loads  
*L.H. Han, W. Liu and Y.F. Yang*  
583

Hysteretic Behaviors of Concrete-Filled Steel SHS Beam-Columns  
*Z. Tao and L.H. Han*  
591

Experimental and Theoretical Studies on Steel-Concrete Hybrid Structures  
*G.Q. Li, X.M. Zhou and X. Ding*  
599

Seismic Demand Evaluation Procedure for Concrete-Filled Steel Columns  
*H.B. Ge, K.A.S. Susantha and T. Usami*  
607

---

**VOLUME II**

Preface  
v

International Scientific Committee  
vii

Conference Advisory Committee  
ix

Conference Organizing Committee  
x

**Plates**

Numerical Modelling of Stainless Steel Plates  
*K.J.R. Rasmussen, T. Burns, P. Bezkorovainy and M.R. Bambach*  
617

Local Buckling of Biaxially Compressed Steel Plates in Double Skin Composite Panels  
*Q.Q. Liang, B. Uy, H.D. Wright and M.A. Bradford*  
625

Ductility of High Performance Steel Rectangular Plates Under Uniaxial Compression  
*K. Niwa, I. Mikami and Y. Miyazaki*  
633

Shear-Carrying Capacity of Steel Plate Shear Wall with Cross Stiffeners  
*G.D. Chen and Y.L. Guo*  
641
Elastic Critical Moments of I Sections with Very Slender Webs
A.J. Wang and K.F. Chung 649

Shells
An Efficient Strategy for the Evaluation of the Reliability of 3D Shells in Case of Non Linear Buckling
A. Combescure and A. Legay 659

Case Study of a Medium-Length Silo Under Wind Loading
M. Pircher, R.Q. Bridge and R. Greiner 667

Buckling of Thin Pressurized Cylindrical Shells Under Bending Load
A. Limam and J.F. Jullien 675

Stability of Thin-Walled Cylindrical Shells Subjected to Lateral Patch Loads
E. Feifel and H. Saal 683

Buckling of Circular Steel Silos Subject to Eccentric Discharge Pressures – Part I
C.Y. Song and J.G. Teng 693

Buckling of Circular Steel Silos Subject to Eccentric Discharge Pressures – Part II
C.Y. Song and J.G. Teng 703

'Aspects of Corrugated Silos
P. Ansourian and M. Gläsl 713

Buckling Experiments on Transition Rings in Elevated Steel Silos
Y. Zhao and J.G. Teng 721

Buckling Strength of Cylinders with a Consistent Residual Stress State
J.M.F.G. Holst and J.M. Rotter 729

Buckling Behaviour of Extensively-Welded Steel Cylinders Under Axial Compression
X. Lin and J.G. Teng 737

Experiment on a Model Steel Base Shell of the Comshell Roof System
H.T. Wong and J.G. Teng 745

Effect of Cracks on Vibration, Buckling and Parametric Instability of Cylindrical Shells
A. Vafai, M. Javidruz, J.F. Chen and J.C. Chilton 755

An Experimental Study for Seismic Reinforcement Method on Existing Cylindrical Steel Piers by Welded Rectangular Steel Plates
K. Chu and T. Sakurai 763

Bridges
Metal Forms Replace Reinforcement in Bridge Deck Slabs
B. Bakht, A.A. Mufti and G. Tadros 773

Analysis of the Camber at Prestressing of a New Kind of Composite Railway Bridge Deck
S. Staquet, H. Detandt and B. Espion 783