Sintered Steels
# Contents

## Sintered Steels

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Rationalizing Different Values of Fracture Stresses obtained in Tensile and Bend Tests</td>
<td>Andrew S, Wronski, Andrzej Cias</td>
<td>1</td>
</tr>
<tr>
<td>Effect of Minimum Carbon on Coarse Grains in Sintered Iron</td>
<td>Hidenori Kuroki, Youichi Tokunaga and Hiroyuki Y. Suzuki</td>
<td>17</td>
</tr>
<tr>
<td>Surface Interactions during Sintering of Water-atomised Pre-alloyed Steel Powder</td>
<td>Henrik Karlsson, Lars Nyborg, and Ola Bergman</td>
<td>23</td>
</tr>
<tr>
<td>Effective elastic properties of macrograded PM materials</td>
<td>M. Kupková, M. Kupka, S. Strobl, E. Dudrová</td>
<td>29</td>
</tr>
<tr>
<td>The effect of the load bearing area on the Young's modulus in high density PM alloy steels</td>
<td>C. Xu, B. Weiss, G. Khatibi, H. Danninger</td>
<td>35</td>
</tr>
<tr>
<td>Fracture Toughness of PM Alloy Steels</td>
<td>P. Ganesan, Domsa, P. Beiss</td>
<td>41</td>
</tr>
<tr>
<td>Influence of microstructure and porosity on tensile and Impact properties of High Performance PM steels</td>
<td>V Stoyanova, C Xu, L Blanco, A Molinari, H Danninger, J M Torralba, Y Yu and B Lindqvist</td>
<td>47</td>
</tr>
<tr>
<td>Processing Conditions for High Strength PM Steels Aligned with Chromium</td>
<td>Sigurd Berg, Höganäs AB</td>
<td>53</td>
</tr>
<tr>
<td>Warm Compaction Effects on the Mechanical Behaviour of Sintered Steels</td>
<td>J Bris, F Benitez, M Anglada, J A Calero and L Llanes</td>
<td>61</td>
</tr>
<tr>
<td>Mechanical Properties of Components made from Fe(Cr,Mo) PM Steels</td>
<td>Lorenz S Sigl and Patrice Delarbre</td>
<td>67</td>
</tr>
<tr>
<td>Single Pressed Single Sintered PM Products for High Density, High Performance Applications</td>
<td>George Poszmik, Michael L Marucci, and K S Narasimhan</td>
<td>75</td>
</tr>
<tr>
<td>Properties of Sintered Steels from Mixture of Alloyed and Non-Alloyed Iron Powders</td>
<td>Liviu Brandusan, George Arghir, Radu Orban, Serban Domsa</td>
<td>81</td>
</tr>
<tr>
<td>Wear Behaviour in Dry Sliding at High Temperature in Low Alloyed Cr-Mo Sintered Steels after Heat and Thermo Chemical Treatment</td>
<td>M Campos, I Billa, J M Torralba</td>
<td>87</td>
</tr>
</tbody>
</table>
The effect of processing variables on the mechanical properties of Ni-free PM steels
Maciej Sulowski, Andrzej Cias ......................................................... 93

A New Family of Wear Resistant Tribological Steels
J A Calero, F Cabestany, R Marcé ..................................................... 99

Causes of Variations in the Mechanical Properties of P/M Steels
Joseph W Newkirk ........................................................................ 105

Assessment of Fatigue Lifetime of PM-Parts
T. Kraft and H. Riedel .................................................................... 111

Effect of Porosity and Microstructural Inhomogeneities on the Fatigue Crack
Growth Response of a Sinter-Hardenable Hybrid PM Steel
Samil Akaslan, Suleyman Saritas, Robert J Causton, W Brian James,
Thomas F Murphy and Alan Lawley ................................................. 117

Ultra high cycle fatigue behaviour of high density PM alloy steels
C Xu, B Weiss, G Khatibi, H Danninger ............................................ 127

Bending Fatigue of a High Performance PM Steel
R. B. Wassenberg, O. F. Nurol, P. Beiss ........................................... 133

Diffusion Alloyed Powders with High Fatigue Performance in the As-sintered State
Luigi Alzati, Anders Bergmark ......................................................... 139

Notch Fatigue Tests on a Hybrid Alloy PM Steel
A J Gant, B Roebuck and W B James ............................................... 147

Fatigue Crack Growth of Sintered Steels with a Heterogeneous Microstructure
G Piotrowski, X. Deng, and N Chowla, K S Narasimhan ..................... 153

Influence of Plasma Nitriding on the Axial Fatigue Behaviour of Astaloy CrM
G Straffelini, T Marcu Puscas and A Molinari ................................. 159

Chromium Containing Materials for High Strength-High Fatigue Applications
Patrick King ...................................................................................... 165

Design of PM-Gears Based on Local Bending and Rolling Contact Fatigue Data
Klaus Lipp and Cetin Morris Sonsino .............................................. 171

Influence of secondary Operations on Mechanical Properties of Low Alloyed Sintered Steel
Koki Kanno, Yoshinobu Takeda, Anders Bergmark, Luigi Alzati, Björn Lindqvist, Yoshihase Ueda,
Kiichi Kanda, Andrea Zandonati .................................................... 179

Quantitative Expression of Fractured Surface of Sinter-forged Steels
Nobuyasu Kawai, Tomohisa Futagawa ............................................. 185

Fractography of Sintered Steels: A Review
Eva Dudrová, Margita Kabátová ...................................................... 193

Microstructural Features of Laser Sintered Steel Powders
A Simchi, F Petzoldt, H Pohl ............................................................ 199

Effect of Post-Sintering Cooling Rate on Properties of Diffusion Bonded Steel Materials
F Chagnon, Linda Tremblay ............................................................ 205

The Hardenability of PM Steels: Correspondence between Microhardness,
Microstructure and Cooling Speed of Jominy Probes
G F Bocchini, G Ienco, A Parodi, G Pellati, B Rivolta, G Silva, E Stagno ......................................................... 211
Quantifying the Degree-of-Sinter in Ferrous P/M Materials
Thomas F. Murphy .......................................................... 219

Porosity Evaluation for Sintered and Heat Treated High Performance Steels
L Blanco, M. Campos, J M Torralba .................................. 225

Structure and Properties of Powder Structural Steels Alloyed with Manganese
Maslyuk V A, Napara-Volgina S G, Orlova L-N ......................... 231

Effect of Manganese Donor on Properties of Fe-Cr-Mn-Mo-C Steels
Dr. Andrej Šalak, Dr. Marcela Selecká, Prof. Ludovít Parilák, Ing. Augustín Cajka .................................................. 237

Mechanical Properties of High Strength PM Steels: Considerations about
Composition and Processing Conditions
S Roure, P Blanchard ...................................................... 243

Microstructure and Properties of Cu-Infiltrated Chromium-Molybdenum Steels
LEG Cambronero, J M Ruiz-Roman, J M Ruiz-Prieto ................ 249

Development of a High Performance Nickel-Free P/M Steel
Bruce Lindsley ............................................................... 255

Low C-Cu-Ni-Mo Alloy Structural Sintered Steels with Small Titanium Additions
Magdalena Orban ........................................................... 261

Properties of High Density Diffusion Bonded Alloys
Ian W. Donaldson, Michael L. Marucci ................................ 267

Ferro-Manganese using as Master Alloy in the Manganese Structural Sintered Steels Elaboration
Niculina Sechel, Radu L. Orban ........................................... 275

Performance Benefits in Sintered Steels with Extra-Fine Nickel Powder
T F Stephenson, T Singh, S T Campbell ............................... 281

Mechanical Properties, Microstructures and Fractography of Low-Alloyed
Chromium – Molybdenum - Manganese P/M Steels
Strobl S, Kabatova M ....................................................... 289

Heat Treatment of Low Alloed Chromium Sintered Steels
V Stoyanova, A Molinari .................................................. 295

Mechanical Properties of Fe-0.85Mo-Mn-C Steels
Marcela Selecká, Vladimír Simkulet V Stoyanova, A Molinari ..... 301

New material and process concept for high loaded PM-components:
Mechanical Properties, New Alloying Systems
P Orth, Prof. Danninger, Dr A Bouvier, Dr R Ratzi .................. 307

Mechanical Properties of Mn-Cr-Mo Steels Nitrogen Sintered from
Hydrocarbon-Coated Powders
Stephen C Mitchell and Andrew S Wronski, Jordan Georgiev and Marin Stoytchev ............................................. 313

Study of Boron Behaviour during Sintering of Fe/Mo/B/C Alloys to Near Full Density
M. Sarasola, C. Tojal, F. Castro ........................................ 319

Microstructure and corrosion behavior of sintered Cu alloyed stainless steels
Jun’an WANG, Peng HE, Ying HE and Bangxin ZHOU .................. 327

Corrosion Behaviour of Sintered Duplex Stainless Steel
L Fedrizzi, A Molinari, F Felli, A Scicutelli, L Ippati, T Puscas and J Kazior ................................................................. 335
Supersolidus Sintering of Boron Doped Stainless Steel Powder Compacts
Ravi Bollina and Randall M. German ................................................................. 341

Microstructural Developments during Sintering of Mixtures of Austenitic Stainless Steels AISI 316L and Silicon Powders
J Kazior, A Szymanska, K Sikorski, T Pieczonka, A Molinari ................................. 349

Niobium Influence on As-Sintered 316L and 434L Stainless Steels and Performance at Low Temperature (300 °C)
J Abenojar, S Delgado, A González-Centeno, F Velasco ........................................ 355

Effect of Second Phase Dispersoids on Supersolidus Sintered Stainless Steels
Jayant Jain and Anish Upadhyaya ........................................................................... 361

Microstructural Characterisation of Sintered Ferritic Stainless Steels
AISI Microstructural 434L Modified by Mn, Ni and Si Elements
J Kazior, A Molinari, K Kurzydlowski, T Pieczonka, M Sekula, M Nykiel .................... 367

Densification of 316L Stainless Steel + Ni + Cu Powder Compacts
N Tosangthum, O Coovattanachai, Tongsri ............................................................ 375

High Nitrogen Sintered Stainless Steel Produced by Pressureless Sintering of Nitrogen Containing Powders Mixture
T Pieczonka, M Stoytchev, Tch Andreev ................................................................. 381

Effects of Niobium Carbide on the Reinforcement of the Properties of Sintered Stainless Steel
M Furukava, M D Oliveira Júnior, U U Gomes, C P Souza, C Alves Júnior, F Ambrozio Filho 389

Properties of Vacuum Sintered Duplex Stainless Steels
Marco Actis Grande, Daniele Ugues, Zbigniew Brytan, Mario Rosso, Leszek A. Dobrzanski 395

PM Tool Materials

Synthesis of WC/Co Composite Powder from Waste WC/Co Hard Metal Alloy
Gil-Geun Lee and Gook-Hyun Ha ............................................................................. 403

Complex Shaped Hardmetals by PIM
A Bose, D Walker, R Timmons, M Graham ............................................................. 409

The WC-Co2O4-C System Behaviour during Heating and Densification under Vacuum Tolochyn O I, Laptev A V, Ocun I Yu .............................................................. 419

Properties of WC-35%Ni Composite Prepared from Ultrafine WC-NiO-C Powders Laptev A, Tolochyn A ....................................................................................... 427

Development Progress: Sintered Tough-Coated Hard Powders (TCHPs)
R E Toth, I Smid, J Keane, R M German, P Ettmayer ............................................. 435

A Critical Overview of Cubic Carbide Phase in Hardmetals
Pritish Bhattacharya, R. Rengarajan, S. Ramesh Rao, P.T. Vasanthkumar K. Karthik 441

Hardmetal Coatings Produced by Thermal Spraying - Compositions, Processes, Properties and Applications
Lutz-Michael Berger ............................................................................................... 449

Cerium Enrichment Phenomenon on the Sinter Skin of Cemented Carbide
Li ZHANG, Wolf-Dieter Schubert, Bai-yun HUANG, Shu CHEN, Chuan-fu ZHANG ........ 455
Investigation on the Formation of Graded Structure in WC-Co Hard Alloy
Yong Liu, Haibing Wang, Yuehui He, Jiangao Yang ........................................... 461

Reliability of the Cemented Carbide Tool Insets on the Automatic Machine Tools
E. Dudkin .................................................................................................................. 467

Hot Explosive Coating of Steel Surfaces with Diamond Containing WC-Co Alloys
E. Chagelishvili, A. Peikrishvili, L. Kecskes, N. Chikhadze, M. Tsiklauri, B. Godibadze ........ 473

Gradient and Nano Structured Hardmetals
U. Schleinkofer, M. Dröschel, J. Glätzle, R. Kösters, M. Pöckl, T. Wolter ................................ 479

Functional Gradient Hardmetals for Milling Applications
Walter Lengauer, Alexander Eder, Klaus Dreyer, Henk van den Berg, H.-Werner Daub,
Dieter Kassel ........................................................................................................... 487

Alternative Approach to the Manufacture of Ultrafine Grained Hardmetal Powders
Andreas Bock, Andreas Schön und Burghard Zeiler ................................................. 495

Hardmetals with “Rounded” WC Grains
Ralf-Peter Herber, Wolf-Dieter Schubert, Benno Lux .............................................. 501

Nano Technology enters the Hardmetal Industry
K. Kopperer, A. Köpf, R. Pitonak, R. Weissenbacher, J. Garcia ...................................... 507

The Influence of Nickel Binder and its Content on Mechanical Properties of
WC-based Hardmetals
R. Yousefi, G. Besharati, K. Mohammad ..................................................................... 513

The Role of Binder on Corrosion Properties of Cemented Carbides
G. Mori, S. Sutthinuangwong, B. Schaffer, W. Grogger, R. Koesters ............................. 521

Effects of Ruthenium Additions on the Properties of WC-Co Ultra Micrograins
C. Bonjour, A. Actis-Data .......................................................................................... 529

Study on Magnetic-Mechanical Properties of TiCN-Based
Cermet with Sintering Conditions
Dong-Gil Ahn, Kern-Woo Lee, Joo-Wan Lee & Moshe Sharon .................................... 537

Effects of Ruthenium Additions on the Properties and on Machining
Behaviour of WC-Co Hard Metals
C. Bonjour ................................................................................................................. 543

Fracture Behavior of Hardmetals: Implementation of Flaw Configuration
Modeling and R-Curve Concepts
Y. Torres, D. Casellas, M. Anglada and L. Llanes ....................................................... 551

Mechanical and Wear Behaviour of Compression Sintered Hardmetals
H. Klaasen, J. Kubarsepp, A. Kahar .......................................................................... 557

An Assessment of Toughness Tests for Hardmetals
B. Roebuck and E. G. Bennett ....................................................................................... 563

Properties of Binderless Hardmetal Densified by SinterHIP, Hot Pressing and SPS
Volkmar Richter, Roland Holke, Monika v. Ruthendorf, Jürgen Schmidt, Yuri Grin ............ 573

Cermets on Basis of a High Volume Fraction of Hard Particles
G. Korb, R. Nagel ........................................................................................................ 579

Inorganic Interfacial Engineering of Hard Metals: Powder Processing and Compaction
E. Laarz, S. Johsson, K. M. Andersson, L. Bergstrom .............................................. 587
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Solid-state properties of binary, ternary and quaternary transition metal carbonitrides</td>
<td>593</td>
</tr>
<tr>
<td>Rudolf Königshofer, Antje Liersch, Walter Lengauer, Thomas Koch, Michael Scheerer, Wolfgang Hohenauer</td>
<td></td>
</tr>
<tr>
<td>Microstructure Study of Cr Doped WC-Co Alloys</td>
<td>599</td>
</tr>
<tr>
<td>A Delanoe, M Bacia, E Pauty, S Lay, C H Allibert</td>
<td></td>
</tr>
<tr>
<td>Investigation of the Mechanism of High Temperature Oxidation of TIC-5VC-18N1CR-2ALN Cermets</td>
<td>605</td>
</tr>
<tr>
<td>Lyudmyla Bodrova, Galyna Kramar, Vladlen Bodrov, Olena Mul</td>
<td></td>
</tr>
<tr>
<td>Origin of Grain Boundaries in Liquid-Phase-Sintered WC-Co Alloys</td>
<td>611</td>
</tr>
<tr>
<td>Jong-Dae Kim, Kern-Woo Lee, Joo-Wan Lee, and Suk-Joong L. Kang</td>
<td></td>
</tr>
<tr>
<td>Durability in Application of TiC-base Cermets</td>
<td>617</td>
</tr>
<tr>
<td>H Klaasen, J Kubarsepp, I Preis</td>
<td></td>
</tr>
<tr>
<td>Influence of Reactive Atmosphere Components on Outgassing and Sintering of Hard Metal Mixtures</td>
<td>623</td>
</tr>
<tr>
<td>Tim Gestrich, Gert Leitner, Klaus Jaenicke-Rößler</td>
<td></td>
</tr>
<tr>
<td>Silicide Materials for High Temperature Applications</td>
<td>629</td>
</tr>
<tr>
<td>M. Zumdick, A. Böhm, M. Achtermann, V. Seidel, G. Weber, B. Kieback</td>
<td></td>
</tr>
<tr>
<td>A New Cobalt Powder for the Use in Hard Metals</td>
<td>635</td>
</tr>
<tr>
<td>J Marjelund, K Pulkkinen, D Carroll, Y Pirogov</td>
<td></td>
</tr>
<tr>
<td>Fabrication of FeAl-WC by Combustion Synthesis and the Mechanical Properties</td>
<td>641</td>
</tr>
<tr>
<td>Akihiro Matsumoto, Keizo Kobayashi, Toshiyuki Nishio, Kimihiro Ozaki and Shuji Tada</td>
<td></td>
</tr>
<tr>
<td>Study of Effect of Increase of Durability of Chemical Bonding the Grains of Diamond-Like Materials, Doped Metal at Synthesis</td>
<td>647</td>
</tr>
<tr>
<td>A Ryzhkin, A Ilyasov, V Belytzkaya, A Neginskii, V Ilyasov, V Rubanov</td>
<td></td>
</tr>
<tr>
<td>Special Diamond Tools for Dry Drilling of Mineral Materials</td>
<td>651</td>
</tr>
<tr>
<td>W Tillmann, M Klaassen</td>
<td></td>
</tr>
<tr>
<td>Tools Provided with Polycrystal Diamond for Cutting of Diffucult-to-Work Materials</td>
<td>657</td>
</tr>
<tr>
<td>I L Pobol, A I Gordienko</td>
<td></td>
</tr>
<tr>
<td>The Influence of Physical-Mechanical Properties of Binder on Exploitation Characteristics of Diamond Wheels for Dry Cutting</td>
<td>663</td>
</tr>
<tr>
<td>Vitiax P A, Baran A A, Zvonariov E V</td>
<td></td>
</tr>
<tr>
<td>Microstructures and Properties of Near-Stoichiometric Iron-Cobalt Alloys</td>
<td>669</td>
</tr>
<tr>
<td>Janusz Konstanty, Wiktoria Ratuszek, Joanna Jamrozek</td>
<td></td>
</tr>
<tr>
<td>Serban DOMSA, Radu ORBAN</td>
<td></td>
</tr>
<tr>
<td>Microstructural and Mechanical Characterization of Iron and Copper Based Powders for Diamond Tools</td>
<td>681</td>
</tr>
<tr>
<td>C Menapace, E Bocchi, P Costa, A Molinari</td>
<td></td>
</tr>
<tr>
<td>Diamond-Like Carrying Composites with Hard-Metal Binder: Electronic Structure and Wear Resistance</td>
<td>687</td>
</tr>
<tr>
<td>A Varavin, E Masiakov, V Ilyasov</td>
<td></td>
</tr>
<tr>
<td>Sintered Co-Fe-Cu Materials</td>
<td>691</td>
</tr>
<tr>
<td>A Romanski</td>
<td></td>
</tr>
</tbody>
</table>