PROCEEDINGS OF THE 6TH INTERNATIONAL CONFERENCE ON THE BEARING CAPACITY OF ROADS AND AIRFIELDS, LISBON, PORTUGAL, 24–26 JUNE 2002

Bearing Capacity of Roads, Railways and Airfields

Edited by

A. Gomes Correia
Department of Civil Engineering and Architecture,
Technical University of Lisbon – IST, Portugal

Fernando E.F. Branco
University of Coimbra – FCT/UC
Consultants for Engineering and Environment – COBA, Portugal

VOLUME 2

A.A. BALKEMA PUBLISHERS  LISSE / ABINGDON / EXTON (PA) / TOKYO
Table of Contents

Introduction  IX  
A. Gomes Correia, Ivar Horvli

Preface  XI  
Fernando E.F. Branco

Organization  XIII

Asphalt mixtures

Sample Preparation Methods, Geometry and Temperature Control for Dynamic Shear Rheometers  787  
G.D. Airey, A.E. Hunter, B. Rahimzadeh

Evaluation of the Linear and Non-Linear Viscoelastic Behaviour of Bituminous Binders and Asphalt Mixtures  799  
G.D. Airey, B. Rahimzadeh, A.C. Collop

Experimental Procedures for Evaluating Asphalt Mix Stability Using the Superpave Gyratory Compactor  813  
F.M. Bayomy, S. Dessouky, E. Masad

Assessment of the Durability of High Modulus Base (HMB) Materials  823  
Y.K. Choi, A.C. Collop, G.D. Airey, R.C. Elliott, J. Williams, M.W. Heslop

Rheological Behaviour of Bitumens Modified with Reactive Polyurethanes  831  
A.C. Diogo, T. Barbosa, J.C. Bordado

Prediction of Rutting Resistance of Asphalt Mixtures  839  
R. Garba, I. Horvli

InSiSST – An Advanced In-Situ Facility for Measuring Shear Stiffness of Asphalt Pavements  851  
S.N. Goodman, W. Bekheet, Y. Hassan, A.O. Abd El Halim, J. Ponniiah

Comparative Study of Different Laboratory Quality Control Measures of Asphalt Concrete Mixes  865  
Y. Hassan, A.O. Abd El Halim, A. Mostafa
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>LINTRACK Rutting Research Project – Triaxial Testing Program</td>
<td>875</td>
</tr>
<tr>
<td>L.J.M. Houben, A. Miradi, A.E. van Dommelen</td>
<td></td>
</tr>
<tr>
<td>Testing Adhesion between Bitumen and Aggregate with the Rolling Bottle Test and the Boiling Test</td>
<td>889</td>
</tr>
<tr>
<td>T. Jørgensen</td>
<td></td>
</tr>
<tr>
<td>Advantages of Using Asphalt Emulsion Mixes in Cold Climates</td>
<td>899</td>
</tr>
<tr>
<td>J.-M. Konrad, J. Cummings, M. Muma</td>
<td></td>
</tr>
<tr>
<td>Permanent Deformation of Bituminous Mixes: Monotonous and Cyclic Contributions</td>
<td>911</td>
</tr>
<tr>
<td>M. Neifar, H. Di Benedetto, J.M. Piau, H. Odeon</td>
<td></td>
</tr>
<tr>
<td>The Influence of Fine Aggregate on the Bituminous Mixture Mechanical Behaviour</td>
<td>923</td>
</tr>
<tr>
<td>J.C. Pais, P.P.A. Pereira, M.C.M. Azevedo, L.G. Picado-Santos</td>
<td></td>
</tr>
<tr>
<td>Semi-flexible Materials for Heavy-Duty Pavements</td>
<td>933</td>
</tr>
<tr>
<td>J. Sundahl, J. Hede</td>
<td></td>
</tr>
<tr>
<td>Influence of Aggregate Characteristics on Asphalt Mixture Properties and Performance</td>
<td>943</td>
</tr>
<tr>
<td>M. Tia, B.E. Ruth, R. Birgisson</td>
<td></td>
</tr>
<tr>
<td>Unbound granular materials</td>
<td></td>
</tr>
<tr>
<td>Serviceability Design of Granular Pavement Materials</td>
<td>957</td>
</tr>
<tr>
<td>G.K. Arnold, A.R. Dawson, D. Hughes, S. Werkmeister, D. Robinson</td>
<td></td>
</tr>
<tr>
<td>Crushed Asphalt and Concrete as Unbound Road Materials – Comparisons of Field Measurements and Laboratory Investigations</td>
<td>967</td>
</tr>
<tr>
<td>J. Aurstad, I. Hoff</td>
<td></td>
</tr>
<tr>
<td>Origin, Usage and Production of Unbound Granular Materials for Road Construction</td>
<td>979</td>
</tr>
<tr>
<td>G. Bjarnason, H.G. Johansson, S. Davitt</td>
<td></td>
</tr>
<tr>
<td>Dynamic Triaxial Testing of Unbound Granular Base Course Materials</td>
<td>989</td>
</tr>
<tr>
<td>S. Erlingsson, B. Magnusdottir</td>
<td></td>
</tr>
<tr>
<td>Modeling Unbound Granular Material Response from Laboratory and Field Measurements</td>
<td>1001</td>
</tr>
<tr>
<td>G. Gidel, D. Breysse, A. Denis, P. Hornych</td>
<td></td>
</tr>
<tr>
<td>Light Weight Aggregate (LWA) Used in Road Pavements</td>
<td>1013</td>
</tr>
<tr>
<td>I. Hoff, A. Watt, E. Øiseth, A. Emdal, K.O. Amundsgård</td>
<td></td>
</tr>
<tr>
<td>Cost 337 – Unbound Granular Materials for Road Pavements</td>
<td>1023</td>
</tr>
<tr>
<td>M. Huhtala</td>
<td></td>
</tr>
</tbody>
</table>
Use of Steel Net Reinforcement in Unbound Pavement Layers
P. Kolisoja, H. Zarghampour, S. Salmenkaita

Current and Future Research Topics for Europe Identified by the COST 337 Action
A.A.R. Rubio, A.R. Dawson, R.A. Macdonald

Effect of Seasonal Changes on Strength and Deformation Properties of Unbound and Bound Road Aggregates
T. Saarenketo, P. Kolisoja, N. Vuorimies, H. Peltoniemi

Effect of Material Quality and Compaction on the Mechanical Behaviour of Base Course Materials and Pavement Performance
A.A. van Niekerk, A.A.A. Molenaar, L.J.M. Houben

The Development of a Permanent Deformation Design Model for Unbound Granular Materials with the Shakedown-Concept
S. Werkmeister, R. Numrich, F. Wellner

Soils

Threshold Stress and Asymptotic Stiffness of UK Clays in the Repeated Load Triaxial Test
M.W. Frost, P.R. Fleming, C.D.F. Rogers

Subgrade Characterization for Low Volume Road Design Using “Critical Period” Concept
N. Garg, M.R. Thompson

Alternative Methods of Determining Resilient Modulus of Subgrade Soils Considering Deformational Characteristics
D.S. Kim, G.C. Kweon

Modeling the Resilient Modulus of Soils
B. Ni, T.C. Hopkins, L. Sun, T.L. Beckham

Evaluating Compaction of Tropical Soils Using Soil Stiffness
P.S.K. Ooi, J. Pu

Moisture Related Problems in Stabilized Materials
I.M. Syed, T. Scullion

Directional Dependency of Modulus and Deformation Characteristics of Geofiber Stabilized Sands
E. Tutumluer, I.T. Kim, R.L. Santoni

Case histories

Maintenance and Repair of Airfield Apron Rigid Pavements
P. Colonna, V. Ranieri
Effect of Landing Gear Spacing on the Surface Deflection Response of Airport Pavements
N. Garg, M. Dong

Flexible Composite Pavement Evaluation Incorporating Bond between Layers
B.A. Hakim

Innovative Evaluation Methodology Reduces Maintenance Costs at Copenhagen Airport
J.C.H. Hede, J. Andersen, H.H. Bünner

Pavement Design Considerations for Container Terminal Areas: A Case Study
P. Herman, W. Haegeman, W. De Corte, E. De Winne

LINTRACK Rutting Research Project – ALT Testing Program
L.J.M Houben, C.H. Vogelzang, A.E. van Dommelen

Some Observations of Base Course Performance during Accelerated Pavement Testing
V.C. Janoo, E.R. Cortez

Effects of Different Tyre Mounts on the Fatigue Behaviour of a Thick Bituminous Pavement
H. Ódeon, C. Penant, J.-M. Piau

Importance of Complementing Index Tests with Mechanical Tests for Granular Materials Assessment: A Case Study
A. Petkovsek, A. Gomes Correia

Railways

Repeated Load Aggregate Degradation
V.A. Diyaljee

Effects of Cyclic Loading Conditions on the Behaviour of Railway Track in the Laboratory Model Tests
D. Hirakawa, H. Kawasaki, F. Tatsuoka, Y. Momoya

Performance Tests and Basic Design on Solid Bed Track on Asphalt Pavement
Y. Momoya, K. Ando, T. Horiike

Tests of Treated Subgrades and Capping Layers using Cementitious Binder in Railtrack Infrastructures
A. Quibel, M. Mudet

Dimensionless Sensitivity Diagrams in Mechanistic Railway Design
K.A. Skoglund

Author Index

VIII