Pipeline Technology Conference

9 - 13 May, 2004
Ostend, Belgium

Volume 1
Contents

Alphabetic list of principal authors ........................................... xxiii

Volume 1

Session 1: KEYNOTE LECTURES .................................................. 1

Improving long distance gas transmission economics:
X120 development overview .................................................. 3
C.W. Petersen, K.T. Corbett, D.P. Fairchild, S. Papka, and M.L. Macia,
ExxonMobil Upstream Research Co, Technology Applications Division, Houston, USA

Application of X80 in Japan: summary .................................... 31
T. Masuda, Pipeline Dept., Tokyo Gas Co Ltd, Tokyo, Japan
T. Watanabe, N. Hagiwara, H. Yatabe, S. Kawaguchi, H. Motohashi, and
N. Fukuda, Pipeline Technology Center, Tokyo Gas Co Ltd, Yokohama, Japan

The situation of advanced grade pipe steel in China .................... 41
Y. Wang, Institute of Metal Research, Chinese Academy of Science (CAS), Shenyang, PR China
J. Pan, Pipeline Bureau, China National Petroleum and Gas Company (CNPC), PR China

Dealing with present contracting philosophies of the oil and gas companies .................................................. 55
E. P. Heerema, Allseas Group SA, Chatel-St-Denis, Switzerland

Session 2: PLASTIC DESIGN 1 ..................................................... 63

Yield strength and plasticity of high strength linepipe .................. 65
A. Glover and B. Rothwell, TransCanada PipeLines Ltd, Calgary, Canada

Ductile fracture behavior of girth welded joints and strain based design for high strength linepipes ................................................. 81
N. Ishikawa, S. Endo, and S. Igi, Steel Research Laboratories, JFE Steel Corporation, Fukuyama, Japan
A. Glover and D. Horsley, TransCanada PipeLines Ltd, Calgary, Canada
M. Ohata and M. Toyoda, Graduate School of Engineering, Osaka University, Osaka, Japan

A plastic collapse solution for API 5L X65 gas pipeline .............. 99
J.-H. Baek and W.-S. Kim, Research and Development Centre, Korea Gas Corporation, Ansan, Korea
J.-B. Choi, School of Mechanical Engineering, Sungkunkwan University, Suwon, Korea
Session 3: LASER WELDING – LAWPIPET PROJECT .............. 115

Longitudinal welding by laser and/or plasma-laser process of high grade pipelines up to 16 mm thick for energy transport .......... 117
C. Vigreux, J. Claeyys, A. Thas Korik, Innovation R&D Arcelor, France
F. Briand, Air Liquide, Cergy-Pontoise, France
J.P. Mas, J.Y. Goalabre, Saipem SA St. Quentin Yvelines, France
A. Tazedakis, Corinth Pipeworks, Domvrena, Greece
C. Gérardin and A. Chehaibou, Institut de Soudure, Yutz, France
R. Denys, A. Lefèvre, Laboratorium Soete, Universiteit Gent, Belgium
E. Torstad, DnV, Hovik, Norway

Fracture initiation resistance and plastic straining capacity of longitudinally laser welded pipes containing flaws ...................... 135
A. Lefèvre, R. Denys, W. De Waele, Laboratorium Soete, Universiteit Gent, Belgium

Induction preheating and laser welding of high grade pipelines for energy transport: welding process optimisation .......... 153
C. Gérardin and A. Chehaibou, Institut de Soudure, Yutz, France

Session 4: PLASTIC DESIGN 2 ......................................................... 161

An engineering approach to the prediction of the tolerable defect size for strain based design .................................................. 163
R. Denys, W. De Waele, A. Lefèvre, and P. De Baets, Laboratorium Soete, Universiteit Gent, Belgium

Plastic straining capacity of axially loaded pipelines, experimental facts and critical considerations ........................................... 183
R. Denys, W. De Waele, A. Lefèvre, and P. De Baets, Laboratorium Soete, Universiteit Gent, Belgium

Weld strength mismatch effects on plastic straining capacity of axially loaded pipelines .......................................................... 209
R. Denys, W. De Waele, A. Lefèvre, and P. De Baets, Laboratorium Soete, Universiteit Gent, Belgium

Tensile strain limits of girth welds with surface-breaking defects
Part 1: An analytical framework .................................................. 235
Part 2: Experimental correlation and validation ............................... 251
Y.-Y. Wang and W. Cheng, Engineering Mechanics Corp. of Columbus, Columbus, USA
D. Horsley, A. Glover, and J. Zoe, TransCanada PipeLines Ltd, Calgary, Canada
Martin McLamb, BP, Aberdeen, UK

Weld mismatch effects on the strain behaviour of flaws in X100 (Grade 690) pipe and girth welds ........................................... 267
Y.-Y. Wang, Engineering Mechanics Corp. of Columbus, Columbus, USA
D. Horsley, TransCanada PipeLines Ltd, Calgary, Canada

Weld area mismatch and pressure effects in strain-based design .......... 279
W. Mohr, EWI, Columbus, USA
Strain based design guidelines for pipeline girth welds .................................. 291
B. Mohr, EWI, Columbus, USA
R. Gordon, EWI Microalloying, Houston, USA
R. Smith, UD Dept. of Transportation, Washington, DC, USA

Session 5: PIPELINE WELDING ................................................................. 313

Developments in the application of MIAB welding of pipelines ................. 315
L. Fletcher, C. Stubbs and G. Stecher, MIAB Pipeline Technology Pty
Limited, Bright, Australia

Friex - Friction welding of pipeline girth welds ........................................... 325
P. Afschrift, Denys NV, Gent-Wandelgem, Belgium
P. De Baets and W. De Waele, Laboratorium Soete, Universiteit Gent,
Belgium
K. Faes, Belgian Welding Institute, Gent, Belgium

Recent tandem welding developments for pipeline girth welding ............ 335
S.A. Blackman and T. Liratzis, Cranfield University, Bedford, UK
R. Howard and M.G. Hudson, BP, Sunbury, UK
D.V. Dorling, TransCanada PipeLines Ltd, Calgary, Canada

Mechanised welding on in-service pipelines ........................................... 357
S.A. Blackman and R. Holdstock, Cranfield University, Bedford, UK
W.A. Bruce, EWI, Cleveland, USA
D.V. Dorling, TransCanada PipeLines Ltd, Calgary, Canada

Validation of an in-situ weld repair procedure for “old” cellulosic
pipeline girth welds ................................................................................. 373
W.N. Schipaanboord, Nederlandse Gasunie, Groningen, Netherlands
R. Denis, W. De Waele, and A. Lefevre, Laboratorium Soete, Universiteit
Gent, Belgium

Novel arc welding developments for pipeline root welding ................. 389
S.A. Blackman, Cranfield University, Bedford, UK, J. Norrish, Univ. of
Wollongong, Australia, and D.D. Harwig, EWI, Columbus, USA

Evaluation of brittle fracture performance of girth welded joints
by beam welding ..................................................................................... 403
M. Toyoda, M. Ohata, Osaka University, Osaka, Japan
N. Ishikawa, T. Shinmiya, JFE Steel Corp, Fukuyama, Japan
M. Koçak, GKSS Research Center, Geesthacht, Germany

Session 6: DUCTILE FAILURE AND CRACK ARRESTORS ........... 421

Application of X80 into Japan: Fracture control ........................................ 423
S. Kawaguchi et al., Tokyo Gas Co, Pipeline Technology Center, Yokohama,
Japan

A study of ductile failure processes in high strength
linepipe using damage mechanics methods .......................................... 441
R.M. Andrews, Advantica Technologies, Loughborough, UK
S.H. Hashemi, I.C. Howard, and J.R. Yates, University of Sheffield, UK
A. Edwards, Exploration & Production Technology Group, BP Exploration,
Sunbury on Thames, UK
Ductile fracture resistance characterization measurement
improvements .............................................................................................................. 457
N. Pussegoda, A. Fredj, and A Dinovitzer, BMT Fleet Technology Ltd,
Kanata, Canada
A. Glover, D. Horsley, and L. Carlson, TransCanada PipeLines, Calgary,
Canada
Fracture propagation resistance evaluation of X100 TMCP
steel pipes for high pressure gas transportation pipelines by
full scale burst tests ........................................................................................................ 467
G. Demofonti, G. Mannucci, and M. Di Biagio, Centro Sviluppo Materiali -
Tenaris Group, Products Application, Rome, Italy
H.-G. Hillenbrand, Europipe GmbH, T.S., Ratingen, Germany
D. Harris, Corus Tubes, Hartlepool, UK
Crack arrester design by finite element analysis for X100
gas transportation pipeline .......................................................................................... 483
G. Mannucci, M. Di Biagio, and G. Demofonti, Centro Sviluppo Materiali
- Tenaris Group, Products Application, Rome, Italy
A. Fonzo and P. Salvini, University of Rome, Italy
A. Edwards, Exploration & Production Technology Group, BP Exploration,
Sunbury on Thames, UK
Crack arrestors .............................................................................................................. 501
H.-G. Hillenbrand, Europipe GmbH, Ratingen, Germany
H. Brauer and G. Knauf, Salzgitter Mannesmann Forschungsinstitut
GmbH, Duisburg, Germany
Design basis for fracture arrestors in gas transmission pipelines ............ 515
B.N. Leis, X.K. Zhu, T.P. Forte and B.C. Glenn, Battelle, Columbus, USA