59th Appita Annual Conference and Exhibition

incorporating the

13th ISWFPC
(International Symposium on Wood, Fibre and Pulping Chemistry)

Auckland, New Zealand
16 – 19 May 2005

PROCEEDINGS

Volume 1

Appita Conference sessions
<table>
<thead>
<tr>
<th>Paper No</th>
<th>Author(s)/Papers</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>1A21</td>
<td>The effects of changes in tranquil flow velocity on paper fibre orientation and formation ensis Papro pilot scale former M J Wedding, R J N Helmer, W D Raverty, N B Clark, G M Irvine, N Vanderhoek</td>
<td>1</td>
</tr>
<tr>
<td>1A22</td>
<td>Measurement of the air content of pulp suspension - sonar method T Stoor, A Ammala, J Niinimäki</td>
<td>7</td>
</tr>
<tr>
<td>1A23</td>
<td>Fibre suspension characterisation using heat transfer measurements with model synthetic fibres in flowing suspension K McShane, G G Duffy</td>
<td>13</td>
</tr>
<tr>
<td>1A31</td>
<td>Internal fibre length concentration in a pressure screen M J Atkins, M R W Walmsley, Z Weeds</td>
<td>23</td>
</tr>
<tr>
<td>1A32</td>
<td>Effect of furnish quality on pressure screen performance H Jokinen, M Karjalainen, J Niinimäki, A Ammala</td>
<td>31</td>
</tr>
<tr>
<td>1A33</td>
<td>Hydrocyclone sand separation P Yli-Vitala, H Jokinen, J Niinimäki, A Ammala</td>
<td>39</td>
</tr>
<tr>
<td>1B21</td>
<td>Advanced control and sensor technology in mechanical pulping M S Sidhu, A Lahouaoula, M Schijf, A Hird, R Vyse, T H Steele</td>
<td>45</td>
</tr>
<tr>
<td>1B22</td>
<td>Smart valve technology in modern pulp and paper plant M Hauhia</td>
<td>49</td>
</tr>
<tr>
<td>1B23</td>
<td>Coating drying measurement and control reduces variations and costs R MacHattie, A Paavola, D Watson</td>
<td>53</td>
</tr>
<tr>
<td>1B31</td>
<td>Techniques for managing project risks K Anderson, C Hastings, I L Sherman</td>
<td>59</td>
</tr>
<tr>
<td>1B32</td>
<td>PM3 at Whakatane - the engineering challenges M McCabe, S Carney, P Huddart</td>
<td>65</td>
</tr>
<tr>
<td>1B33</td>
<td>Providing productive capacity R Francis</td>
<td>67</td>
</tr>
<tr>
<td>2A11</td>
<td>The impact of the forest on paper grades P Cottenill</td>
<td>75</td>
</tr>
<tr>
<td>2A13</td>
<td>Fast-grown PGW fibre for superior communication papers S R Corson, J D Richardson</td>
<td>77</td>
</tr>
<tr>
<td>2A41</td>
<td>Wood, fibre, pulp and handsheet properties of tropical pine species grown in Columbia J C Bastridas, G Hodge, H Jameel, L F Osono</td>
<td>85</td>
</tr>
<tr>
<td>2A42</td>
<td>Influence of wood source on radiata pine TMP handsheet properties T G Jones, J D Richardson, K D Murtin</td>
<td>87</td>
</tr>
<tr>
<td>2A43</td>
<td>Analysis of debarking times using pilot scale drum A Isokangas, A Hyvonen, K Pollanen, K Leiviska</td>
<td>95</td>
</tr>
<tr>
<td>Paper No</td>
<td>Author(s)/Papers</td>
<td>Page</td>
</tr>
<tr>
<td>----------</td>
<td>---------------------------------------------------------------------------------</td>
<td>------</td>
</tr>
<tr>
<td>2B11</td>
<td>The characterisation of polyamide epichlorohydrin resin on paper in the wet</td>
<td>101</td>
</tr>
<tr>
<td></td>
<td>strength - relationship between beating degree of pulp and wet strength</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Y Ozaki, D W Bousfield, S M Shaler</td>
<td></td>
</tr>
<tr>
<td>2B12</td>
<td>Quaternary ammonium surfaces for antimicrobial packaging</td>
<td>107</td>
</tr>
<tr>
<td></td>
<td>J A Lloyd, F A Signal</td>
<td></td>
</tr>
<tr>
<td>2B13</td>
<td>Adsorption behaviour of cationic fixatives and their effect on pitch deposition</td>
<td>115</td>
</tr>
<tr>
<td></td>
<td>L Maher, K R Stack, D S McLean, D E Richardson</td>
<td></td>
</tr>
<tr>
<td>2B21</td>
<td>A study of the interactions leading to wood pitch deposition</td>
<td>123</td>
</tr>
<tr>
<td></td>
<td>D Vercoe, K Stack, A Blackman, D Richardson</td>
<td></td>
</tr>
<tr>
<td>2B22</td>
<td>Wood extractives - Is colloid thermal stability a suitable measure of pitch</td>
<td>131</td>
</tr>
<tr>
<td></td>
<td>deposition potential?</td>
<td></td>
</tr>
<tr>
<td></td>
<td>D Richardson, J E Mosby, M Grubb</td>
<td></td>
</tr>
<tr>
<td>2B23</td>
<td>Wood pitch fixative selection by capillary electrophoresis</td>
<td>137</td>
</tr>
<tr>
<td></td>
<td>D S McLean, M C Breadmore, K R Stack, D E Richardson, P R Haddad</td>
<td></td>
</tr>
<tr>
<td>2C11</td>
<td>Improving the strength of paperboard while opening the window on fibre</td>
<td>143</td>
</tr>
<tr>
<td></td>
<td>reduction</td>
<td></td>
</tr>
<tr>
<td></td>
<td>M Penman</td>
<td></td>
</tr>
<tr>
<td>2C12</td>
<td>Advanced press felt management for improved quality and paper machine</td>
<td>145</td>
</tr>
<tr>
<td></td>
<td>performance</td>
<td></td>
</tr>
<tr>
<td></td>
<td>R P Shead</td>
<td></td>
</tr>
<tr>
<td>2C13</td>
<td>Measures for quality and service life improvement of longitudinal slitting</td>
<td>155</td>
</tr>
<tr>
<td></td>
<td>tools - Is your slitting system cutting into your profits?</td>
<td></td>
</tr>
<tr>
<td></td>
<td>H Herkenrath</td>
<td></td>
</tr>
<tr>
<td>2C21</td>
<td>Electrochromic conducting polymers and packaging products. polymer</td>
<td>159</td>
</tr>
<tr>
<td></td>
<td>selection and methods of application</td>
<td></td>
</tr>
<tr>
<td></td>
<td>P Subramanian, N Clark, R Helmer, N Vanderhoek, R Engelhardt, L Spiccia, J</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Barasci, B C Kim, S A Ashraf, S Moulton, O Ngamna, J Chen, C Too, G Wallace</td>
<td></td>
</tr>
<tr>
<td>2C22</td>
<td>New conducting polymer and metallized composites with paper and wood</td>
<td>167</td>
</tr>
<tr>
<td></td>
<td>and their potential applications</td>
<td></td>
</tr>
<tr>
<td></td>
<td>J H Johnston, M J Richardson, J Moraes, F Kelly, T Bormann</td>
<td></td>
</tr>
<tr>
<td>2C23</td>
<td>Improving the adhesion strength of wood cross-lap joints by flame treatment and</td>
<td>173</td>
</tr>
<tr>
<td></td>
<td>solvent extraction</td>
<td></td>
</tr>
<tr>
<td></td>
<td>P Widsten, W S Gutowski, S Li, T Cerra, S Molenaar, M Spicer</td>
<td></td>
</tr>
<tr>
<td>3A12</td>
<td>High efficiency dryer stabilisers</td>
<td>179</td>
</tr>
<tr>
<td></td>
<td>M K dos Santos, U Knotzer</td>
<td></td>
</tr>
<tr>
<td>3A13</td>
<td>Advanced wet end process - A new engineering concept for approach flow systems</td>
<td>185</td>
</tr>
<tr>
<td></td>
<td>K Wellhausser, A Gommel</td>
<td></td>
</tr>
<tr>
<td>Paper No</td>
<td>Author(s)/Papers</td>
<td>Page</td>
</tr>
<tr>
<td>----------</td>
<td>-----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------</td>
<td>------</td>
</tr>
</tbody>
</table>
| 3A41     | kajaaniPulpExpert, on-line automatic pulp laboratory with revolutionary new fibre and shive measurement  
M Kauppinen, P Lehtikoski, T Rippa, A Salopuro                                                                                                                                                               | 193  |
| 3A42     | Development and application of a new laboratory method for measuring retention  
W Falkenberg, J Belle, K Waters, T Kinnersley, D Waetzig                                                                                                                                                      | 203  |
| 3A43     | Online measurement of paper porosity profiles  
A N Paavola, B C Garnett, T H Steele, A Hird                                                                                                                                                                         | 211  |
| 3B11     | A study of CRX thickener on a high-speed, laboratory film-press coater  
B H Hutton, J C Leye, F Kendel                                                                                                                                                                                 | 217  |
| 3B12     | Nanostructured materials and their use in ink receptor layers  
D Neumann, W Raverty, N Vanderhoek                                                                                                                                                                               | 225  |
| 3B13     | Relationships between print visual assessment and image analysis  
S M Loffler, V J Dusting, N Vanderhoek, S Nikolovska                                                                                                                                                            | 231  |
| 3B21     | The interesting properties and behaviour of sized paper observed in the event of a liquid drop impaction  
D Kannangara, W Shen                                                                                                                                                                                          | 237  |
| 3B22     | Flexographic printing on tissue  
S M Loffler, V J Dusting, N Vanderhoek, S Nikolovska                                                                                                                                                        | 249  |
| 3B23     | On the use of ink transfer parameters for characterisation of printing papers  
S P Singh, M Garg                                                                                                                                                                                            | 257  |
| 3B31     | Ink-fountain solution interaction in lithography Part II Visualizing the fountain solution droplets in ink vehicle by 3-dimensional image construction  
F Liu, W Shen, I H Parker                                                                                                                                                                                      | 267  |
| 3B32     | The print-through of newsprint with different sheet structures  
A R Dickson, N J Dooley, C M Sloane                                                                                                                                                                               | 275  |
| 3B33     | Comparison of size distributions of lint particles from different printing operations  
A Sudarno, C Gujjan, S Rand, P Janko, W Batchelor, P Banham                                                                                                                                               | 279  |
| 3B41     | Effects of Kappa number on fibre charge of radiata pine kraft pulps  
N K Bhardwaj, T D Duong, K L Nguyen                                                                                                                                                                          | 285  |
| 3B42     | Fibre charge of unbleached and bleached pinus radiata kraft pulps subjected to different degrees of refining  
T D Duong, N K Bhardwaj, K L Nguyen                                                                                                                                                                           | 291  |
| 3B43     | Surface chemistry of earlywood and latewood radiata pine and Douglas fir kraft fibres  
T O'Reilly, M Walmsley, K Hodgson, J Richardson, J Lloyd                                                                                                                                                       | 297  |
<table>
<thead>
<tr>
<th>Paper No</th>
<th>Author(s)/Papers</th>
<th>Page</th>
</tr>
</thead>
</table>
| 3C21    | Characterization and biodegradability of effluents derived from hot acid hydrolysis and hot chlorine dioxide bleaching of eucalyptus pulp  
C M Gomes, A H Mounteer, N R N Delantonio, J L Colodette, C M Silva     | 299  |
| 3C22    | A model to predict the influence of basis weight variation or hardwood share on some strength and optical properties of paper  
N-A Shahram, M M Nazhad                                                   | 305  |
| 3C23    | Targeted modification of fibre surface properties  
A Suurnäki, T Oksanen, S Grönqvist, M Orlandi, C Canevali, J Pere, L Viikari | 315  |
| 3C31    | Alkaline peroxide mechanical pulping of oil palm lignocellulosics. Part 3,  
Silica and desilication of EFB surface  
Amiza Ghazali, Wan Rosli Wan Daud, K Law                                    | 317  |
| 3C32    | The potential for bagasse pulping in Australia  
G Covey, T Rainey, D Shore                                                  | 325  |
| 3C33    | Design of environmentally benign nonwood pulp plant  
J Anttila, Pasi P Rousu, Parvi P Rousu, K J E Hytönen, J P Tanskanen       | 335  |
| 3C41    | Nonwood pulp constituents Part I - The effect on pulp and paper properties  
P Rousu, J Niinimäki                                                     | 343  |
| 3C42    | Nonwood pulp constituents Part II - Combined use of Bauer-McNett apparatus and optical analyser  
P Rousu, J Niinimäki                                                      | 351  |
| 3C43    | The linear and regular character of straw lignin  
B Benjelloun-Mlayah, Y Le Bigot, J Banoub, M Delmas                      | 359  |
| 4A11    | Choice and substitution  
J White                                                                            | 365  |
| 4A13    | New development of two-drum winder and wrapping machine for newsprint  
S Hubner                                                                | 367  |
| 4A21    | The appearance of "white" papers  
J S Bonham                                                            | 369  |
| 4A22    | Effect of fluorescent whitening agent and tinting dye on optical properties of paper  
Byung-Ho Yoon, Li-Jun Wong, Fu-Shan Chen, Kook-Hun An                      | 377  |
| 4A31    | Optimizing high-consistency refining conditions for good sack paper quality  
N Gumagul, S Ju, P Shallhorn, K Miles                                        | 379  |
| 4A32    | Some observations on curl of linerboard due to one sided wetting  
P Katugampola, S Loffler, R E Johnston                                       | 387  |
| 4A33    | Analysis of creep failure of corrugated board in changing or cyclic humidity regimes  
D Morgan                                                                | 393  |
<table>
<thead>
<tr>
<th>Paper No</th>
<th>Author(s)/Papers</th>
<th>Page</th>
</tr>
</thead>
</table>
| 4A41     | A new technique to measure paper roughness  
J.S. Bonham, M. Reich, R. Faltas | 401  |
| 4A42     | Accelerated ageing of copy papers containing recycled fibre  
J.S. Bonham, B. Rolniczak | 407  |
| 4A43     | Effect of fines distribution on press dewatering and physical properties of multiply sheet  
Hye Jung Yoon, Hak Lae Lee, Tae Young Kang, Jung Hoon Huh, Ik Sun Choi | 415  |
| 4B11     | Growth-layer-level fibre and wood property variation and interrelationships for two radiata pine trees with mild and severe compression wood  
R.P. Kibblewhite, R. Evans, M J.C. Riddell | 421  |
| 4B12     | Near Infrared Spectroscopy calibrations for pulp yield and basic density of 8 year old Eucalyptus dunnii using samples from contrasting sites  
A Muneni, T Daido, M Henson | 431  |
| 4B13     | Paper quality real time optimisation  
R Loberg, B Fox, D Cole, U Launonen, D Cloutier | 435  |
| 4B21     | Potential of Acacia species as pulpwood in Thailand  
R Malinen, S Pisuttipiched, H Kolehmainen, F Nilawati Kusuma | 443  |
| 4B22     | Indonesia - the challenge of sustainability  
J White | 451  |
| 4B31     | Development of sawdust cooking  
R Korpinen, T Hullholm, B Lonnberg, S Achren | 453  |
| 4B32     | Short sequence bleaching without penalties - Options for Eucalyptus pulp  
H U Suess, K Schmidt, B Hopf | 461  |
| 4B33     | The hazards of peracetic acid bleaching a comparative risk ranking between experts and laypeople  
B Laycock, G Covey, S Grist | 469  |
| 4B41     | Chlorine dioxide plant absorption system optimisation and emission reduction  
R Wilks | 481  |
| 4B42     | Understanding lime calcination kinetics for energy cost reduction  
W Moffat, M R W Walmsley | 487  |
| 4B43     | Lime kiln optimisation - Managing the inputs to stabilise the outcome  
H Imelainen, M Loukiola, U Lainonen | 495  |
|          | A new shoe press design for graphic papers: PMT's 'SMARNIP® Mini Shoe Press'  
V Canelli | 501  |
|          | Discussions of a new method for the study of kinetics of cooking  
Wang Jiam, Z Huayu, C Jiachuan | 505  |
<table>
<thead>
<tr>
<th>Paper No</th>
<th>Author(s)/Papers</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Integrating wood quality economic factors into tree breeding and global wood trading: The new paradigm for the forest products industry</td>
<td></td>
</tr>
<tr>
<td></td>
<td>S Potter</td>
<td>509</td>
</tr>
<tr>
<td></td>
<td>Modelling of the pulping process using radial basis function neural network</td>
<td></td>
</tr>
<tr>
<td></td>
<td>W D Wanrosli, Z Zainuddin, E A Lim</td>
<td>511</td>
</tr>
</tbody>
</table>