SPE
Eighth International Symposium on
Oilfield Scale

May 31 - June 1, 2006
Aberdeen, United Kingdom
<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>SPE 99541 A New Correlation Predicting the Formation of Iron Sulfide Precipitation in Wastewater Disposal Wells</td>
<td>A. Bahadori, Natl. Iranian South Oil Co., and K. Zeidani, U. of Alberta</td>
</tr>
<tr>
<td>5</td>
<td>SPE 99680 Identification of the Source of Low-Salinity Water Produced From a Subsea Well in the Birch Field and Implications for Scale Management</td>
<td>R.A. McCartney, GeoScience Ltd., and G. Coghlan and A. White, Venture Production plc</td>
</tr>
<tr>
<td>17</td>
<td>SPE 99683 Evaluation of Latest Techniques for Remedial Treatment of Scale Depositions in Petroleum Wells</td>
<td>J. Gholinezhad, Research Inst. of Petroleum Industry</td>
</tr>
<tr>
<td>24</td>
<td>SPE 100356 The Evaluation of Enhanced (Carbonate/Sulfate) Scale-Dissolver Treatments for Near-Wellbore Stimulation in Subsea Production Wells, Gulf of Mexico</td>
<td>M.M. Jordan and D. Marlow, Nalco; T.L. Johnson, BP America; and C. Johnston, Nalco</td>
</tr>
<tr>
<td>41</td>
<td>SPE 100357 The Development of a Revolutionary Scale-Control Product for the Control of Near-Wellbore Sulfate Scale Within Production Wells by the Treatment of Injection Seawater</td>
<td>I.R. Collins and S.D. Duncum, BP, and M.M. Jordan and N.D. Feasey, Nalco</td>
</tr>
<tr>
<td>69</td>
<td>SPE 100430 Preventing Naphthenate Stabilised Emulsions and Naphthenate Deposits on Fields Producing Acidic Crude Oils</td>
<td>C. Hurtevent, Total, and S. Ubbels, Champion Technologies</td>
</tr>
<tr>
<td>76</td>
<td>SPE 100440 Using Synchrotron Radiation Wide-Angle X-Ray Scattering (WAXS) To Study the Inhibition Effect of DiEthyleneTriaminePenta (MethylenePhosphonic Acid) (DETPMP) on CaCO₃ Scale Formation</td>
<td>T. Chen and A. Neville, U. of Leeds; K. Sorbie, Heriot-Watt U.; and Z. Zhong, Brookhaven Natl. Laboratory</td>
</tr>
</tbody>
</table>
95 SPE 100452 Studying the Scaling Mechanism of Low-Permeability Reservoirs Using Visual Real-Sand Micromodel
Ren Xiaojuan, Xi'an Shiyou U., and Wu Pingchang, ChangQing Oil Field Branch, PCL; Qu Zhihao, Northwest U., China; and Shi Chengen, ChangQing Oil Field Branch, PCL

102 SPE 100456 Field Application of Emulsified Scale Inhibitor Treatment To Mitigate Calcium Carbonate Scale in Horizontal Wells

111 SPE 100465 Observations of Well Productivity and Skin in Sand-Control Completions Exposed to Precipitation of Sulfate Scales in the Near-Wellbore Area: A Case Study
T.G. Aksland and J.S. Andrews, Statoil ASA

130 SPE 100466 Field Experiences in the Application of an Inhibitor/Additive Interaction Package To Extend an Inhibitor Squeeze Life

140 SPE 100472 Hydrate-Inhibited Scale Inhibitor for Use on Subsea Templates

154 SPE 100480 Design of Low-Sulfate Seawater Injection Based Upon Kinetic Limits
J.E. McElhiney, Pratt Technology Management, and M.B. Tomson and A.T. Kan, Rice U.

165 SPE 100494 Mechanistic Understanding of Rock/Phosphonate Interactions and the Effect of Metal Ions on Inhibitor Retention

178 SPE 100508 Downhole Scale Management in Gorm, Dan, and Halfdan, and Implications to Industry Trends
T. Jones, J. Koldig, and H.H. Kogsbøll, Mærsk Olie og Gas A/S

184 SPE 100512 Injectivity Impairment Due to Sulfate Scaling During PWRI: Analytical Mode
P. Bedrikovetsky, North Fluminense State U. (LENEP/UENF); E. Mackay, Herriot-Watt U.; R.P. Monteiro and F. Patricio, LENEP/UENF; and F.F. Rosário, Petrobras/CENPES

199 SPE 100513 The Kinetics of Sulfate Deposition in Seeded and Unseeded Tests
L.S. Boak and K.S. Sorbie, Heriot-Watt U.

210 SPE 100515 Scale Inhibitor Core Floods in Carbonate Cores: Chemical Interactions and Modelling
S. Baraka-Lokmane and K.S. Sorbie, Heriot-Watt U.
224  SPE 100516 Impact of In-Situ Sulfate Stripping on Scale Management in the Gyda Field  
E. Mackay, K. Sorbie, and V. Kavle, Heriot-Watt U.; E. Sørhaug and K. Melvin, Talisma; and K. Sjursæther and M. Jordan, Naico

235  SPE 100517 Analysis of Organic Field Deposits: New Types of Calcium Naphthenate Scale or the Effect of Chemical Treatment?  

251  SPE 100518 Analysis of the Mechanism of Transport and Retention of Nonaqueous Scale-Inhibitor Treatments in Cores Using Novel Tracer Techniques  
R.A. Shields, K.S. Sorbie, and M.A. Singleton, Heriot-Watt U., and H. Guan, Champion Technologies

259  SPE 100520 Placement Using Viscosified Non-Newtonian Scale-Inhibitor Slugs: The Effect of Shear Thinning  
K.S. Sorbie and E.J. Mackay, Heriot-Watt U.; I.R. Collins, Heriot-Watt U. and BP Exploration; and R. Wat, Statoil

269  SPE 100521 Development of a Nonaqueous Scale-Inhibitor Squeeze Simulator  
O. Vazquez, E.J. Mackay, and K.S. Sorbie, Heriot-Watt U.

277  SPE 100522 Effect of Hydrate Inhibitors on Calcite, Sulfates, and Halite Scale Formation  

290  SPE 100598 Quasinatural Consolidation of Poorly Consolidated Oilfield Reservoirs  
T. Larsen, NTNU; M. Lioliou, ICE HT/FORTH; and L.O. Josang and T. Ostvold, NTNU

300  SPE 100603 Precipitation and Dissolution of Minerals During Waterflooding of a North Sea Oil Field  

309  SPE 100611 Laboratory and Field Prediction of Sulfate Scaling Damage  
P.G. Bedrikovetsky, North Fluminense State U. (LENEP/UFEN); E. Mackay, Herriot-Watt U.; R.P. Monteiro, LENEPIENF; P.M. Gladstone, Cefet-Campos/UNED Macaé; and F.F. Rosário, Petrobras/CENPES

327  SPE 100627 Development of Appropriate Test Methodologies for the Selection and Application of Lead and Zinc Sulfide Inhibitors for the Elgin/Franklin Field  

342  SPE 100631 Simulating Chemical Placement in Complex Heterogeneous Wells  
R. Stalker, G.M. Graham, and F. Wahid, Scaled Solutions Ltd.

359  SPE 100632 Simulating Calcium Naphthenate Formation and Mitigation Under Laboratory Conditions  
S.J. Dyer, H.L. Williams, and G.M. Graham, Scaled Solutions Ltd.; C. Cummine and K.B. Melvin, Talisman Energy; and F. Haider and A.E. Gabb, BG Group
370 SPE 100653 Field Experience To Assess Efficiency of Scale-Dissolver Treatment in a Subsea Deepwater Well

377 SPE 100660 Late-Life Production Boost for BP Miller With Combined Scale Squeeze and Chemical Water-Shutoff Treatments
G. Williams, A. MacDonald, and J. Wylde, Clariant Oil Services; C. Shields, C. Smitten, and H. Frampton, BP Exploration Operating Co.; J'. Morgan, Jimtech; and A. Morris, Alamo Ecosse

384 SPE 100662 Scale-Inhibitor Testing for Multiphase Pipelines in a Subsea-to-Shore Development With a Closed MEG-Loop System
E.N. Halvorsen, A.M.K. Halvorsen, K. Ramstad, T. Tydal, and C. Biørnstad, Hydro Oil & Energy