GEOTECHNICAL ENGINEERING
IN THE INFORMATION
TECHNOLOGY AGE

PROCEEDINGS OF GEOCONGRESS 2006

February 26–March 1, 2006
Atlanta, Georgia

SPONSORED BY
The Geo-Institute of the American Society of Civil Engineers

EDITED BY
Don J. DeGroot, Sc.D., P.E.
Jason T. DeJong, Ph.D.
J. David Frost, Ph.D., P.E.
Laurie G. Baise, Ph.D.

Volume 1 of 3

Printed from CD-ROM with permission by:
Curran Associates, Inc.
57 Morehouse Lane
Red Hook, NY 12571
www.proceedings.com
CSIN: 9999900079

Published by the American Society of Civil Engineers
Contents – Volume 1

Plenary Papers

1 Geotechnology: Paradigm Shifts in the Information Age; J. Carlos Santamarina
16 Spaceborne and Airborne Remote Sensing for Geotechnical Applications; Ellen M. Rathje, Kyu-seok Woo, and Melba Crawford
35 Modeling and Simulation of Stochastic Data; K.-K. Phoon
52 Geotechnical Engineering and Judgment in the Information Age; W. Allen Marr
69 Experimental Validation of Particle-Based Discrete Element Methods; Catherine O’Sullivan, Jonathan D. Bray, and Liang Cui
87 Engineering in Three Dimensions: Immersive Virtual Environments, Interactivity, and 3D User Interfaces for Engineering Applications; Doug A. Bowman, Andrew A. Ray, Marte S. Gutierrez, Matthew Mauldon, Joseph E. Dove, Erik Westman, and Mehdi Setarch

Sensing Methods and Devices

Sensing Methods and Devices in Geoenvironmental Engineering

104 Advances in Water Content Measurement with Distributed Fiber-Optic Sensor; Sibel Pamukcu, Sylvain Texier, and Jean Toulouse
110 Evaluation of Permeability of Containment Slurry Walls; Marco Boscardin, Cameron Patterson, Mark Landis, Jean-Claude Younan, and Douglas Aghjayan
116 Use of CPT Resistivity and Dissipation Tests for Delineating Liquid Levels in a Landfill; S. M. Opdyke, C. A. Lazarte, R. D. Espinoza, and A. M. Germain
127 Development of a Settlement Profiling System to Assess MSW Compression Characteristics; Robert C. Bachus, Tamara E. Zettler, and James E. Fleming
133 Foil Strain Gage Attachment Techniques for Geotextile and Geogrid; Kimberly A. Warren, Jeremy A. Brooks, and Isaac L. Howard
139 How to Take a Truly Representative Environmental Sample; John P. Jent, Richard C. Callahan, Roy S. Levenger, and Eric R. Ellis
145 Estimation of Bare Soil Evaporation Using Fuzzy Modeling; D. R. Harp, J. C. Stormont, M. M. Reda Taha, E. Farfan, and J. Coonrod
151 High Frequency Data Acquisition System for Field Measurement of Hydraulic Conductivity in a Sand Aquifer; Philip J. Dunaj, Don J. DeGroot, and David W. Ostendorf
157 Hydraulic Conductivity: Comparison between Field Testing and Indirect Techniques; Amina A. El-Daly and Nasr O. Farag

Measurement of Soil Properties

163 Broadband Characterizations of Material Permittivity with a Small-Sized Open-Ended Coaxial Probe; Xiaobo Dong and Yu-Hsing Wang
168 Quantification of Shear-Induced Wear on Curved Surfaces; Andrew R. Fuggle, J. David Frost, and Mehmet Iscimen
174 Rate-Dependent Behavior of Sands Subjected to Cyclic Loads; Lynn A. Salvati and LeQuang Anh Dan

179 Measurement of Small Strain Shear Modulus Anisotropy on Unconfined Clay Samples Using Bender Elements; Melissa M. Landon and Don J. DeGroot

185 An Automated Control System for Undrained Monotonic and Cyclic Simple Shear Tests; D. Porcino, G. Caridi, M. Malara, and E. Morabito

191 Introducing Sound Analysis Technique into Simulation of Crushing of Granular Materials; Haydar Arslan and Gokhan Baykal

197 Improved Soil Property Classification through Automated Triaxial Stress Path Testing; Derrick D. Dasenbrock and Rachid Hankour

203 Evaluation of Static Liquefaction Susceptibility of Sands with Triaxial Test; S. Altun and A. B. Goktepe

207 Static Cone Penetration Resistance of Cemented Sands: A Laboratory Investigation; Waddah Akili

213 Spatial Distribution of Electric Cone Tip Resistance Measurement with Depth for a Burleson Clay Site; James B. Nevels, Jr.

219 Hybrid Penetration for Geotechnical Site Investigation; Stephen P. Farrington and James D. Shinn II

224 Subsurface Investigation Using an Unique Hydraulically Operated Jackhammer and a Flow Through Sampler; Arvind Phukan

230 Processing, Soil Profiling and Pile Capacity Analysis from CPTu Data by “UniCone”; Abolfazl Esfami and Bengt H. Fellenius

236 A Multi Piezo Friction Attachment for Penetration Testing; Gregory L. Hebeler and J. David Frost

Advanced Sensing Systems

242 Dynamic Strains with Brillouin Scattering Distributed Fiber Optic Sensor; Sibel Pamukcu, Fatih Cetisli, Sylvain Texier, Clay Naito, and Jean Toulouse

248 An Application of Fiber Bragg Grating Sensor to Piles; Woojin Lee, Wonje Lee, and Rodrigo Salgado

254 The Use of Fibre Optic Sensors to Monitor Pipeline Response to Tunnelling; T. E. B. Vorster, K. Soga, R. J. Mair, P. J. Bennett, A. Klar, and C. K. Choy

260 Study on the Monitoring System of Slope Failure Using Optical Fiber Sensors; Shunji Kato and Hidetoshi Kohashi

266 Detection of Slope Instability Using 3D LiDAR Modelling; C. G. Duffell, D. M. Rudrum, and M. R. Willis

271 Mobile Computer for Portable Field Instrumentation System; Xiong Yu and Vincent P. Drnevich

277 Wireless Crack Measurement for Control of Construction Vibrations; Charles H. Dowding, Hasan Ozer, and Mathew Kotowsky

283 The Use of Low-Cost MEMS Accelerometers for the Near-Surface Monitoring of Geotechnical Engineering Systems; Keith Hoffman, Richard Varuso, and Dante Fratta

289 Ground Motion Detection in Rural Areas Using Satellite Interferometry; C. G. Duffell, M. R. Willis, M. Haynes, and D. M. Rudrum

295 Advanced Processing of Time Domain Reflectometry for Improved Slope Stability Monitoring; Stephen P. Farrington and Shad M. Sargand
Advanced Sensing and Monitoring Techniques for Earthwork QA/QC

Compaction Monitoring Using Intelligent Soil Compactors; R. Anderegg, Dominik A. von Felten, and Kuno Kaufmann

Numerical Simulation of the BCD for Compaction Control; Keunyoung Rhee and Jean-Louis Briaud

Refined One-Step TDR Method for Water Content and Density; Vincent P. Drnevich, Xiong Yu, Carlos Zambrano, and Robert Nowack

Power-Based Compaction Monitoring Using Vibratory Padfoot Roller; David J. White, Max Morris, and Mark Thompson

A Case Study on Quality Management of Unbound Layers with Seismic Methods; Soheil Nazarian and Manuel Celaya

The Influence of Heterogeneity on Vibratory Roller Compactor Response; Michael A. Mooney, Robert V. Rinehart, and Paul van Susante

Applications of X-Ray Computed Tomography

Nondestructive Measurements of Soil Geotechnical Properties Using X-Ray Computed Tomography; Robert L. Mokwa and Brent Nielsen

Visualization of Permeability Phenomena in Lightweight Treated Soil Mixed with Air Foam Using Micro-Focus X-Ray CT Scanner; Y. Kikuchi, T. Nagatome, and J. Otani

Development of a New X-Ray CT Permeation Test System and Application to PorousRocks; D. Fukahori, A. Sato, and K. Sugawara

Application of X-Ray CT on Boundary Value Problems in Geotechnical Engineering—Research on Tunnel Face Failure; D. Takano, J. Otani, H. Nagatani, and T. Mukunoki

Analysis of Open Crack in Rock by X-Ray CT; A. Sato, D. Fukahori, A. Takebe, A. Sawada, and K. Sugawara

Application of X-Ray CT on Boundary Value Problems in Geotechnical Engineering—Research on Ground Failure Due to Lateral Pile Loadings; K. D. Pham, J. Otani, Y. Watanabe, and T. Mukunoki

Sensing Methods/Data Synthesis

Performance Monitoring of Drainable Bases under Asphalt Pavement; Robert Y. Liang, Khaled Al-Akhras, and Samer Rabab’ah

Use of Data and Device Integration for Evaluation of Pavement Systems; Soheil Nazarian and Imad Abdallah

Mechanical Response of Asphalt-Pavements under Static and Moving Wheel-Load; Carlo Rabaiotti and Markus Caprez


Interactive GIS Map-Based Decision Support Program on Multiyear Pavement Needs Analysis; Bo Gao, Yiching Wu, Yichang (James) Tsai, and James S. Lai
<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>398</td>
<td>WiscLEACH: A Model for Predicting Ground Water Impacts from Fly-Ash</td>
<td>Lin Li, Craig H. Benson, Tuncer B. Edil, and Bulent Hatipoglu</td>
</tr>
<tr>
<td></td>
<td>Stabilized Layers in Roadways;</td>
<td></td>
</tr>
<tr>
<td>404</td>
<td>Effect of the Crack Prevention of Asphalt Pavement Using Geosynthetics;</td>
<td>Sam-Deok Cho, Dae-Young Lee, and Nam-Ho Kim</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>410</td>
<td>Permanent and Resilient Deformations of a Dry Sand under Repeated</td>
<td>Waddah Akili</td>
</tr>
<tr>
<td></td>
<td>Compressive Loads;</td>
<td></td>
</tr>
<tr>
<td>416</td>
<td>Application of the Empirical Mode Decomposition to Pavement Profile</td>
<td>Nii O. Attoh-Okine, Albert Y. Ayenu-Prah, Jr., and Stephen A. Mensah</td>
</tr>
<tr>
<td></td>
<td>Analysis;</td>
<td></td>
</tr>
<tr>
<td>422</td>
<td>Impact Test System for Pavement Subgrade Evaluation;</td>
<td>Xiong Yu</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>428</td>
<td>Pile Driveability and Bearing Capacity in High-Rebound Soils;</td>
<td>Mohamad H. Hussein, Wayne A. Woerner II, Michael Sharp, and Changsoo Hwang</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>432</td>
<td>Multi-Method Strength Characterization for Soft Cretaceous Rocks in</td>
<td>M. S. Nam, C. Vipulanandan, Y. Choi, and Y. C. Kim</td>
</tr>
<tr>
<td></td>
<td>Texas;</td>
<td></td>
</tr>
<tr>
<td>438</td>
<td>In-Place Inclinometer Using Low-G Accelerometer Network;</td>
<td>John Lemke</td>
</tr>
<tr>
<td>444</td>
<td>Analysis of Lateral Load Tests on Step Tapered Bored Piles in</td>
<td>Nabil F. Ismael</td>
</tr>
<tr>
<td></td>
<td>Calcareous Sands;</td>
<td></td>
</tr>
<tr>
<td>450</td>
<td>Anatomy of a Data Acquisition System for Drilled Displacement Piles;</td>
<td>W. Morgan NeSmith and Willie M. NeSmith</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>456</td>
<td>Characterization of Varved Clayey Silts at an LNG Terminal Site;</td>
<td>Guoming Lin and Wu Yang</td>
</tr>
<tr>
<td>462</td>
<td>Pressuremeter Tests for Determination of Lateral Resistance</td>
<td>A. Iqbal</td>
</tr>
<tr>
<td></td>
<td>Properties of Soil;</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>467</td>
<td>Use of New Technologies for Tracking Excavation Progress;</td>
<td>Youssef M. A. Hashash, Liang Liu, Yun-Yi Su, and Hwayeon Song</td>
</tr>
<tr>
<td>472</td>
<td>Real-Time and Remote Instrumentation Monitoring at the Virginia State</td>
<td>Nasser Massoudi</td>
</tr>
<tr>
<td></td>
<td>Capitol;</td>
<td></td>
</tr>
<tr>
<td>478</td>
<td>Application Study of Real-Time Acoustic Monitoring System for Pre-Stresses;</td>
<td>C. H. Wang, Wei F. Lee, Yu-Sheng Chen, and Jack Lai</td>
</tr>
<tr>
<td>484</td>
<td>Current Design Approaches for Two Tier Geosynthetic Reinforced</td>
<td>Chungsik Yoo and Hye-Young Jung</td>
</tr>
<tr>
<td></td>
<td>Modular Block Wall—A Comparative Study;</td>
<td></td>
</tr>
<tr>
<td>490</td>
<td>The Innovative CSM-Cutter Soil Mixing for Constructing Retaining and</td>
<td>Wolfgang G. Brunner, Renato Fiorotto, Erwin Stötzer, and Manfred Schöpf</td>
</tr>
<tr>
<td></td>
<td>Cut-Off Walls;</td>
<td></td>
</tr>
<tr>
<td>496</td>
<td>Integrating Tools to Predict, Monitor, and Control Deformation Due to</td>
<td>Richard J. Finno and Youssef M. A. Hashash</td>
</tr>
<tr>
<td></td>
<td>Excavations;</td>
<td></td>
</tr>
<tr>
<td>502</td>
<td>System Reliability of Cantilever Retaining Walls with Correlated</td>
<td>Ioannis E. Zevgolis and Philippe L. Bourdeau</td>
</tr>
<tr>
<td></td>
<td>Failure Modes;</td>
<td></td>
</tr>
<tr>
<td>508</td>
<td>Advanced Monitoring Systems: A Tale of Trains and an Egyptian Wall;</td>
<td>Allen Cadden, Jesús Gómez, and Carlos Englert</td>
</tr>
<tr>
<td>512</td>
<td>Opportunities and Impediments to the Use of Three-Dimensional Laser</td>
<td>Debra F. Laefer, Hamish Carr, Sean Morrish, and Erol Kalkan</td>
</tr>
<tr>
<td></td>
<td>Scanning for Adjacent Excavations;</td>
<td></td>
</tr>
</tbody>
</table>
Sensing Methods/Numerical Modeling
Soil Structure—Contact and Interaction

518  The Use of Tactile Sensor Technology for Measuring Soil Stress Distribution; Samuel G. Paikowsky, Chris J. Palmer, and Lawrence E. Rolwes

524  Measuring Soil Pressure on Buried Structures; Mark Talesnick, Hanna Horany, Avraham N. Dancygier, and Yuri S. Karinski

529  Field Measurements of Horizontal Stress on an Instrumented Pile in Sand; K. G. Gavin, I. Chatta, and B. C. O’Kelly

535  Interface Granular Force Measurement Using Tactile Sensors; M. J. Whelan and K. D. Janoyan

539  Stiffness Formulation for the Glendale-Hyperion Bridge Foundations; Curt R. Basnett, Yoga Chandran, and John Koo

545  Routine Numerical Modelling in Solving Complex Soil-Structure Interaction Problems; H. C. Yeow