TABLE OF CONTENTS
Volume 2 of 2

<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors and Affiliations</th>
</tr>
</thead>
<tbody>
<tr>
<td>382</td>
<td>SPE 93222 A Novel Approach for the Evaluation of Oil and Gas Well</td>
<td>T. Marhaendrajana, Inst. Teknologi Bandung</td>
</tr>
<tr>
<td></td>
<td>Performances in Multiwell Reservoir Systems</td>
<td></td>
</tr>
<tr>
<td>388</td>
<td>SPE 93228 Pressure Transient Results Demonstrate Utility of Cased-Hole</td>
<td>S. Joshi, Schlumberger, and T. Siwindono, M. Bunyamin, D. Basya, H. Harun, and R. Krisna, P.T. Pertamina</td>
</tr>
<tr>
<td></td>
<td>Formation Tester</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Applications</td>
<td></td>
</tr>
<tr>
<td>429</td>
<td>SPE 93248 Gas Condensate Damage in Hydraulically Fractured Wells</td>
<td>R.R. Ravari, R.A. Wattenbarger, and M. Ibrahim, Texas A&amp;M U.</td>
</tr>
<tr>
<td>451</td>
<td>SPE 93275 Application of Fuzzy Logic for Determining Production Allocation in Commingling Production Wells</td>
<td>B. Widarsono and H. Atmoko, Lemigas; W. Robinson IV and I.P. Yuwono, PT CPI; F. Saptono, Tunggal; and Ridwan, Lemigas</td>
</tr>
<tr>
<td>464</td>
<td>SPE 93276 Sibling Rivalry: Competitive Tendering vs. Direct Selection—A Debate of Suitable Procurement Method on the Achievement of Supply Chain Objective in the Oil and Gas Operator Industry</td>
<td>M. Komala, I.G.K. Modana, Y. Le Hello, and S. Naibaho, Total E&amp;P Indonésie</td>
</tr>
</tbody>
</table>
481 SPE 93288 Exploration Well Testing With a Venturi/Dual Energy Gamma Ray Multiphase Flow Meter— A Case Study From Oman
N.M. Al Araimi, Petroleum Development Oman; N.K. Jha, Schlumberger; and S. Al Zakwani, Petroleum Development Oman

489 SPE 93307 The Development of an Optimal Artificial Neural Network Model for Estimating Initial, Irreducible Water Saturation—Australian Reservoirs
H.M. Goda, U. of Adelaide; H.R. Maier, School of Civil and Environmental Engineering; and P. Behrenbruch, U. of Adelaide

504 SPE 93329 Enhanced Oil Recovery in Malaysia: Making it a Reality
M.K. Hamdan, N. Darman, D. Hussain, and Z. Ibrahim, Petronas

510 SPE 93348 The Development of an Optimal Grid-Coarsening Scheme: Interplay of Fluid Forces and Higher Moments of Fine-Scale Flow Data
N.H. Darman, Petronas, and K.S. Sorbie and G.E. Pickup, Heriot-Watt U.

518 SPE 93349 Performance and Emissions Studies of a Car Engine Fueled with Gasoline and CNG

524 SPE 93350 Emission Characteristics of a Modified CNG Gasoline-Cycle Engine

533 SPE 93363 Permeability Prediction Using Pore Throat and Rock Fabric: A Model From Indonesian Reservoirs
I. Jaya, A. Sudaryanto, and B. Widarsono, Lemigas

546 SPE 93594 Electrical Submersible Progressive Cavity Pump (ESPCP) Application in Kulin Horizontal Wells
M. Taufan, R. Adriansyah, and D. Satriana, P.T. Caltex Pacific Indonesia

551 SPE 93597 Minas Gas Compression and Liquid Handling Optimization Project
T. Ihwanto, E. Putra, and S. Uditoyo, Caltex Pacific Indonesia

557 SPE 93617 Production Optimization in ESP Completions Using Basic Intelligent-Well Technology
G. Vachon and T. Bussear, Baker Oil Tools

563 SPE 93636 Success Story To Produce 200 MMscfd of Gas From Mutiara
Y.A. Prihartono, A.P. Riksa, and S.R. Affan, Vico Indonesia

568 SPE 93646 Follow-Up Planning Tool for Material Planning, Delivery Management, and Stock Control in Well-Connection Material
P. Manuhoro, Total E&P Indonesia
SPE 93685 The Fracture Network Model of Shen 229 Block Buried Hill: A Case Study From the Liaohhe Basin, China
X. Yuzhong, Z. Jichang, F. Tailiang, C. Zhong, J. Chunming, and Z. Lihui, PetroChina

SPE 93763 Incorporating Hydraulic Units Concepts in Saturation-Height Modeling in a Gas Field

SPE 93777 The Application of an Analytical Model for the Controlled Makeup of Rotary Shouldered Connections in the Field
C. Teodoriu, U. of Technology Clausthal, and H. Kinzel, Weatherford Oil Tool GmbH

SPE 93779 The Role of Unconventional Natural Gases in the Next 30 Years in Asia
D. Terasaki, Tokoyo Gas Co., and K. Fujita, Shibaura Inst. of Technology

SPE 93782 Mechanical Methods of Reducing Torque and Drag in Extended-Reach Wells Facilitate Continued Canadian Foothills Development
M. Berry and J. Dousett, Shell Canada Ltd., and D. Cowling, Weatherford Canada Partnership Ltd.

SPE 93784 Downhole Deployment Valve—Case History
A. Timms, Amerada Hess, and K. Muir and C. Wuest, Weatherford UBS

SPE 93814 Nonconventional Medium-Wavelength Static-Correction Method To Overcome Shallow Gas Anomaly Problem
Y. Noor, G. de Tonnac, and J. Bonnafe, Total Indonésie, and A. Waluyo, WesternGeco

SPE 93816 Arthit Log-Derived Permeability Modeling Project
S. Stephens, S. Pisutha-Arnon, PTT Exploration & Production Public Co. Ltd., and O. Schoenicke, K. Vatthanavit, and L. Jiang, Schlumberger Overseas S.A.

SPE 93817 Restoring Integrity to Aged Petroleum-Production Facilities
S.W. Ciaraldi, BP Indonesia, and B. Hedges, BP Trinidad & Tobago

SPE 93818 Completion Technology for Cemented Monobore Completions
W. Chapman, Baker Oil Tools

SPE 93820 Belanak Development: Batch Drilling Operations in Natuna Sea
A. Septiantoro, J. Bujnoch, and E. Welbourn, ConocoPhillips Indonesia Inc. Ltd.

SPE 93821 Sand Production Prediction and the Selection of Completion Methods for Horizontal Wells in Intercampo Oil Field, Venezuela
D. Hong'en and H. Dandan, RIPED PetroChina, and C. Wenxin, CNPC America Ltd.

SPE 93822 What is the Source of Drilling and Completion Data?
E. Nakagawa and C. Damski, CSIRO, and K. Miura, Petrobras
SPE 93825 3D Post-Stack Acoustic Impedance Inversion Results for Kijing and Malong Fields, South Natuna Sea
A.R. Badachhape and Abdurahman, ConocoPhillips

SPE 93844 Thermochemical Solution for Removal of Organic Solids Deposit In and Around Wellbore and Production Tubing

SPE 93848 Insert String Technique Reviving Idle Wells

SPE 93851 Combining Geostatistics With Dynamic Modeling To Improve Reservoir Management Strategies: A Case Study From the Balingian Province
J. Finol and S. Dronamraju, Landmark-Halliburton, and A.A. Zakaria and A.M. Koraini, Petronas Research and Scientific Services

SPE 93853 Constraining Geological Heterogeneity in Complex Reservoirs: Implications for Stochastic Modeling and Reservoir Management
S.V.C. Dronamraju and J. Finol, Landmark-Halliburton, and A.M. Koraini and A.A. Zakaria, Petronas Research and Scientific Services

SPE 93856 Cutting-Edge Materials Technology Elevates Drilling Performance in Soft-Formation Applications
D. Caraway and K. Card, ReedHycalog, and S. Pullen, Mayne & Mertz Inc.

SPE 93858 Integrated Management of Water, Lean Gas, and Air Injection: The Successful Ingredients to EOR Projects on the Mature Handil Field
M.W. Duiveman, H. Herwin, and P. Grivot, Total E&P Indonésie

SPE 93859 Using Economic and Production Evaluation Methodologies To Expedite Commercialization of Intelligent and Multilateral Wells

SPE 93864 Verification of an Advanced Analysis Model With Downhole Bending Moment Measurements
M. Neubert, G. Heisig, I. Forstner, and F. Mounzer, Baker Hughes INTEQ

SPE 93866 Deepwater Subsea Well Intervention—The Future Solution
A.J. Dick, Expro Intl. Group PLC

SPE 93872 Specialised Designs for Complex and Record Drilling Project
C. Beiriger, J. Bujnoch, and T. Bealessio, ConocoPhillips Indonesia Inc. Ltd.; C. Hudson, M-I Swaco; and J.D. Farrar, KMC Oiltools