# TABLE OF CONTENTS

Volume 5 of 8

<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>2332</td>
<td>SPE 96116 Injection Strategies for Foam Generation in Homogeneous and Layered Porous Media</td>
<td>Q. Li and W.R. Rossen, U. of Texas at Austin</td>
</tr>
<tr>
<td>2356</td>
<td>SPE 96131 Tubing Buckling—The Rest of the Story</td>
<td>R.F. Mitchell, Halliburton Digital &amp; Consulting Services</td>
</tr>
<tr>
<td>2368</td>
<td>SPE 96144 Precommissioning to Startup: Getting Chemical Injection Right</td>
<td>J.G. Willmon and M.A. Edwards, Champion Technologies</td>
</tr>
<tr>
<td>2419</td>
<td>SPE 96169 Suggested Modifications to the Reporting Requirements for a Company’s Oil and Gas Reserves</td>
<td>G.E.H. Verbeek, Verbeek Management Services</td>
</tr>
<tr>
<td>2423</td>
<td>SPE 96171 Value of Information for Appraisal of Multiple Dependent Prospects</td>
<td>R. Kumar, Shell E&amp;P Co. and S.K. Hara, Shell Oil Co.</td>
</tr>
</tbody>
</table>
2429 SPE 96184 Wettability Alteration to Intermediate Gas-Wetting in Gas/Condensate Reservoirs at High Temperatures
M. Fahes, Imperial C., and A. Firoozabadi, Reservoir Engineering Research Inst.

2443 SPE 96202 Novel CO2-Emulsified Viscoelastic Surfactant Fracturing Fluid System

2449 SPE 96208 Effect of Fracture Width and Fluid Rheology on Proppant Settling and Retardation: An Experimental Study
Y. Liu and M.M. Sharma, U. of Texas at Austin

2461 SPE 96222 High-Tech Tools Improve Petroleum Industry Human Resource Management
S. Rueff and J. Thomas, OilExec Intl. Ltd., and W.J. Lee and D.-J. Weatherford, Texas A&M U.

2465 SPE 96239 Carter Creek Slimhole Well Design Enhances Development Drilling Economics
M.H. Weatherl Sr. and J. Marshall, Chevron North America Upstream

2473 SPE 96241 Improve Facility Project Delivery With Methods for Manufacturing Excellence
R.M. Patty, The Construction Productivity Inst. LLC, and M.A. Denton, KME

2483 SPE 96246 A New Approach to Modeling Hydraulic Fractures in Unconsolidated Sands
Z. Zhai and M.M. Sharma, U. of Texas at Austin

2497 SPE 96256 Predicting Highly Unstable Tight Gas Well Performance

2504 SPE 96257 New Solutions To Extend the Application Window of Horizontal Openhole Gravel Packing
C. Pedroso, E. Sanches, N. Oliveira, and L. Fernandes, Petrobras, and I.J. Mickelburgh and G.S. Coelho, Schlumberger

2514 SPE 96258 Improving the Petrophysical Assessment of Rock-Fluid Systems With Wide-Band Electromagnetic Measurements
E. Toumelin and C. Torres-Verdin, U. of Texas at Austin, and N. Bona, Eni E&P

2525 SPE 96260 Interpretation of Distributed Temperature Data During Injection Period in Horizontal Wells
G. Gao, U. of Tulsa, and Y. Jalali, Schlumberger
2533 SPE 96289 Fracturing for Sand Control: Screenless Completions in the Yegua Formation
V.R. Ellis and G. Cormier, Halliburton; G. Adams, Noble Energy Inc.; and F. Santos, Sanchez Oil & Gas

2545 SPE 96301 Multiproduct Pipe Transport Conversion of Abandoned Single Product Pipelines
C. Davis and J. Fagan, SPE, U. of Oklahoma

2552 SPE 96307 Understanding the Effects of Reservoir Changes in Sand-Control Completion Performance
W.D. Norman and R.D. Pourciau, Chevron Corp.; R. Dusterhoft, Halliburton; and S. Schubarth, Schubarth Inc.

2562 SPE 96308 3D Porosity Modeling of a Carbonate Reservoir Using Continuous Multiple-Point Statistics Simulation
T. Zhang, Stanford U., and S. Bombarde, S. Strebele, and E. Oatney, Chevron ETC

2568 SPE 96309 Successful Stimulation of Sandstones in the Dulang Field, Malaysia, Using Surfactant-Based Diverter: A Novel Solution for Mature Fields
A. Ali and A.H. Hashim, Petronas Carigali, and F. Hashim, R. Said, D.S. Nair, K.S. Chan, and M. Samuel, Schlumberger

2579 SPE 96335 Risk Minimization by the Use of Failure Mode Analysis in the Qualification of New Technology—Recent Project Experience in Completions and Sand Control
J. Hother, Proneta (U.K.), and B. Hebert, BP

2586 SPE 96338 Case Study: Aconcagua and Camden Hills Fields Utilize Intelligent Completions To Optimize Production and Reservoir Performance

2597 SPE 96339 An Integrated Transport Model for Ball-Sealer Diversion in Vertical and Horizontal Wells
X. Li, Z. Chen, S. Chaudhary, and R.J. Novotony, BJ Services Co.

2606 SPE 96342 Selection and Evaluation Criteria for High-Performance Drilling Fluids

2619 SPE 96343 Constructing and Completing the World’s First Offshore Reformable CRA Multilateral Junction Well
2629 SPE 96375 Analysis of the Ensemble Kalman Filter for Estimation of Permeability and Porosity in Reservoir Models
R.J. Lorentzen, G. Nævdal, B. Vallès, A.M. Berg, and A.-A. Grimstad, RF-Rogaland Research

2639 SPE 96382 The Material Issues Involved in the Discussion Surrounding the Virtues of the SPE/WPC Definition of Proved Oil and Gas Reserves vs. the Corresponding Definition Set Out by the United States Securities and Exchange Commission (SEC)
W.B. Cline, B.C. Rhodes, and S.K. Hattingh, Gaffney, Cline & Associates

2642 SPE 96389 Non-Darcy Flow in Hydraulic Fractures: Does It Really Matter?

2650 SPE 96390 Real-Time Asset Management: From Vision to Engagement—An Operator’s Experience

2660 SPE 96395 Numerical Investigation of Horizontal Well Performance With Selective Completion
R. Kalita and Y. Jalali, Schlumberger

2668 SPE 96396 The Dynamic Bottomhole Pressure Management: A Necessity to Gravel Packing Long Horizontal Wells With Low Fracture Gradients
Z. Chen and R.J. Novotny, BJ Services Co.

2680 SPE 96400 Improved Reservoir Management Through Integration of 4D Seismic Interpretation, Draugen Field, Norway

2692 SPE 96409 Simple, Robust NMR-Based Indicators for Detection of Hydrocarbon Gas or Oil, Borehole Contamination, and Vugs

2701 SPE 96410 Reservoir Simulation and Reserves Classifications—Guidelines for Reviewing Model History Matches To Help Bridge the Gap Between Evaluators and Simulation Specialists
D. Rietz and A. Usmani, Ryder Scott Co.

2711 SPE 96411 Streamline Tracing on General Triangular or Quadrilateral Grids
S.F. Matringe, R. Juanes, and H.A. Tchelepi, Stanford U.

2720 SPE 96414 A Well Test for In-Situ Determination of Relative Permeability Curves
S. Chen and G. Li, U. of Tulsa; A. Peres, Petrobras; and A.C. Reynolds, U. of Tulsa

2736 SPE 96415 Applications of the Coefficient of Isothermal Compressibility to Various Reservoir Situations With New Correlations for Each Situation
J.P. Spivey, Phoenix Reservoir Engineering, and P.P. Valko and W.D. McCain, Texas A&M U.
Tuning an Equation of State—The Critical Importance of Correctly Grouping Composition Into Pseudocomponents
A.A. Al-Meshari, Saudi Aramco; R.A.A. Zurita, Schlumberger; and W.D. McCain Jr., Texas A&M U.

Chemical Compromise: A Thermodynamic and Low-Dose Hydrate-Inhibitor Solution for Hydrate Control in the Gulf of Mexico
S. Szymczak, BJ Chemical Services; K. Sanders, Seneca Resources; and M. Pakulski and T. Higgins, BJ Chemical Services

WPCI Treatments in a Deep HP/HT Production Hole Increase LOT Pressures To Drill Ahead to TD in a Gulf of Mexico Shelf Well
D. Traugott, formerly Halliburton; R. Sweatman, Halliburton; and R. Vincent, Chevron

Cognitive Biases in the Petroleum Industry: Impact and Remediation

Gas Management, Reservoir Surveillance, and Smart Wells—An Integrated Solution for the Bugan Field

Use of Pressure-Activated Sealant To Cure Leaks in Subsea Wells—A Case Study in Campos Basin

Removal of Debris From Deepwater Wellbores Using Vectored Annulus Cleaning System Reduces Problems and Saves Rig Time
P. Connell and D.B. Haughton, Baker Oil Tools

A Common Approach to Accessing Real-Time Operations Data: Introducing Service-Oriented Architecture to E&P
R.M. Gregovic and R. Foreman, BP, and D. Forrester and J. Carroll, SAIC

Relative Permeability Hysteresis: Trapping Models and Application to Geological CO2 Sequestration
E.J. Spiteri and R. Juanes, Stanford U.; M.J. Blunt, Imperial College; and F.M. Orr Jr., Stanford U.

The Use of Dimensionless Scaling Methods To Predict Field-Scale Tertiary EOR Project Performance
J.F. Simmons and A.H. Falls, Occidental Oil and Gas Corp.

An Evaluation of Well Completion Impacts on the Performance of Horizontal and Multilateral Wells
L.-B. Ouyang and B. Huang, Chevron Energy Technology Co.
2845  SPE 96531  Acid Fracturing in Lake Maracaibo: How Continuous Improvements Kept on Raising the Expectation Bar
G. Burgos, Shell Venezuela S.A.; M. Buijse, Shell Intl. E&P; E. Fonseca, Shell Venezuela S.A.; and A. Milne, M. Brady, and R. Olvera, Schlumberger

2854  SPE 96553  Automatic Filtering and Monitoring of Real-Time Reservoir and Production Data
S. Olsen and J.-E. Nordtvedt, Epsis AS

2866  SPE 96557  High-Pressure Jet Kerf Drilling Shows Significant Potential To Increase ROP
J.H. Cohen and G. Deskins, Maurer Technology Inc., and J. Rogers, U.S. DOE

2874  SPE 96559  Field Results: Effect of Proppant Strength and Sieve Distribution Upon Well Productivity
P. Huckabee, Shell E&P Co.; M.C. Vincent, Carbo Ceramics Inc.; J. Foreman, formerly Halliburton Energy Services; and J.P. Spivey, Phoenix Reservoir Engineering

2886  SPE 96560  Some Insights Into the Tube Blocking Test Method To Evaluate the Efficiency of Mineral Scale Inhibitors
B. Bazin, N. Kohler, and A. Zaitoun, Inst. Français du Pétrole

2898  SPE 96571  Black Oil Delumping
K. Ghorayeb and J. Holmes, Schlumberger