# TABLE OF CONTENTS

**Volume 6 of 8**

<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>2920</td>
<td>Experimental Investigation of Wellbore Phase Redistribution Effects on Pressure-Transient Data</td>
<td>A.M. Ali, Imperial College; G. Falcone, Total E&amp;P U.K. plc and Imperial College; and G.F. Hewitt, M. Bozorgzadeh, and A.C. Gringarten, Imperial College</td>
</tr>
<tr>
<td>2926</td>
<td>Frequency Dispersion Effects on LWD Propagation Resistivity Measurements</td>
<td>S.M. Haugland, PathFinder Energy Services</td>
</tr>
<tr>
<td>2940</td>
<td>Permeability Estimation From Stoneley Amplitude, Corrected for Borehole Geometry and Rugosity</td>
<td>W. Canady, P. Spooner, and R. Vasquez, Halliburton Energy Services</td>
</tr>
<tr>
<td>2956</td>
<td>A Methodology To Quantify the Impact of Uncertainties in the History Matching Process and in the Production Forecast</td>
<td>C. Maschio, D.J. Schioser, and M.A.B. Moura Filho, Unicamp</td>
</tr>
<tr>
<td>2966</td>
<td>Sw and Hydrocarbon Pore Volume Estimates in Shaly Sands—Routine Oil-Based-Mud Core Measurements Compared With Several Log Analysis Models</td>
<td>R. Woodhouse and H.R. Warner Jr., Independent Consultants</td>
</tr>
<tr>
<td>2983</td>
<td>A Laboratory Study With Field Data of Downhole Gas Separators</td>
<td>J.N. McCoy, Echometer Co.; A.L. Podio, U. of Texas at Austin; O. Lisigurski, Oxy U.S.A.; J. Patterson, ConocoPhilips; and L. Rowlan, Echometer Co.</td>
</tr>
<tr>
<td>3016</td>
<td>Profiling the Wall-Cake Characteristic of the Wellbore for Optimal Comparison of Logging-While-Drilling and Wireline-Bulk-Density Measurements</td>
<td>B. Terry, BP Trinidad; G. Lindsay, Inteq; R. Elliot, BP; and S. Jebutu, Inteq</td>
</tr>
</tbody>
</table>
3023 SPE 96660 New One-Trip Sand-Control Completion System That Eliminates Formation Damage Resulting From Conventional Perforating and Gravel-Packing Operations
G. Garfield, Baker Oil Tools

3028 SPE 96685 Pioneering “Gate Valve Milling” Operation Performed With Coiled Tubing Recovers an Important Oil Producer Offshore Brunei
N.M. Al-Araimi, Brunei Shell Petroleum; B. Gedge and K. Burns, Weatherford; and M. Mahajan, BJ Services

3035 SPE 96697 Modeling Permeability Reduction Caused by Asphaltene Deposition
A.A. Garrouch, Kuwait U., and F.A. Al-Ruhaiani, Kuwait Oil Co.

3049 SPE 96716 Moving From Wireline Logging to Logging-While-Drilling in an Aggressive North Sea Drilling and Formation Evaluation Program—A Case Study of the Brenda Accumulation
M. Dawber and E. Mitchell, PathFinder Energy Services, and D. Barson, Oilexco Inc.

3059 SPE 96718 An Electrical Analog Facility for Hydrocarbon Reservoirs
P.F. Worthington, Gaffney, Cline & Assocs.

3076 SPE 96719 Formation-Tester-While-Drilling Experience in Caspian Development Projects
J.M. Finneran and C. Green, BP, and H. Roed, B.J. Burinda, I.D.C. Mitchell, and M.A. Proett, Halliburton

3087 SPE 96722 Survival Analysis: The Statistically Rigorous Method for Analyzing Electrical Submersible Pump System Performance
W.J. Bailey, Schlumberger-Doll Research; I.S. Weir, U. West of England; B. Couët, Schlumberger-Doll Research; and J. Hogan, Schlumberger

3100 SPE 96724 The Logistics of International Technical Training
J.A. Hughes, BJ Services Co.

3106 SPE 96731 Competency-Based Training and Development
M.R. Fassihi, BP America

3111 SPE 96732 Packerless Multistage Fracture-Stimulation Method Using CT Perforating and Annular Path Pumping
L. East, J. Rosato, M. Farabee, and B.W. McDaniel, Halliburton

3122 SPE 96735 Successful Revival of Long-Time Closed-In Gas Wells by Right Matrix Stimulation Treatments
N.M. Al-Araimi, Brunei Shell Petroleum, and M. Mahajan, BJ Services

3131 SPE 96759 Field Test Results of the New Combinable Magnetic Resonance Autotune Logging Tool
C.C. Minh, E. Bardon, M. Härlimann, T. Smithson, J. Kovats, R. Badry, M. Claverie, and Q. Haiyan, Schlumberger; M. Davenport and H. Rose, BP; and G. Womack, ExxonMobil
SPE 96771 A New Approach to Information Discovery—Geography Really Does Matter
B. Palkowsky, MetaCarta Inc.

SPE 96773 Valhall Field: Microfracture Acquisition Using Wireline-Formation-Tester Tools To Validate Fracture Confinement
K.E. Olson, BP; M. O'Keefe, Schlumberger; A. Nicholvasen, BP; and D. Cameron, Schlumberger

SPE 96774 Pressure Transient Model Characterization of Sealing and Partially Communicating Strike-Slip Faults
D.D. Charles, Superior Energy Services LLC; H.H. Rieke, U. of Louisiana at Lafayette; and S. Pal, Superior Energy Services LLC

SPE 96775 Drilling Waste Management: Case Histories Demonstrate That Effective Drilling Waste Management Can Reduce Overall Well-Construction Costs
K. Browning and S. Seaton, Halliburton Fluid Systems

SPE 96776 You Cannot be Ethical if You Do Not Know the Rules
A. Merryman, The Frost Nat. Bank

SPE 96785 A New Refracture-Candidate Diagnostic Test Determines Reservoir Properties and Identifies Existing Conductive or Damaged Fractures
D.P. Craig, Halliburton, and T.A. Blasingame, Texas A&M U.

SPE 96807 Restoring Investor Confidence Through Improved Reserves Estimation and Reporting
J.E. Hodgin and D.R. Harrell, Ryder Scott Co.

SPE 96808 Using Shear-Wave Anisotropy To Optimize Reservoir Drainage and Improve Production in Low-Permeability Formations in the North of Mexico
J.L.A. Franco, H.G. de la Torre, and M.A.M. Ortiz, Pemex, and E. Wielemaker, T.J. Plona, P. Saldungaray, and I. Mikhal'tseva, Schlumberger

SPE 96809 Parallel Scalable Unstructured CPR-Type Linear Solver for Reservoir Simulation
H. Cao, Schlumberger; H.A. Tchelepi, Stanford U.; J. Wallis, Wallis Consulting Inc.; and H. Yardumian, Chevron

SPE 96810 Casing Drilling vs. Liner Drilling: Critical Analysis of an Operation in the Gulf of Mexico
R.J. Steppe III, El Paso Corp.; L. Clark, Hughes Christensen; and R. Johns, Tesco

SPE 96812 Spontaneous Imbibition With Matched Liquid Viscosities
H. Fischer and N.R. Morrow, U. of Wyoming

SPE 96813 Accounting for Earth Curvature in Directional Drilling
N.D. Zinn, ExxonMobil Exploration Co.
3261 SPE 96818 Comparison of Fracture Geometries Utilizing Ultralightweight Proppants Provide Evidence That Partial Monolayers Can Be Created: A Case History
R. Chambers, BJ Services Co., and K. Meise, Parallel Petroleum

3270 SPE 96828 Reservoir Drilling Fluids—Designing for Challenging Wells in a Remote Location
R. Bradshaw, R. Hodge, and N.O. Wolf, ConocoPhillips, and D. Knox, C. Hudson, and C. Svoboda, M-I Swaco

3281 SPE 96829 A Strategic Gasfield Development Case in Sandstones Using Seismic Amplitudes and Dynamic Reservoir Characterization
J.A. Arévalo-Villagrán and H. Cinco-Ley, Pemex E&P; F. Samaniego-Verduzco, UNAM; and N. Martínez-Romero, Pemex E&P

3290 SPE 96830 Laboratory Testing and Well Productivity Assessment of Drill-in-Fluid Systems in Order To Determine the Optimum Mud System for Alaskan Heavy-Oil Multilateral Field Developments

3308 SPE 96836 A Flow Assurance Study for a Satellite Crude-Oil System With Severe Emulsion
Y. Tang, Scandpower Petroleum Technology Inc., and S. Wong, TSF Inc.

3320 SPE 96837 Deepwater Subsea Valve Flow Assurance—Compatibility Between Hydraulic Control Line Fluids and Completion Brines
S.L. Berry, M. Ke, and G. Baccigalopi, BJ Services Co.

3334 SPE 96838 Benchmarking Heterogeneity of Simulation Models
A. Sahni, K. Dehghani, and J. Priediitis, Chevron Corp.

3339 SPE 96844 Light-Oil Air-Injection Performance: Sensitivity to Critical Parameters
I.A. Adetunji, NTNU and Total E&P Norge; R. Teigland, Total E&P Norge; and J. Kleppe, NTNU

3350 SPE 96848 High-Porosity Fractures Yield High Conductivity
M. Parker, G. Glasbergen, D. van Batenburg, J. Weaver, and B. Slabaugh

3360 SPE 96864 The Production Success of Proppant Stimulation on Horseshoe Canyon Coalbed Methane and Sandstone Commingled Wells
B.A. Rieb and T.T. Leshchyslyhyn, BJ Services Co. Canada

3370 SPE 96866 A Rigorous Compressible Streamline Formulation for Two- and Three-Phase Black-Oil Simulation
3381  SPE 96869 Fracture Skin: A Primary Cause of Stimulation Ineffectiveness in Gas Wells
D.D. Cramer, BJ Services Co.

3401  SPE 96870 Strength Analyses of Liners for Horizontal Wells
J.C.R. Plácido and C.E. Fonseca, Petrobras, and I.P. Pasqualino, COPPE/UFRRJ

3409  SPE 96872 Coal Failure and Consequences for Coalbed Methane Wells
I. Palmer, Higgs Technologies, and Z. Moschovidis and J. Cameron, PCM Technical

3420  SPE 96879 Evaluation of Unconventional Resource Plays
W.J. Haskett and J. Brown, Decision Strategies

3431  SPE 96891 Dynamic Flow Analysis of Probe-Type Formation Tests
J.J. Sheng, D. Georgi, and J. Lee, Baker Hughes Inc.

3440  SPE 96892 A Semiempirical Model To Calculate Wormhole Growth in Carbonate Acidizing
M. Buijse, Shell Intl. E&P B.V., and G. Glasbergen, Halliburton

3454  SPE 96895 A New Approach for Capitalizing on Continuous Downhole Pressure Data
D. Viberti, F. Verga, and P. Delbosco, Politecnico di Torino

3462  SPE 96896 A New Experimental Method To Determine Interval of Confidence for Capillary Pressure and Relative-Permeability Curves

3471  SPE 96897 Mapping Fluid Flow in a Reservoir Using Tiltmeter-Based Surface-Deformation Measurements

3479  SPE 96898 The Conundrum of Formation Evaluation in High-Angle/Horizontal Wells: Observations and Recommendations
C. Rendeiro, Q. Passey, and H. Yin, ExxonMobil Upstream Research Co.