TABLE OF CONTENTS
Volume 1 of 7

1  SPE 62522 Downhole Video: A Cost/Benefit Analysis

7  SPE 96337 Want To Make Tree Operations Safer? Why Not Use the DHSV as a Barrier?
   K. Munday and S. Trim, Eclipse Petroleum Technology, and E.P. Turna, Turkish Petroleum Corp.

15 SPE 96644 Active Slug Management
    O. Slupphaug, H. Hole, and B. Bjune, ABB

20 SPE 99571 More and More From Brownfields—A Structured Process To Deliver Value
    C.K. Seong and R.A. Malek, Petronas

27 SPE 99602 Drilling Optimization at the Aloctono Block in Venezuela With the Utilization of Latest Technologies in Impregnated Bits and Turbines

39 SPE 99644 Wellbore Stability Assessment for Highly Inclined Wells Using Limited Rock-Mechanics Data

52 SPE 99921 Openhole Completion Options: The Niger Delta Experience
    J. Arukhe, Petro-Canada; L. Nwoke, Shell; C. Uchendu, BJ Services Co.; and S. Imie, U. of Stavanger

57 SPE 100117 Application of SmartWell Technology to the SACROC CO2 EOR Project: A Case Study
    J. Brnak, Kinder Morgan Production Co. LP, and B. Petrich and M.R. Konopczynski, WellDynamics Inc.

66 SPE 100340 Identifying and Correcting for High-Resistivity Cement Effects for Cased-Hole Resistivity-Log Analysis

77 SPE 100390 Application of Engineered Cementing Solution To Solve Long-Term Cement Integrity Issues in Tunisia
    K. Krusche, Thyna Petroleum Services, and C.R. Johnson, N.Y. Braud, and H.B. Ghazi, Schlumberger
86  SPE 100393 Compositional Modeling of Oil-Based Mud-Filtrate Cleanup During Wireline Formation Tester Sampling

103  SPE 100617 Real-Time Monitoring of Acid Stimulation Using a Fiber-Optic DTS System

113  SPE 100674 Data Analysis of Barnett Shale Completions

125  SPE 100703 Improved Analytical Model and Experimentally Calibrated Studies of Steam Injection With Hydrocarbon Additives To Enhance Heavy-Oil Recovery

138  SPE 100715 Successful Control of High-Pressured Gas Well Using a Crosslinked Gel During Coiled-Tubing Fishing
L. Nwoke, Shell-Nigeria; J. Arukhe, Petro-Canada; and C. Uchendu, BJ Services

144  SPE 100719 Use of Wavelet Transform in PDG Data Treatment

152  SPE 100738 Enhancing Formation Testing and Sampling Operations Through the Use of Log-Derived High-Resolution Mineral-Based Lithofacies Mapping

161  SPE 100739 Quantification of Carbon Dioxide Using Downhole Wireline Formation Tester Measurements
N. Müller, Schlumberger Oilfield Services; H. Elshahawi, Shell Intl. E&P; C. Dong and O.C. Mullins, Schlumberger Oilfield Services; M. Flannery, Shell Intl. E&P; M. Ardila and P. Weinheber, Schlumberger Oilfield Services; and E. Chinn McDade, McMoRan Oil & Gas LLC

171  SPE 100740 Combining Continuous Fluid Typing, Wireline Formation Tester, and Geochemical Measurements for an Improved Understanding of Reservoir Architecture
H. Elshahawi, Shell; L. Venkataramanan, Schlumberger; D. McKinney and M. Flannery, Shell; O.C. Mullins, Schlumberger; and M. Hashem, Shell

190  SPE 100748 Core Data Preprocessing To Improve Permeability Log Estimation
M. Cozzi, L. Ruvo, P. Scaglioni, and A.M. Lyne, Eni E&P

200  SPE 100749 The Drilling and Casing Running Enigma
C.J. Mason, BP Exploration, and D.C.-K. Chen, Halliburton Sperry Drilling Services
212 SPE 100809 Experimental and Numerical Modeling of Direct Injection of CO₂ Into Carbonate Formations
O. Izgec and B. Demiral, Middle East Technical U.; H. Bertin, Laboratoire TREFLE; and S. Akin, Middle East Technical U.

228 SPE 100834 Application of a Maximum Reservoir Contact (MRC) Well in a Thin, Carbonate Reservoir in Kuwait
M. Kabir, KOC; S. Ingham, Schlumberger; D. Sibley, K. Osman, A.K. Ambastha, and M. Anderson, Chevron; and B. Rahman, KOC

236 SPE 100879 Improving the Value-Risk Management on Revitalizing Mature Oil Fields in One Company’s Operating Area
S.S. Aprilian and K. Kurnely, PT Pertamina EP

240 SPE 100912 Characterizing Sparsely Fractured Reservoirs Through Structural Parameters, Time-Lapse 3D Seismic, and Production Data
M. Zeidouni and C.P.J.W. van Kruijsdijk, Delft U. of Technology

251 SPE 100923 A Rigorous Composite-IPR Model for Multilateral Wells
B. Guo, K. Ling, and A. Ghalambor, U. of Louisiana at Lafayette

260 SPE 100927 Case Studies—Proactive Managed Pressure Drilling and Underbalanced Drilling Application in San Joaquin Wells, Venezuela
J.C. Beltran, O. Gabaldon, and G. Puerto, Weatherford Inc.; P. Alvarado, PDVSA Gas; and V. Varon, Weatherford Inc.

267 SPE 100928 Well Sanding and Lost Production Due to Cyclic Water Hammer
A. Hayatdavoudi, U. of Louisiana at Lafayette

284 SPE 100946 History Matching of the Valhall Field Using a Global Optimization Method and Uncertainty Assessment
B.R. Al-Shamma, Imperial College London/Total E&P Norge, and R. Teigland, Total E&P Norge

295 SPE 101021 Application of Intelligent-Completion Technology in a Triple-Zone Gravel Packed Commingled Producer
W.R. Brock, E.O. Oleh, J.P. Linscott, and S. Agara, Mobil Producing Nigeria Unlimited

301 SPE 101022 Development and Field Use of a Novel Solvent-Water Emulsion for the Removal of Asphaltene Deposits in Fractured Carbonate Formations
S. Lightford, Halliburton; E. Pitoni, Eni S.p.A; F. Armesi, Halliburton; and L. Mauri, Eni E&P

320 SPE 101026 Awakening an Old Field—A Case Study of a Refracturing Program in the Greater Green River Basin
M. Shaefer, BJ Services

334 SPE 101052 History Matching for Determination of Fracture Permeability and Capillary Pressure
T. Gang and M. Kelkar, U. of Tulsa
SPE 101057 The Importance of Graphical Methods in Estimation of the Diffusion Coefficient of Gases in Bitumens and Heavy Oil
H. Sheikha, M. Pooladi-Darvish, and A.K. Mehrotra, U. of Calgary

SPE 101067 Usari BQI Redevelopment—Paradigm Shift

SPE 101080 Design and Performance Evaluation of an Ultradeepwater Subsea Blowout Preventor Control System Using Shape Memory Alloy Actuators
Ning Ma, U. of Houston; Ziping Hu, Baker Hughes; Robello Samuel, Halliburton; Christine A. Ehlig-Economides, Texas A&M U.; and Gangbing Song, U. of Houston

SPE 101083 Fracture Face Skin Evolution During Cleanup
R. Gdanski and D. Fulton, Halliburton, and C. Shen, U. of Texas at Austin

SPE 101109 Changes in Completion Strategy Unlock Massive Jurassic Coalbed Methane Resource Base in the Surat Basin, Australia
R.L. Johnson Jr., Gas Projects Group, and S. Scott and M. Herrington, Queensland Gas Co. Ltd.

SPE 101182 Data Acquisition With Advanced Acoustic Telemetry Improves Operational Efficiency in Deepwater and Land-Well Testing—Case Histories
M. Azari, A. Salguero, E. Almanza, and H. Kool, Halliburton Energy Services Inc.

SPE 101186 A Generic Solution to Bottomhole-Assembly Modeling
M. Wu and D. C.-K. Chen, Halliburton Sperry Drilling Services

SPE 101187 Innovative Use of Expandable Sand Screens Combined With Propped Hydraulic Fracturing Technology in Two Wells With Intelligent Completions in the Egret Field, Brunei: Challenges, Successes, and Best Practices Learned
Sakamrin Abdul-Rahman Ceng MEI, Brunei Shell Petroleum Co. Sdn. Bhd., and Derek Lim, Jit Juan Lim, and Kuo Chuan Ong, Halliburton Energy Services Inc.

SPE 101202 Study on High-Concentration Polymer Flooding To Further Enhance Oil Recovery

SPE 101220 Experimental Study of Effective Hole Cleaning Using “Sweeps” in Horizontal Wellbores

SPE 101235 Effective Heavy Post-Fracturing Proppant Cleanout With Coiled Tubing: Experimental Study and Field Case History

SPE 101334 New Parallel Algorithm for Multiple History-Matched Realizations
D. Zubarev, Scandpower Petroleum Technology, and M. Kelkar, U. of Tulsa
472 SPE 101344 Evaluation of Acid Treatment Results for Water-Injector Wells in Saudi Arabia

475 SPE 101498 Applications of Acoustic Liquid Level Measurements in Gas Wells
J.N. McCoy, O.L. Rowlan, and D. Becker, Echometer Co., and A.L. Podio, U. of Texas

491 SPE 101540 Value-of-Information Lookbacks—Was the Information You Gathered Really Worth Getting?
E.M. Coopersmith, M.K. Burkholder, and J.H. Schulze, Decision Frameworks Inc.

498 SPE 101575 Installation of Online Vessel Desander Manifolds

503 SPE 101674 Simulation of Gas/Oil Displacements in Vuggy and Fractured Reservoirs
C.A. Kossack, Schlumberger

516 SPE 101681 From Concept to Pilot to Full-Field Implementation: A New EOR Process for the Prudhoe Bay Field

539 SPE 101684 Further Investigation of Drainage Height Effect on Production Rate in Vapex
A.J. Yazdani and B.B. Maini, U. of Calgary

553 SPE 101689 Reservoir Crude-Oil Viscosity Estimation From Wireline NMR Measurements—Rajasthan, India
R.J. Zittel, D. Beliveau, T. O’Sullivan, and R. Mohanty, Cairn Energy India Ltd., and J. Miles, Oil Optimizers Ltd.

564 SPE 101698 Dual Porosity Equations From Effective Medium Theory
C.R. Berg, ResDip Systems

574 SPE 101710 Analytical Modeling of Chemical Flooding: One-Dimensional Two-Phase Flow Accounting for Ion Exchange
A.P. Pires, P.M. Ribeiro, and P.G. Bedrikovetsky, North Fluminense State U.

583 SPE 101762 Results of the World’s First 4D Microgravity Surveillance of a Waterflood—Prudhoe Bay, Alaska

592 SPE 101779 3D Field-Scale Automatic History Matching Using Adjoint Sensitivities and Generalized Travel-Time Inversion
A.M. Daoud and L. Vega, Texas A&M U.
SPE 101802 Investigation Into Strengthening Methods for Stabilizing Wellbores in Fractured Formations
H. Soroush and J.H.B. Sampaio, Curtin U. of Technology

SPE 101826 Integrated Flow Assurance Modeling of Angola Block 18 Western Area Development

SPE 101837 A Systematic Approach to Improved Success With Hydraulic Fracturing Applications

SPE 101840 Extreme Multistage Fracturing Improves Vertical Coverage and Well Performance in the Lost Hills Field

SPE 101845 Pitfalls in Performance-Data Tracking of Sucker-Rod Pumped Wells
M.W. Mahoney, Harbision-Fischer

SPE 101855 Case Studies—Offshore Managed Pressure Drilling
D. Hannegan, Weatherford Intl. Inc.

SPE 101886 Monitoring Multilayered Reservoir Pressures and Gas/Oil Ratio Changes Over Time Using Permanently Installed Distributed Temperature Measurements
G.A. Brown, Schlumberger

SPE 101895 Uniform Inflow Completion System Extends Economic Field Life: A Field Case Study and Technology Overview
M. Lorenz, G. Ratterman, and J. Augustine, Baker Oil Tools

SPE 101897 Application of NMR T2 Relaxation to Drainage Capillary Pressure in Vuggy Carbonate Reservoirs

SPE 101922 Successful Drilling of a High Step-Out Ratio Well With Water-Based Mud in Morecambe Bay
M. Hodder, N. Ross, and S. Gibb, M-I Swaco, and S. Redgrave, Drillers.com

SPE 101929 Modeling of Coupled Reservoir and Multifractured Horizontal Well Flow Dynamics
R. Vicente, Petrobras, and T. Ertekin, Pennsylvania State U.

SPE 101930 A New Asymmetrical Array Induction Logging Tool