<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>2210</td>
<td>SPE 102500 Interpretation of Heat Distribution, Remaining Oil Saturation, and Steamflood Potential of Block Wa38, Liaohe Field</td>
<td>Y. Gao, RIPED, PetroChina; S. Yang, Y. Zhou, and L. Jia, Liaohe Oil Field, Petrochina; H. Sun and Y. Zhang, RIPED, PetroChina; and M. Castanier and A.R. Kovscek, Stanford U.</td>
</tr>
<tr>
<td>2230</td>
<td>SPE 102503 Scale Inhibitor Squeeze Treatments Deployed From an FPSO in Deepwater Subsea Fields in the Campos Basin</td>
<td>P. Bogaert, M.C. Berredo, and C. Toschi, Shell Brasil E&amp;P; M.M. Jordan, Nalco; D.M. Frigo, Shell Int'l. E&amp;P; L. Morgenthaler, Shell E&amp;P Co.; and M. Afonso, Nalco</td>
</tr>
<tr>
<td>2275</td>
<td>SPE 102510 Structuring Surface Production Networks To Reduce Development Cost</td>
<td>J.J. Xiao, A.J. Al-Muraikhi, and M. Shammasi, Saudi Aramco</td>
</tr>
<tr>
<td>2280</td>
<td>SPE 102511 Automated Route Finding for Production Flowlines To Minimize Liquid Inventory and Pressure Loss</td>
<td>J.J. Xiao, A.J. Al-Muraikhi, and A.M. Qahtani, Saudi Aramco</td>
</tr>
</tbody>
</table>
2305 SPE 102528 Hydraulic Fracture Diagnostics Used To Optimize Development in
the Jonah Field
S.L. Wolhart, Pinnacle Technologies; T.A. Harting, J.E. Dahlem, and T.J. Young, BP America;
and M.J. Mayerhofer and E.P. Lolon, Pinnacle Technologies

2317 SPE 102534 Drillable Tailpipe Disconnect: Used Successfully in More Than 120
Wells Worldwide
H. Rogers and P. Thornton, Halliburton, and M. Fairchild and D. Austin, Latigo Petroleum

2325 SPE 102538 Optimized Nuclear Logging for Fast Drilling
T.B. Helgesen and F. Jonsbraten, Baker Hughes Inteq, and C.F. Pepper, ExxonMobil

2342 SPE 102542 General Transfer Functions for Multiphase Flow
H. Lu, Imperial College, London; G. Di Donato, Shell; and M.J. Blunt, Imperial College, London

2350 SPE 102543 Borehole Fluid Reinvasion Effects on C/O Logs in Openhole
Completion
O. Kelder and A.A. Al-Hajari, Saudi Aramco, and S. Crary, Schlumberger

2357 SPE 102547 A Novel Wireless Solution To Address Uncertainties in Reservoir
Connectivity
B.P. Champion, Expro Group

2363 SPE 102549 A Three-Phase Compressible Dual-Porosity Model for Streamline
Simulation
A. Kozlova, Schlumberger Moscow Research; F. Bratvedt, Schlumberger Information Solutions,
Oslo; and K. Bratvedt and A. Myasnikov, Schlumberger Moscow Research

2373 SPE 102557 Integrated Optimization of Field Development, Planning, and
Operation
B. Giiyagüler, Chevron, and K. Ghorayeb, Schlumberger

2386 SPE 102558 Laboratory and Field Trial Results of Condensate Banking Removal
in Retrograde Gas Reservoirs: Case History
F.O. Garzon, H.A. Al-Anazi, J.A. Lead, and M.G. Al-Faifi, Saudi Aramco

2396 SPE 102564 The Effect of Wettability on Oil Recovery of
Alkaline/Surfactant/Polymer Flooding
Han Dong, Yuan Hong, and Weng Rui, Research Inst. of Petroleum Exploration and
Development, PetroChina, and Dong Fan, Huabei Oilfield, Petrochina

2404 SPE 102565 Analysis of MWD Pressure Data During Turbulent Flow and
Modeling Implications
R.P. Jachnik, Baker Hughes Drilling Fluids, and R. May, Baker Hughes Inteq

2410 SPE 102568 A Facies-Based Approach to Distribution of Petrophysical Properties
in an Aeolian Sandstone Reservoir, Unayzah Formation, Saudi Arabia
A.S. Raba'a and C. Heine, Saudi Aramco
2418 SPE 102571 Applying Downhole Fluid Analysis and Wireline-Formation-Testing Techniques in Reservoir Management and Well Completion—Case Studies
M. Khalil and K.K. Maamari, Petroleum Development Oman, and R.R. Jackson and K. Cig, Schlumberger

2426 SPE 102572 Formation Evaluation of Horizontal Water Injectors Drilled in Thick Carbonate Reservoirs: Behind-Casing-Analysis and LWD Resistivity Modeling
S.M. Ma and A.A. Al-Hajari, Saudi Aramco, and P. Butt and S. Crary, Schlumberger

2437 SPE 102575 A Comparative Study of Recent Robust Deconvolution Algorithms for Well-Test and Production-Data Analysis

2456 SPE 102580 Evolutionary Well Construction Method That Challenges Convention
P.D. Howlett, M.T. Wardley, and C. Black, Caledus Ltd.; D. Reed, Senergy Ltd.; and G. Begg, Talisman U.K. Ltd.

2468 SPE 102583 Optimized Tubing String Design Modeling for Improved Recovery
B.D. Poe Jr., Schlumberger

2481 SPE 102585 Formulas for Rupture, Necking, and Wrinkling of OCTG Under Combined Loads
F.J. Klever, Shell Intl. E&P, The Netherlands

2505 SPE 102588 Characterization of Commingled Reservoir Properties With Production Logs
B.D. Poe Jr., W.K. Atwood, J. Kohring, and K. Brook, Schlumberger

2520 SPE 102590 Acid Fracturing or Proppant Fracturing in Carbonate Formation? A Rock Mechanic’s View
H.H. Abass, A.A. Al-Mulhem, M.S. Alqam, and K.R. Mirajuddin, Saudi Aramco

2529 SPE 102595 Development of a Novel Delivery System for Ultralightweight Proppants in Conventional Fracturing Treatments

2539 SPE 102596 A New Cement Developed for High-Temperature Sidetracks
A. Al-Yami, Scott Jennings, H.A. Nasr-El-Din, AbdulKarim Khafaji, and Ahmed Al-humaidi, Saudi Aramco

2548 SPE 102602 Geosteering Diagnosis: A New Approach To Monitor the Well Position Within a 3D Geological Model
H. Thevoux-Chabuel, Roxar Software Solutions, and M. Fejerskov, Norsk Hydro

2558 SPE 102606 Design and Field Testing of a Truly Novel Diverting Agent
G. Glasbergen, B. Todd, M. Van Domelen, Halliburton, and M. Glover, BP America Inc.
2578 SPE 102629 Remediation of Production Loss Due to Proppant Flowback in Existing Wellbores
P.D. Nguyen, N.A. Stegent, and S.R. Ingram, Halliburton

2593 SPE 102634 Effect of Resident Water on Enhanced Coal-Gas Recovery by Simultaneous CO₂/N₂ Injection
H. Jahediesfanjani and F. Civan, U. of Oklahoma

2611 SPE 102637 Navigating and Imaging in Complex Geology With Azimuthal Propagation Resistivity While Drilling

2625 SPE 102638 A Generalized Material Balance Equation for Coalbed Methane Reservoirs

2636 SPE 102640 Enhancements in PDC Bit Design and Drilling Optimization Tackle Hard Conglomerate Rock Drilling in Northern Mexico
Carlos Solano Rodriguez, Pemex; Carlos Montejo, Ricardo Yam, Oswaldo Bustos, and Jose Luis Sanchez, Schlumberger IPM; and Jorge Romero and John Rodriguez, ReedHycalog

2646 SPE 102641 Modeling the Effect of Viscosity Ratio on Spontaneous Imbibition
H. Fischer, S. Wo, and N.R. Morrow, U. of Wyoming

2666 SPE 102645 Statistical Study of the Crush Resistance Measurement for Ceramic Proppants

2674 SPE 102658 New Closed-Loop Control System Reduces Risk in Intervention Operations

2682 SPE 102659 Analytical Solution of Single-Probe Tests in a Horizontal Well and Its Application To Estimate Horizontal and Vertical Permeabilities
J.J. Sheng, Baker Hughes

2688 SPE 102669 Chemical Stimulation of Gas/Condensate Reservoirs
V. Kumar, V. Bang, G.A. Pope, and M.M. Sharma, U. of Texas at Austin, and P.S. Ayyalasomayajula and J. Kamath, Chevron

2697 SPE 102672 Effect of Reservoir Mineralogy and Texture on Acid Response in Heterogeneous Sandstones

2708 SPE 102676 Compositional and Grid Orientation Effects in History Matching
D. Eydinov, S.I. Aanonsen, J. Haukås, and I. Aavatsmark, U. of Bergen
2716 SPE 102678 Analyzing Underperformance of Tortuous Horizontal Wells: Validation With Field Data
M. Kerem, Shell Intl. E&P B.V.; M. Proot, Shell GSIB V.; and P. Oudeman, Shell Intl. E&P B.V.

2725 SPE 102679 Application of Relative Permeability Modifiers To Control Water Cut Following Hydraulic Fracturing in Western Siberia Oilfields—Russian Case History Study
E.G. Borodin, Rosneft, and P.E. Vakhroushev, S.M. Stolyarov, and L.J. Kalfayan, BJ Services

2735 SPE 102681 Restimulation: Candidate Selection Methodologies and Treatment Optimization
L. P. Moore and H. Ramakrishnan, Schlumberger

2744 SPE 102690 Improving Hydraulic Frac Diagnostics by Joint Inversion of Downhole Microseismic and Tiltmeter Data
N.R. Warpinski, L.G. Griffin, and E.J. Davis, Pinnacle Technologies Inc., and T. Grant, Natl. Energy Technology Laboratory

2754 SPE 102696 Field Tests of Sulfide Removing Biologically in Surface Systems

2763 SPE 102698 Modeling and Analyzing Source and Interference Data From Packer-Probe and Multiprobe Tests
L. Larsen, Statoil ASA

2776 SPE 102699 Boundary Effects and Depth of Investigation From Long Buildups Following Short Flow Tests
L. Larsen, Statoil ASA

2787 SPE 102700 Reliability Evolution of Permanent Downhole Gauges for Campos Basin Subsea Wells: A 10-Year Case Study
H.M. Frota and W. Destro, Petrobras

2796 SPE 102701 Benchmarking Measurement and Automation Practices in the Upstream Business
B. Liddell, Anadarko Petroleum Corp., and D.F. Deaton and G. Mijares, Halliburton Co.

2804 SPE 102706 How Do We Get There From Here? Global Energy Transitions Planning
B.W. Ebenhack, Ahead Energy Corp.

2812 SPE 102715 Applicability of the Forchheimer Equation for Non-Darcy Flow in Porous Media
H. Huang and J. Ayoub, Schlumberger

2826 SPE 102720 Long-Term Scale Inhibition Using a Solid Scale Inhibitor in a Fracture Fluid
S. Szymczak, J.M. Brown, S. Noe, and G. Gallup, BJ Chemical Services
2831 SPE 102722 Water Separation From Wellstream in Inclined Separation Tube With Distributed Tapping
R.M. Rivera and M. Golan, Norwegian U. of Science and Technology; J.D. Friedemann, Vetco Ltd.; and B. Bourgeois, Statoil ASA

2841 SPE 102727 Effects of High Oil Viscosity on Oil/Gas Flow Behavior in Horizontal Pipes
B. Gokcal, Q. Wang, H.-Q. Zhang, and C. Sarica, U. of Tulsa

2848 SPE 102730 A New Method for Estimating Average Reservoir Pressure: The Muskat Plot Revisited

2858 SPE 102741 Relative Permeability of Gas-Condensate Fluids: A General Correlation
V. Bang and V. Kumar, U. of Texas at Austin; P.S. Ayyalasomayajula, Chevron; and G.A. Pope and M.M. Sharma, U. of Texas at Austin

2866 SPE 102743 Using Downhole Real-Time Data To Estimate Zonal Production in a Commingled-Multiple-Zones Intelligent System
K. Sun, M.R. Konopczynski, and A. Ajayi, WellDynamics Inc.

2875 SPE 102744 Decreasing Well Downtime in Guando Oil Field by Using Continuous Sucker Rod
H. Ariza and C. Rojas, Petrobras Colombia Ltd., and V. Rivera and F. Torres, Weatherford Colombia Ltd.

2885 SPE 102745 4D Pressure Pilot to Steer Well Spacing in Tight Gas

2899 SPE 102758 Improved Understanding of Proppant Transport Yields New Insight to the Design and Placement of Fracturing Treatments

2911 SPE 102764 Sweep Efficiency of Miscible Floods in a High-Pressure Quarter Five-Spot Model
E. Lewis, E.K. Dao, and K.K. Mohanty, U. of Houston