5th ICEG ENVIRONMENTAL GEOTECHNICS

Opportunities, Challenges and Responsibilities for Environmental Geotechnics

Volume II

Edited by Professor H. R. Thomas

Proceedings of the ISSMGE's fifth international congress organized by the Geoenvironmental Research Centre, Cardiff University and held at Cardiff City Hall on 26–30th June 2006
Contents

Chapter 4 – Mine Sites, Tailing Dams, Sludge Ponds, and Underwater Geoenvironmental Issues

Investigations of layered cover systems acting as oxygen barriers to limit acid mine drainage
M. Aubertin, J. Molson, B. Bussière, A.-M. Dagenais 827

Determination of slimes consolidation parameters from instrumented column measurements
F. Bourgeois, G. Le Bras and A. Alexis 836

Environmental and geotechnical problems of Albania’s mine sites
L. Bozo, Y. Muceku and K. Cela 844

Geotechnical assessment of the Mejita tailing dam (Dom. Rep.) in karstic and seismic context
D. Cazaux, J. G. Alameda, J. Garcia Tascón, R. O. De León, A. Carbó and O. López 852

Back analysis of Crown Hole development using numerical techniques
O. Davies, M. Rouainia and C. J. F. P. Jones 862

Treatment of sewage sludge using electrokinetic geosynthetics
S. Glendinning and J. Lamont-Black 870

Dewatering of tailings using electrokinetic geosynthetics (EKG)
S. Glendinning, J. Lamont-Black and A. Fourie 878

Water management simulation around tailings impoundments
A. G. Guézennec, S. Lachapelle, Y. Ménard, A. Burnol and F. Bourgeois 886

Slope stability analysis for plane failure model under the influence of a tension crack
Haswanto and A. Ghani Rafek 894

Modeling bioremediation of acid mine drainage using permeable reactive barriers
P. S. Hemsi, C. D. Shackelford and L. A. Figueroa 901

Ferrite formation using precipitates in the treatment of acid mine drainage for reducing its volume
T. Igarashi, T. Yoshida, K. Asakura, H. Miyamae, N. Iyatomi and K. Hashimoto 909

Basic requirements on the capping system of the uranium mine tailings
E. Kolarova and I. Vanicek 917

The water balance of the BF4 uranium waste pile, Poços de Caldas, Brazil, as a contribution for future remediation projects
A. L. Lette, J. R. T. Fagundes and C. E. F. de Mello 925

Geotechnical aspects of peat dams on bog land
G. P. McInerney, B. C. O'Kelly and P. M. Johnston 934

Discussion on theoretical and practical aspects of gas fluxes in mining waste deposits
R. M. G. Mendonça, M. C. Barbosa and L. S. Borma 942

Study on dewatering of high water content dredged material using geotextiles
A. E. Muthukumaran and K. Llamparuthi 950

Effects of iron content due to the segregation pattern upon the strength parameters of iron ore wastes
L. F. M. Ribetro, E. L. Pereira, L. H. A. Filho, E. S. Presotti and A. G. Santos 958
Stability and settlement characteristics of hydraulically placed mine tailings and power station fly ash
D. I. Stewart, C. A. Charles-Cruz and T. W. Cousens

Large-scale column testing of hypersaline tailings
D. J. Stolberg and D. J. Williams

The capping of sludge and other weak deposits
P. Thurwell, C. Hall and O. Naciri

Capping/covering of sludge lagoons and stabilisation of soft alluvial soils using multi-layered geosynthetic/soil systems: Specific Case Histories
L. Tomlin, D. Alexiew, I. Amigot and G. Horgan

Erosional stability of tailings storage facilities in an arid climate
D. J. Williams and D. J. Stolberg

Alternative design and instrumentation of covers over potentially acid forming mine wastes
D. J. Williams, T. K. Rohde, D. J. Stolberg and G. Pope

Underground mining influences on an environment
E. V. Stanis

Chapter 5 – Sustainability, Regulation and Risk Management

Regulation and behavior of silty clay liners in Argentina
G. M. Atassa, M. E. Zeballos and R. E. Terzariol

Recent developments in ground contamination – basic thoughts on regulations
K. Akai and M. Tanaka

The evaluation of soil and groundwater remediation at an industrial site using risk analysis
R. C. M. Nobre, M. M. M. Nobre and L. C. Bonaparte

Ground surface subsidence risk assessment by underground mining in Estonia
J. R. Pastarus

Sustainability in the context of vibro stone column ground improvement techniques
C. J. Serridge

Sustainable development: Durability of natural geotextiles as erosion control product
R. M. Singh and G. V. Rao

Predicting ecological environment for a residential community using intelligent hybrid systems
H.-C. Wu, B.-Y. Lu, J.-B. Wei and B.-J. Wu

A sustainable geoenvironment – the impact of information and communication technologies and e-business
L. Yi and H. R. Thomas

The lessons of the ecological disaster at the Chernobyl NPS
V. N. Zhivoderov

Chapter 6 – Fate and Transport of Pollutants
Leaching of chromium, copper and arsenic from utility poles treated with chromated copper arsenate
J. A. Arisi, C. A. Coles and M. Organ
Influence of secondary changes of pH value of soils from motorway A4 Katowice-Krakow side-space on cadmium, lead and zinc concentration
A. Bauerek and M. Gwozdziewicz 1099

Numerical model for leachate and gas flow in a sanitary landfill
B. Caicedo and N. Quintero 1107

Upscaling of micro-scale reactive transport equations using homogenization: iron adsorption during arsenic remediation
M. I. M. Darwish and J. Bruining 1115

Micro/macro modeling of electrolyte transport through semi-permeable bentonite layers
A. Dominijanni, M. Manassero and D. Vanni 1123

A mass-conservation boundary condition for the modeling of contaminant transport through leaking geo-membranes
A. El-Zein 1131

A procedure for modeling coupled soil consolidation and solute migration processes in compressible soils
R. L. Ferraz, M. Ehrlich and M. C. Barbosa 1138

Effect of porosity variability on ganglia entrapment during immiscible displacement
F. M. Francisco 1146

Hydro-chemical coupling in unsaturated geomaterials
H. Ghasemzadeh and B. Gatmiri 1153

Fate and transport of polybrominated biphenyl ethers from biosolids
T. A. Gorgy, L. Li and J. Grace 1161

Assessment of the pollutant transport parameters in the barrier materials: Performance of GCL compared to clay liner
A.-I. Ibrahim 1169

Numerical modelling of contaminant transport through unsaturated soils
A. A. Javadi, M. M. Al-Najjar and A. S. I. Elkassas 1177

Variations in lead (Pb) content in soils downslope and upslope of Victoria Falls municipal waste dump in Zimbabwe
M. Masocha and D. S. Tevera 1185

The challenge to adapt soil properties
G. van Meurs, W. van der Zon, J. Lambert, D. van Ree, V. Whiffin and W. Molendijk 1192

Correlation between 1, 2 and 3-D LNAPL migration patterns at equilibrium in unsaturated and saturated sand
M. H. A. Mohamed and R. S. Sharma 1200

Evaluation of the heavy metal contamination of urban soils
C. N. Mulligan and Y.-T. Huang 1208

Diffusion and retardation of benzene and toluene vapours inside a low moisture layer of the unsaturated zone
P. C. Nerantzis and M. R. Dyer 1216

Sodium diffusion in compacted lateritic soil
K. J. Osinubi and C. M. O. Nweihvu 1224

Retention curves in a soil contaminated by LNAPL
C. Rabozzi, L. Ribotta and G. Gremigni 1232

The contamination profile on soil of the Marambaia MSW Landfill, Brazil
E. Ritter, M. F. Mota, J. C. Campos and M. A. Ventura 1240
Physical and numerical modelling of groundwater and surface-water interactions with a conservative tracer
T. Sparks, D. Kountcheva, B. Bockelmann and R. Falconer

Nitrogen distribution in vadose zone under some Bulgarian soils
D. Stolichova, M. Kercheva and D. Stolehev

Time integration for numerical solution of advection-diffusion contaminant transport
G. Tang and A. N. Alshawabkeh

Parametric study of hydraulic barrier for contaminant transport under transient conditions
M. Vanltek

Chapter 7 – Waste Reuse and Waste Management
Management of waste sludge in trench cutting and re-mixing deep wall method
M. Aoi, J. Fukunaga, H. Yoshizaki, F. Kinoshita, M. Kamon and K. Tateyama

Field and laboratory evaluation of artificial soil as an evapotranspirative barrier
R. Bobba, W. J. Likos, J. J. Bowders and R. D. Hammer

Using disused rails for slope stabilisation
D. Castro and L. López

Geoenvironmental and mechanical properties of a fly ash
J.-C. Chai, S. Hayashi and K. Onisuka

Stabilization of sewage sludge by a combined chemical and mechanical method
J. Chu, T. T. Lim and M. H. Goi

Geotechnical properties of marble dust and its reuse in slurry-pond embankment
M. Datta, J. T. Shahu and S. Mandal

Reuse of refractory bauxite ore waste as aggregate in asphalt concrete paving mixtures

Geotechnical properties of mining wastes and mixture of ash and slag for civil engineering
P. Filipowicz and M. Borys

Mechanical and leaching properties of the air-cement treated soil using incineration residue from MSW
T. Fujikawa, K. Sato and S. Yamada

Seismic response of landfills
B. Gatmiri and S. Navidi

Use of steel slag and limestone quarry dust for remediation of acidity arising from runoff from colliery spoil pilot study
G. S. Ghataora, N. Ghazireh and B. Burns

Experimental investigation of compressibility of cohesive soil mixed with waste tire chips
M. Ghazavi and A. Barmaki

Determination of shear strength parameters of tire chips and grains
M. Ghazavi, M. Torbati and M. Kazem

Alternative materials used as embankment fill in sustainable engineering and landscaping applications
R. Griffiths, M. Lamb and J. Lewis
Select engineering properties of crushed glass-dredged material (CG-DM) blends
D. G. Grubb, M. Carnivale, J. Wartman and P. M. Gallagher

Application of molten slag from municipal waste as liquefied stabilized soil
Y. Hayashi, T. Taguchi and A. Suzuki

Scrap tire chips as a geomaterial to improve seismic performance of structures
H. Hazarika, T. Sugano, E. Kohama and Y. Suzuki

Issues of dissipated mercury wastes
J. Jaremski

Slag bound mixtures with recycled aggregates for flexible pavements
H. A. Khalid, Z. L. Soo, I. S. Nquot and I. Artamendi

Engineering property evaluation of cement treated soil with tire chips using X-ray CT scanner
Y. Kikuchi, T. Nagatome, Y. Mitari and J. Otani

The development of new applications for sandstone quarry sand in South Wales
M. Lamb and M. Reid

Aging effect on MSW mechanical behaviour
S. L. Machado, M. F. Carvalho, J. C. F. Nascimento and K. A. Dourado

Study of the MSW time differed compressibility in the Metropolitan centre landfill
S. L. Machado, M. F. Carvalho, K. A. Dourado, M. B. Rocha and J. C. F. Nascimento

Sabkha soils mixed with oil lake residues – reuse of a waste material
T. A. Mahdi, F. Al-Otaibi and H. R. Thomas

Fibre reinforced waste based artificial soil for grass covered areas subjected to occasional vehicular traffic
T. A. Mahdi, R. W. Francis, H. R. Thomas and R. Poon

Surface disposal of paste tailings
V. Martin, M. Aubertin and J. McMullen

Sulfate induced heaving in chromite ore processing residue
D. H. Moon, D. Dermatas, M. Chrysochoou, A. M. Sanchez, M. Wazne and D. G. Grubb

Application of artificial granular material made from construction sludge to sand compaction piles
Y. Nabeshima, T. Matsui, H. Sugiura and K. Ochi

Proposed geophysical method for investigating the seabed for a landfill project in Okayama, Japan
M. Nishigaki, M. Komatsu, M. Inoue, K. Kankam-Yeboah, S. Mattersteig and J. A. Akudago

Mechanical properties of cohesive soils mixed with carbide possessing with water absorption property
K. Omine, H. Ochiai, N. Yasufuku and T. Kobayashi

Recycled and alternative materials in drainage systems of waste disposal areas
E. M. Palmeira, A. R. L. Silva and H. Paranhos

Preliminary static and seismic slope stability analyses for a Portuguese municipal solid waste landfill
F. Pardo de Santayana and A. J. Roque
Behaviour of coal ash as structural fill material
G. Ramasamy and S. S. Pusadkar

Possibility of using the drinking water sludge as geotechnical material
A. J. Roque and M. Carvalho

Elution reduction of hazardous substances by solidification of coal ash
A. Sato, S. Nishimoto and T. Suzuki

Application to liquefied soil stabilization material of industry wastes

Landfill site selection using GIS

Evaluation method for consistency and its application for estimating strength properties of coal fly ash
D. Suetsugu and Y. Miyata

Heat and mechanical properties of waste glass aggregate as a base course material for taking measures of heat island
H. Suzuki, Y. Itasaka and K. Makino

The strength characteristics of muddy soils mixed with granulated coal fly ash

Utilization of irrigation dam muddy soil to embankment and replanting material
M. Yamanaka, S. Hasegawa and N. Tomida

Technical and environmental viability study of the use of coal ashes as covering material for mining rejects
M. O. Ubaldo, M. C. Barbosa and L. S. Borma

Chapter 8 – Other

Modelling the behaviour of freezing and thawing soil slopes
P. J. Cleall, H. R. Thomas and M. C. Glendinning

Alluvia substratum influence on the main stream (thalweg) orientation and on the regulation structures stability based on the Middle Vistula River reaches
T. Falkowski

Kinematic and block theory applications to rock slope analysis of the Fraser’s Hill, Pahang, Malaysia
Haswanto and A. Ghani Rafek

Index