PART B

ICONE18-29690 .............................................................. 665
Transmission Type Ultrasonic Imaging of Horizontal Two-Phase Flow
Jen-Shih Chang

ICONE18-29695 .............................................................. 673
Experimental Measurement of Interfacial Parameters of Elongated Bubbles in Two Phase Gas-Liquid Flow in Horizontal and Slightly Inclined Circular Pipes
J. S. Cunha Filho, J. L. H. Faccini, C. A. Lamy, and J. Su

ICONE18-29704 .............................................................. 681
Subchannel Analysis of Wire Wrapped SCWR Assembly
Jianqiang Shan and Xuanxiang Chen

ICONE18-29707 .............................................................. 689
Analysis of CHF Characteristics of Concentric-Tube Open Thermosyphon by Using Artificial Neural Network
Ronghua Chen, Gunaghui Su, and Suizheng Qiu

ICONE18-29710 .............................................................. 697
Experimental Study of Bubble Behavior in a Two-Dimensional Particle Bed With High Solid Holdup
Songbai Cheng, Daisuke Hirahara, Youhei Tanaka, Yoji Gondai, Tatsuya Matsumoto,
Koji Morita, Kenji Fukuda, Hidemasa Yamano, Tohru Suzuki, and Yoshiharu Tobita

ICONE18-29719 .............................................................. 705
Pressure Measurement Test of Single Elbow Simulating Na Cooled Fast Reactor Cold-Leg Piping
Yuta Aoya, Tsukasa Sato, Shinji Ebara, Hidetoshi Hashizume, Kazuhisa Yuki,
Kosuke Aizawa, and Hidemasa Yamano

ICONE18-29725 .............................................................. 715
APROS Analysis of Loviisa Sump Strainer Study
Heikki Kantee and Harri Kontio
<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29861</td>
<td>809</td>
</tr>
<tr>
<td>The Flowing and Heat Transfer Models of Turbulent Flow in Rolling Motion</td>
<td></td>
</tr>
<tr>
<td>Binghuo Yan, Hanyang Gu, Yanhua Yang, and Yanping Huang</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29867</td>
<td>815</td>
</tr>
<tr>
<td>RELAP Simulation on Boiling and Flow Phenomena Under External Reactor Vessel Cooling Condition</td>
<td></td>
</tr>
<tr>
<td>Yongchun Li, Weihua Zhou, Yanhua Yang, Bo Kuang, and Xu Cheng</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29870</td>
<td>823</td>
</tr>
<tr>
<td>Thermal-Hydraulic R&amp;Ds for the APR+ Developments in Korea</td>
<td></td>
</tr>
<tr>
<td>Chul-Hwa Song, Tae-Soon Kwon, Byong-Jo Yun, Ki-Yong Choi, Hwan-Yeol Kim, Hyung-Gil Jun, and Hang-Gon Kim</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29874</td>
<td>829</td>
</tr>
<tr>
<td>Pre-Test Analysis of Natural Circulation Test of PHENIX End-of-Life With the MARS-LMR Code</td>
<td></td>
</tr>
<tr>
<td>Hae-Yong Jeong, Kwi-Seok Ha, Kwi-Lim Lee, Young-Min Kwon, Won-Pyo Chang, Su-Dong Suk, and Yeong-II Kim</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29884</td>
<td>835</td>
</tr>
<tr>
<td>Analysis of RCCS Heat Exchange for Benchmarking of CFD Codes</td>
<td></td>
</tr>
<tr>
<td>Angelo Frisani, Victor M. Ugaz, and Yassin A. Hassan</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29885</td>
<td>849</td>
</tr>
<tr>
<td>Analysis of Orifice Plate Differential Pressure Noise in Horizontal and Vertical Rising Gas-Water Two-Phase Flow</td>
<td></td>
</tr>
<tr>
<td>Xianfa Li, Shuoping Zhong, and Yanfei Sun</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29886</td>
<td>855</td>
</tr>
<tr>
<td>Detailed Analyses of Specific Phenomena in Core Disruptive Accidents of Sodium-Cooled Fast Reactors by the COMPASS Code</td>
<td></td>
</tr>
<tr>
<td>Koji Morita, Shuai Zhang, Takumi Arima, Seiichi Koshizuka, Yoshiharu Tobita, Hidemasa Yamano, Takahiro Ito, Noriyuki Shirakawa, Fusao Inoue, Hiroaki Yugo, Masanori Naitoh, Hidetoshi Okada, Yuichi Yamamoto, Masashi Himi, Etsujo Hirano, Sensuke Shimizu, and Masaya Que</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29887</td>
<td>865</td>
</tr>
<tr>
<td>Study on Pipe Wastage Mechanism by Liquid Droplet Impingement Erosion II (Measurement of Erosion Rate)</td>
<td></td>
</tr>
<tr>
<td>William Khoo Chong Weng, Yuma Higashi, Tadashi Narabayashi, Kenichiro Sugiyama, Hiroyuki Ohshima, and Akikazu Kurithara</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29895</td>
<td>873</td>
</tr>
<tr>
<td>Prediction of the Critical Heat Flux in Subcooled Flow Boiling in Round Tube Using an Improved Mechanistic Model</td>
<td></td>
</tr>
<tr>
<td>Na Yu and Yu Zhang</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Conference ID</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>ICONE18-29920</td>
<td>881</td>
</tr>
<tr>
<td>A Transient Analytic Method of Thermionic Reactor: TOPAZ-II</td>
<td></td>
</tr>
<tr>
<td>Gu Hu, Shouzhi Zhao, and Keqiang Ruan</td>
<td></td>
</tr>
</tbody>
</table>
Research on the Influence of Ocean Condition on the Oscillation in Parallel Double-Channel
Zhou Linglan and Zhang Hong

Swirling and Secondary Flows in PWR Primary Loops: CFD Might Bring Some Light
Serge Bellet and Sofiane Benhamadouche

Primary Investigation on the Mechanism of Gravity Separation of the Droplets in the Steam Flow Field
Jinyi Zhang and Hanliang Bo

Numerical Analysis for the Swirl Tube Structure of the Cooling System in Neutral Beam Injection System
Ling Tao, Yuanlai Xie, and Chundong Hu

Bubble Size and Group Influence for CFD Simulation in Vertical Tube Upward Flow
Songwei Li and Hong Zhang

Prediction Model for Bubble Contact Circle Diameter on Heating Wall
De-qi Chen and Liang-ming Pan

Bubble Sliding Process Subcooling Flow Boiling in Vertical Rectangular Narrow Channel
De-wen Yuan, Liang-ming Pan, Jing-hua Wei, and De-qi Chen

Comparison of CCFL Experiments Performed in Two Different Models of the Hot Leg of a PWR With Rectangular Cross-Section
Christophe Vallée, Tobias Seidel, Dirk Lucas, Akio Tomiyama, and Michio Murase

Statistical Uncertainty Analyses of Void Fraction Predictions Using Two Different Sampling Strategies: Latin Hypercube and Simple Random Sampling
Augusto Hernandez-Solis, Christian Ekberg, Arvid Ödegård-Jensen, Christophe Demaziere, and Ulf Bredolt

Stored Energy Scale and Evaluation in Nuclear Plant Test Facility
Lian Chen and Ming Ding

Methods to Reduce CIPS/CILC Risk for the Zero Fuel Failure by 2010 Initiative
Guoqiang Wang, Michael Y. Young, William A. Byers, and Michael A. Krammen

xviii
Experimental Studies on Pool Boiling Characteristics of Titanium Dioxide-Water Nano-Fluids
Tomio Okawa and Takahito Kamiya

Analysis of Spray Tests in a Multi-Compartment Geometry Using the GOTHIC Code
Michele Andreani and Nejdet Erkan

Thermal-Hydraulic Experiments Under High Pressure Condition
Wei Liu, Tamai Hidesada, Kazuyuki Takase, Hiroki Hayafune, Satoshi Futagami, and Naoyuki Kisoheara

Transient Response Simulation of High Temperature Gas-cooled Reactor With Helium Turbine for Secondary Inlet Temperature Change of Precooler and Intercooler
Wenlong Li, Zuoyi Zhang, Xie Heng, and Yujie Dong

Study on Subcooled Flow Boiling Heat Transfer Under Vibration Conditions of Sinusoids and Seismic Shock Waves
Hiroyasu Ohtake, Takehiko Mazume, and Yasuo Koizumi

Numerical Study on Passive Control of Thermal Striping Phenomenon Using Lorentz Force in Fast Reactor
Takashi Takata, Takeshi Fukuda, Akira Yamaguchi, Akihiro Uchibori, Nobuyuki Kimura, and Hideki Kamide

Analyses of Single-Phase Heat Transfer and Onset of Nucleate Boiling in Rod Bundles
P. Pétraud, R. K. Salko, A. Bergeron, and M. N. Avramova

Computational Simulation of Natural Convection of a Molten Core in Lower Head of a PWR Pressure Vessel
Camila B. Vieira and Jian Su

CFD Modeling of Subcooled Boiling in Vertical Bubbly Flow Condition Using ANSYS CFX 12
Filippo Pellacani, Silvana Matturro Mestre, Sergio Chiva Vicent, and Rafael Macian Juan

Modelling Rewetting of Heated Surfaces as Intermittently Bursting Liquid-Metal Contacts
Muhammad Ilyas, Simon P. Walker, and Geoffrey F. Hewitt

Time-Delay Models Parameters Identification of Heat Transfer Systems Using the Hybrid Algorithm
Goran Simeunovic, Pavel Zitek, Jan Chysky, and Marija Miletic
Post Test Analysis of LB LOCA Transient in PSB-VVER by CATHARE2 Code
Eugenia Coscarelli, Alessandro Del Nevo, and Francesco D'Auria

ACR-1000 Design and Safety Performance
Stephen Yu, Zoran Bilanovic, Patrick Reid, Paul Santamura, and Mike Soulard

Quantitative Characterization of Long-Period Fluctuations in a Turbulent Bubbly Flow by Using a Four-Tip Optical Fiber Probe
Takayuki Saito and Ryota Imaizumi

Single Phase and Two-Phase Flow Pressure Drop in Pebble Beds
Bofeng Bai, Maolong Liu, Xiaofei Lv, Su Wang, Xiao Yan, and Zejun Xiao

Thermal Hydraulics Analysis Under Natural Circulation Condition of the 4S
Hisao Watanabe, Atsuko Matsuda, and Jun Ohno

Author Index