# Table of Contents

## Keynote Lectures

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Risk of Limit-Equilibrium Failure of Long Earth Slopes: How It Depends on Length</td>
<td>1</td>
</tr>
<tr>
<td>Erik Vanmarcke</td>
<td></td>
</tr>
<tr>
<td>Development of a Risk-Based Landslide Warning System</td>
<td>25</td>
</tr>
<tr>
<td>Wilson H. Tang and L. M. Zhang</td>
<td></td>
</tr>
<tr>
<td>Unresolved Problems in Geotechnical Risk and Reliability</td>
<td>50</td>
</tr>
<tr>
<td>John T. Christian and Gregory B. Baecher</td>
<td></td>
</tr>
<tr>
<td>Learning to Live with Geohazards: From Research to Practice</td>
<td>64</td>
</tr>
<tr>
<td>Suzanne Lacasse and Farrokh Nadim</td>
<td></td>
</tr>
<tr>
<td>Geo-Risks in the Business Environment</td>
<td>117</td>
</tr>
<tr>
<td>William F. Brumund</td>
<td></td>
</tr>
<tr>
<td>The Practical Application of Risk Assessment to Dam Safety</td>
<td>129</td>
</tr>
<tr>
<td>Gregg A. Scott</td>
<td></td>
</tr>
</tbody>
</table>

## Characterization and Modeling of Variability of Soils across Scales

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Random Field Model Parameters for Columbia River Silt</td>
<td>169</td>
</tr>
<tr>
<td>Armin W. Stuedlein</td>
<td></td>
</tr>
<tr>
<td>Reliability-Based Design for Allowable Bearing Capacity by Considering Differential Settlement on Highly Fractured Rock Masses</td>
<td>178</td>
</tr>
<tr>
<td>Jianye Ching, Yu-Gang Hu, Zon-Yee Yang, and Jang-Quang Shiau</td>
<td></td>
</tr>
<tr>
<td>Assessment of Levee Site Variability As a Function of the Number of Explorations</td>
<td>186</td>
</tr>
<tr>
<td>Christopher B. Groves, Hollie L. Ellis, and N. Kyle Tabor</td>
<td></td>
</tr>
<tr>
<td>Influence of Geotechnical Dataset on the Range of Influence of Undrained Shear Strength</td>
<td>193</td>
</tr>
<tr>
<td>Site Onyejekwe and Louis Ge</td>
<td></td>
</tr>
<tr>
<td>Reliability Based Approach to Quantify Montmorillonite Mineral in Expansive Clays</td>
<td>201</td>
</tr>
<tr>
<td>Bhaskar Chittoori and Anand J. Puppala</td>
<td></td>
</tr>
</tbody>
</table>

## Probabilistic/Simulation Methods

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Subset Simulation and Its Application to a Spatially Random Soil</td>
<td>209</td>
</tr>
<tr>
<td>Ashraf Ahmed and Abdul-Hamid Soubra</td>
<td></td>
</tr>
<tr>
<td>Probabilistic Analysis of Basal Heave in Deep Excavation</td>
<td>217</td>
</tr>
<tr>
<td>Y. G. Tang and Gordon T. C. Kung</td>
<td></td>
</tr>
<tr>
<td>Influence of the Scale of Fluctuation of the Friction Angle on the Face Stability of a Pressurized Tunnel in Sands</td>
<td>225</td>
</tr>
<tr>
<td>M. Guilhem Mollon, Kok-Kwong Phoon, Daniel Dias, and Abdul-Hamid Soubra</td>
<td></td>
</tr>
</tbody>
</table>
Uncertainty Modeling

Design Criteria for the Differential Settlement of Landfill Foundations Modeled Using Random Fields
K. C. Foye and X. Zhao

Bayesian Updating of Load Settlement Curves for Footings on Cohesionless Soil
Shadi S. Najjar and Michel Saad

Stochastic vs. Deterministic Analysis of Consolidation Problem in Natural Alluvial Deposits
Pouya Pishgah Gilanl and Reza Jamshidi Chenari

Bearing Capacity of Strip Footings on Spatially Random Soils Using Sparse Polynomial Chaos Expansion
Tamara Al-Bittar and Abdul-Hamid Soubra

Spatial Variability of Aperture in a Rough-Walled Crack in Surface Soil
J. H. Li, Z. F. Wang, and L. M. Zhang

Parameter Estimation and Uncertainty Analysis Incorporating Engineering Judgement by Bayesian Inversion
C. P. Lin and Y. C. Hung

Earthquake Engineering and Soil Dynamics I

Site Response Effects on Partially Ergodic PSHA
G. A. Montalva and A. Rodriguez-Marek

A Case Study of Alternative Site Response Explanatory Variables in Parkfield, California
E. M. Thompson, L. G. Baise, Robert E. Kayen, Eugene C. Morgan, and James Kaklamanos

Estimating Repair Cost and Downtime Due to Earthquake-Induced Damage at Container Ports
L. M. Ivey, G. J. Rix, S. D. Werner, and A. L. Erera

Effect of Fabric Anisotropy on Seismic Response of Strip Foundations
Bo Li, Xiangwu Zeng, and Hao Yu

Seismic Response of Reinforced Soil Retaining Walls: Is PGA-Based Design Adequate?
J. B. Varnier and K. Hatami

Performance Based Assessment of Dynamic Soil-Structure Interaction Effects on Seismic Response of Building Frames
Behzad Fatahi, Hamid Reza Tabatabaiefar, and Bijan Samali
Geotechnical Assessment, Characterization, and Design for Risk Management I

Effects of Slenderness Ratio on Seismic Behavior of Vertical Micropiles 352
Gholamreza Saghaee and Reza Noorzad

Multichannel Analysis of Surface Waves (MASW) at the National Geotechnical Engineering Site at Texas A&M University (NGES/TAMU) 361
R. T. Williams and D. Penumadu

Probabilistic Compressible Soil Thickness from Field Settlement Data 371
Sangho Lee and Masud Alam

A Novel Application of Risk Analysis Methods to Evaluate the Future Viability of Two Large Concrete Stormwater Detention Tanks 379
M. Eddleston and P. J. Mason

Risk Management for Large-Scale Foundation Design and Construction in Challenging Karst Geology 387
John I. Yao and Emad Farouz

Effect of Spatial Variability and Model Uncertainty on the Design of Sockets in Weak Carbonate Rocks 395
Khaled H. Charif and Shadi Najjar

Engineering Geology and Site Characterization

CPT-Based Probabilistic Characterization of Effective Friction Angle of Sand 403
Zijun Cao, Yu Wang, and Siu-Kui Au

Prediction of Embankment Settlement from PCPT Measurements: A Case Study at Courtableau Bridge 411
Xinbao Yu and Murad Abu-Farsakh

Geochemical and Geotechnical Features of Terra Rossa in Karst Areas of Southern Appalachians 420
A. Nandi and J. Moore

Characterizing Spatial Variability of Cone Penetration Testing through Geostatistical Evaluation 428
D. A. Saftner, R. A. Green, R. D. Hryciw, M. F. Fadden, and A. DaCosta

Case Study—A Landslide on Coastal Slope in Bellingham Bay 436
X. Huang

Developing Resistance Factors for Design of Piles in Sand 444
K. C. Foye, M. Prezzi, and R. Salgado

Quantitative Risk Analysis for Embankments, Dams, and Slopes

Probabilistic Slope Stability Analysis of a 300 m High Embankment Dam 452
Qun Chen and Li-Ying Chang
Identification of Hazardous Loose Landslide Deposits and Scars Formed during the 2008 Wenchuan Earthquake
H. F. Zhao and Limin Zhang

Bounding the Probability of Failure for Levee Systems
Justin C. Hollenback and Robb E. S. Moss

Breaching of Changkai Levee in June 2010 in Jiangxi Province, China
M. Peng and L. M. Zhang

Distinct Element Modelling for High Rock Slopes in Static and Dynamic Conditions: A Case Study
Ganesh W. Rathod, A. K. Shrivastava, and K. S. Rao

Reliability Analysis of Stone Columns for Ground Improvement
Jose A. Alonso and Rafael Jimenez

Earthquake Engineering and Soil Dynamics II

Application of SCPTU for Assessing Liquefaction Potential of the 1976 Tangshan Earthquake, China
Guojun Cai, Songyu Liu, and Anand J. Puppala

Characterizing the Liquefaction Potential of the Pleistocene-Age Wando Formation in the Charleston Area, South Carolina
T. Heidari, R. D. Andrus, and S. M. J. Moysey

Influence of $r_d$ on Liquefaction Triggering Evaluation at Two Case History Sites
John Liao and Jorge Meneses

Evaluating Bias of Liquefaction-Induced Settlement Methods for Performance-Based Design
H. Hayati and R. E. S. Moss

Estimating CSRs for Evaluating Liquefaction That Are Consistent with Building Code Design Spectra
Aaron S. Bradshaw and Russell A. Green

Potential Differences between Time Series and Random Vibration Theory Site Response
Albert R. Kottke and Ellen M. Rathje

Geotechnical Assessment, Characterization, and Design for Risk Management II

Understanding Uncertainty: Assessment and Management of Geotechnical Risk in Tunnel Construction
Thomas W. Pennington and Donald P. Richards

Communicating and Managing Risk in Geotechnical Engineering Practice
Jessee A. Scarborough

Reliability Analysis of Deep Excavation Based on a Semi-Empirical Approach
J. K. Park, G. Biscontin, and P. Gardoni
Jet-Grouting in Cohesive Soils for Ground Improvement in Hawaii
John Y. L. Chen, Robin M. Lim, and Kyle Furuhashi

Risk Assessment of Success Dam, California: Evaluation of Operating Restrictions As an Interim Measure to Mitigate Earthquake Risk
D. Bowles, M. Ruthford, and L. Anderson