FUNDAMENTALS AND CHARACTERIZATION

Symposium: Multi-Scale Modeling of Microstructure Deformation in Material Processing

Multi-Scale Modeling of Microstructure Deformation in Material Processing — Part I

Crystal Plasticity Modeling on Single Crystal and Polycrystal of a Ferritic Steel Sheet
J. Lian, S. Gao, M. Sharaf, N. Vajragupta, B. Schmaling, A. Ma, S. Münstermann, A. Hartmaier, W. Bleck.............1

IRON AND STEEL

Symposium: Advances in Zinc-Based Coating Technologies for Steel Sheet

Session 1

Continuous Galvanizing of a C-Mn-Si-Mo Complex Phase Ultra High Strength Steel for Automotive Anti-Intrusion Applications
A. Chakraborty, R. Kavitha, J.R. McDermid, B. Voyzelle, E. Essadiqi, F.E. Goodwin.........................................................9

Fe-Al Interfacial Layer Formation Kinetics During the Continuous Galvanizing of Mn-Containing Steels
S. Alibeigi, J.R. McDermid.................................................................................................................................................21

A Study of Galvanizing Reactions of Hot-Rolled-In Scale on a Mn/Si DP Steel Sheet
S-N. Lin, J.R. McDermid.........................................................................................................................................................29

Symposium: Recent Developments in High-Strength Steels for Energy Applications

High-Alloyed Steels for Energy Applications

Recent Niobium Developments for High-Strength Steel Energy Applications
S.G. Jansto........................................................................................................................................................................41

Configuration of a Laminar Cooling System Using a Branch and Bound Optimization Methodology
J.B. Wiskel, B. Binesh, A. Ben-Zvi, H. Henein.......................................................................................................................51
Physical Metallurgy of Linepipe Steels

Optimization of the Ti Addition in Nb-Bearing Linepipe Steels
D.Q. Bai, L. Collins, F. Hamad, X. Chen

Effect of Bainite Transformation on Grain Boundary Character Distribution and DBTT in High-Strength Linepipe Steel
X. Liang, C.I. Garcia, A.J. DeArdo

Production of API HIC Steels for Sour Service Oil and Gas Transmission Pipelines
D.G. Stalheim

Development of API X70 on a Thin-Slab Casting and Rolling Mill

Development of Third Generation Pipeline Steel in China
C. Shang, X. Li, W. Nie, D. Xia, S. Wu

Steel Plate Processing for Line Pipes in Oil and Gas Transport — A Manufacturer Perspective
B. Lakshminarasimham, R. Wadnerkar, M. Borkar

Symposium: Recent Developments in Steel Processing

Processing and Performance

One-Step Q&P of Seamless Tubes Made From 42SiCrB
N. Große-Heilmann, I-M. Zylla, E. Kozeschnik, A. Peters

Fracture Toughness of a 1.5 GPa Grade C-Si-Mn-Cr-Nb TRIP-Aided Martensitic Steel
J. Kobayashi, D. Ina, K-I. Sugimoto

Superplasticity of Ultrafine Grained Low-Carbon HSLA Steels

The Influence of Composition and Processing Parameters on the Drop Weight Tear Test (DWTT) Property of High-Grade Linepipe Steel
X. Wu, S. Zhang, Y. Wang, C. Shang

Processing, Product Metallurgy and Quality

Investigation of Transient Flow in Slab Continuous Casting of Steel With EMBr and Evaluation Using Nail Dipping Measurement
C. Ji, J. Li, Y. Ma, T. Zhang

Optimizing Pouring Process of Bimetal Composited Pipe Fittings Produced by Investment Casting
H. Yang, J. Li, Y. Ma, Y. Gao, F. Song

CFD Simulation of a Batch Anneal Furnace
S. Pang, B. Wu, T. Case, T. Bradfords, M. Brunt, L. Fabina, C.Q. Zhou

The Application of Automatic Surface Inspection System on Hot-Dip Galvanized Automobile Steel Sheet
Y. Tian, X-L. Xie
Nose/Agio Shape Control of Slab During Heavy Plate Rolling
Y-C. Miao, X-Q. Yuan, Q-S. Wang .................................................................205

Thermal and Thermomechanical Processing

The Alloy Design and Processing of High-Strength Dual-Phase Steels for Production on Continuous Galvanizing Lines

On the Decomposition of Austenite in a High-Silicon Steel During Quenching and Partitioning

Operational Metallurgy Practices to Minimize Abnormal Austenite Grain Growth During the Reheat Furnace Process
S.G. Jansto ........................................................................................................233

Modification of Microstructure of 100CrMn6 Steel by Accelerated Carbide Spheroidisation Process
D. Hauserova, J. Dlouhy, Z. Novy ..................................................................241

Heat Treatment of Reactor Vessel Steel 08Ch18Ni10T
P. Podany, P. Martinek, J. Nachazel, M. Balcar .................................................249

High-Strength Dual-Phase Steel Structure Evolution During Hot Rolling
Y.A. Bezobrazov, N.G. Kolbasnikov, A.A. Naumov .............................................257

Symposium: Steel Product Metallurgy and Applications

Atomic, Nanoscale and Mesoscale Microstructure Characterization

Control of Carbide Distributions by Modifying Heating Rates in Induction Tempering Treatments
C. Revilla, P. Uranga, B. López, J.M. Rodriguez-Ibabe ..........................................267

Optimization and Characterization of a Quenching and Partitioning Heat Treatment on a Low-Carbon Steel
D. De Knijf, R. Petrov, C. Föjer, L.A.I. Kestens .....................................................275

The Effect of Silicon on the $\varepsilon \rightarrow \theta$ Transformation in Ultra-Strong Spring Steels
B. Kim, D. San Martin, J. Chao, P.E.J. Rivera-Díaz-del-Castillo ............................287

Processing and Microstructure I

P.E.J. Rivera-Díaz-del-Castillo ........................................................................295

The Effect of Cryogenic Treatment on 4X40 Steels
M.R. Hespos, C.P. Mulligan ..............................................................................303

Effect of Heat Treatment on the Deformation Behavior During Cold Rolling of Medium Mn Steels
H. Aydin, E. Issadíqi, I-H. Jung, S. Yue ..............................................................317
Characterization of Microstructure Formation and Mechanical Behavior of an Advanced Medium Mn Steel
A. Arlazarov, A. Hazotte, O. Bouaziz, M. Goune, F. Kegel .......................................................... 327

Homogeneous and Carbon Graded Fe-22Mn Alloys: Microstructure and Mechanical Properties
M. Ghasri-Khouzani, J.R. McDermid .......................................................... 337

Processing and Microstructure II

Effect of Alloying Elements on Reverse Austenite Grain Size From Martensitic Microstructure of Low Alloy Carbon Steel
Y. Ueda, Y. Arai, K. Kondo ............................................................................. 347

Precipitation and Abnormal Grain Growth in Low Alloy Steels
M.A. Razzak, M. Perez, T. Sourmail, S. Cazottes, M. Fortey .................................................. 355

The Effects of Nb and V Microalloying on Hardenability and Age Hardening in Ultrathin Cast Strip Steels Produced by the Castrip® Process
K. Carpenter, S. Cluff, C. Killmore, D. Edelman, P. Campbell, W. Blejde ............................................................................. 363

Mechanical Properties of a Vanadium Microalloyed Air-Cooled Forging Steel With Various Aluminum Additions
L.M. Rothleutner, C.J. Van Tyne ............................................................................. 379

Effects of Cold-Rolling and Annealing Conditions on the Properties of Bake Hardenable ULC Steels
L.J. Chiang, K.C. Yang, I.C. Hsiao, Y.S. Huang ............................................................................. 385

Processing and Performance I

Hydrogen Embrittlement Resistances of Alloying Elements Adding Ultrahigh-Strength Low-Alloy TRIP-Aided Steels
T. Hojo, J. Kobayashi, K-I. Sugimoto ............................................................................. 393

Microstructural and Mechanical Properties of Fe - 31Mn - 2.4Si - 3.8Al TWIP Steels
H. Kazdal Zeytin, G. Güven, B. Berme, H. Aydin, A. Deniz ............................................................................. 403

Improvement of Low-Temperature Toughness and Resistance to Hydrogen Cracking of HB500 Class Abrasion-Resistant Steel by Grain Refinement
S. Miura, K. Ueda, N. Ishikawa, Y. Murota, K. Araki ............................................................................. 411

Processing and Performance II

Investigation of Surface Grains Evolution During Deep Drawing of Aluminum
B. Homann ................................................................................. 419

MMFX2 Steel Alloy Material Characterization Study
D.P. Dennies, M.W. Pompey, A. Lupia ............................................................................. 427

Characterization of a 100-Year-Old Forged Weld From a Locomotive Boiler
W.L. Roes, G.M. Ray, T. Allen ............................................................................. 435

The Study of Improvement of Toughness for High-Strength Steel Straps
K.C. Yang, J.F. Tu, T.R. Chen ............................................................................. 443
The Research of Influence Alloying Elements on Processes Structure Formation in Stamp Steel
B. Sereda, Y. Belokon, S. Sheyko, D. Sereda.................................................................453

Processing and Performance III

Characteristics of Hot Ductility Behavior and Fracture Mechanisms in Nb-Microalloyed Steel
Y. Luo, J. Zhang, C. Xiao, S. Wang, L. Wu.................................................................457

High-Strength Tubular Steel for the Construction of Cranes
C. Bruns, T. Müller, M. Liedtke, W. Scheller, J. Kaszynski...........................................467

Analysis of Cleanliness of 12Cr1MoVG Steel During LF+RH Refining Process
A. Cheng, J. Li, L. Sun, Y. Ma, Y. Gao........................................................................479

A Mathematical Model of Solute Distribution During Solidification of Continuous Casting Steel
C. Xiao, J. Zhang, Y. Luo, L. Wu, S. Wang....................................................................489

Steel Cleanliness Control During Protective Gas Electroslag Remelting of H13 Die Steel
C-B. Shi, X-C. Chen, F. Wang, H-J. Guo....................................................................499

MATERIALS-ENVIRONMENT INTERACTIONS

Symposium: Advanced Understanding of the Atmospheric Corrosion of Materials

Morning Session

Effect of Mo, Cr on Corrosion Behavior of Low-Carbon Weathering Steels
G-Q. Fu, X-L. Gao, D. Jin, M-Y. Zhu........................................................................509

Symposium: Coatings for Corrosion and Wear Resistance Applications

Session II

Thermodynamic Model-Assisted Evaluation of Phase Transformations in Subcritical Austenitic Nitriding
Y. Wei, Z. Zurecki, R.D. Sisson Jr................................................................................517

MATERIALS PERFORMANCE

Symposium: Symposium on the Fatigue of Materials II: Advances and Emergences in Understanding

Other Materials

Influence of Austenite Stability on Steel Low Cycle Fatigue Response
G.R. Lehnhoff, K.O. Findley.........................................................................................525
The High Cycle Fatigue and Final Fracture Behavior of Alloy Steel 9310 for Use in Performance-Sensitive Applications
K. Manigandan, T.S. Srivatsan, T. Quick, A.M. Freborg

Ultrasonic Corrosion Fatigue Behavior of High-Strength Austenitic Stainless Steels
R. Ebara, Y. Yamaguchi, D. Kanei, Y. Yamamoto

Influence of Microstructural Features on the Propagation of Microstructurally Short Fatigue Cracks in Structural Steels
M. Sharaf, J. Lian, N. Vajragupta, S. Münstermann, W. Bleck, B. Schmaling, A. Ma, A. Hartmaier

PROCESSING AND PRODUCT MANUFACTURING

Symposium: Advances in Metal Casting Technologies

Advances in Metal Casting Technologies — Modeling and Properties

Modeling Solidification Microstructure of Steel in Twin-Belt Caster
P.K. Penumakala, A.K. Nallathambi, E. Specht

Symposium: Joining of Advanced and Specialty Materials (JASM XIV)

Welding of Steels

Microstructure and Mechanical Properties of GMAW Weld Metal of 890 MPa Class Steel

Solid-State Joining

High-Speed Friction Stir Spot Welding of Advanced High-Strength Steel
M.P. Miles, T. Hartman, C. Cunningham, N. Saunders, Y. Hovanski

Welding Stainless Steels and Ni-Alloys

Computational Weld Mechanics of Hot Crack Nucleation in Nickel-Based Welds
A. Nasser, M. Asadi, J. Goldak, A.O. Abd El Halim

Symposium: Powder Metallurgy Processing and Products

PM Alloys and Products

Ausform Finished Powder Forged Gears — A Process Capability Study
N. Sonti, S. Rao, G. Anderson
IRON AND STEEL POSTER SESSION

Ferrite-Martensite Duplex Microstructure and Mechanical Property of a HSLA Steel
L-Y. Zhao, W. Yan, W. Wang, X-B. Shi, Y-Y. Shan, K. Yang.................................................621

Influence of Purification on Mechanical Properties of CLAM Steel
C.G. Yang, W. Yan, L.X. Huang, Y.Y. Shan, K. Yang.........................................................631

Microstructural and Mechanical Properties of Fe-30Mn-2.3Si-5Al TWIP Steels
G. Güven, H. Kazdal Zeytin, B. Berme, H. Aydin...............................................................639