Pipelines 2013

Pipelines and Trenchless Construction and Renewals – A Global Perspective

Fort Worth, Texas, USA
23 – 26 June 2013

Volume 2 of 2

Editors:

Sam Arnaut
Larry Slavin

Cleaning of Pressure Pipes with Novel Technology—The Importance of Long-Term Bond  825
   Randall J. Cooper and Mark A. Knight

Performance Investigation of Large Diameter Water Pipe Materials (24-inch and Larger)  835
   Ameya Paradkar, Chandan Venkatesh, Pradip Deshmukh, Rahul Manda, Tushar Joshi, and Mohammad Najafi

New Orleans Large Diameter Steel Force Main Condition Assessment Using Alternate Failure Criteria  845
   J. Edward Barnhurst

Improving Stormwater Discharge Outfalls in Playa Lakes  855
   George Farah and Clete Martin
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Trenchless Installation of Pipelines</td>
<td></td>
</tr>
<tr>
<td>Emerging Technologies: A Suggested Design Method for Curved, Jacked</td>
<td>864</td>
</tr>
<tr>
<td>Steel Pipe</td>
<td></td>
</tr>
<tr>
<td>J. L. Robison, R. D. Hotz II, and C. C. Chen</td>
<td></td>
</tr>
<tr>
<td>Making the Right Choice: Considerations for Trenchless Alternatives,</td>
<td>875</td>
</tr>
<tr>
<td>Evaluations, and Design</td>
<td></td>
</tr>
<tr>
<td>Eric Schey and James Chae</td>
<td></td>
</tr>
<tr>
<td>Innovative Aqueduct Joint Rehabilitation: Joint Rehabilitation</td>
<td>884</td>
</tr>
<tr>
<td>Performance</td>
<td></td>
</tr>
<tr>
<td>Michael Fleury, Darren Hess, Mark Anderson, and Adam McKnight</td>
<td></td>
</tr>
<tr>
<td>Crossroads between Trenchless Construction and Contaminated Ground</td>
<td>894</td>
</tr>
<tr>
<td>Conditions</td>
<td></td>
</tr>
<tr>
<td>Tennyson M. Muindi</td>
<td></td>
</tr>
<tr>
<td>Analysis and Calculation of Jacking Force in the Mudstone Formation</td>
<td>905</td>
</tr>
<tr>
<td>Jianshi Bai, Baosong Ma, Pei Zhou, and Zhixian Jia</td>
<td></td>
</tr>
<tr>
<td>Three Trenchless Crossings—One Urban Waterway: Subsurface</td>
<td>915</td>
</tr>
<tr>
<td>Engineering Geology at Chelsea River, Boston Harbor, Massachusetts</td>
<td></td>
</tr>
<tr>
<td>Bradford A. Miller and Tennyson M. Muindi</td>
<td></td>
</tr>
<tr>
<td>Evaluation of Relining Options for a 6-mile, 144-inch Steel Pipeline</td>
<td>925</td>
</tr>
<tr>
<td>Michael McReynolds, Burt Yu, and Andrew Stanton</td>
<td></td>
</tr>
<tr>
<td>Estimation on Pull-back Force of Horizontal Directional Drilling in</td>
<td>935</td>
</tr>
<tr>
<td>Medium and Coarse Sand</td>
<td></td>
</tr>
<tr>
<td>Cong Zeng, Zhixian Jia, Yaozu Kong, and Yi Han</td>
<td></td>
</tr>
<tr>
<td>The Design of a Modular Pipeline and Soil Interaction Testing Soil</td>
<td>943</td>
</tr>
<tr>
<td>Box System</td>
<td></td>
</tr>
<tr>
<td>Peng Zhang, Cong Zeng, Haitao Lan, and Xuefeng Yan</td>
<td></td>
</tr>
<tr>
<td>The Largest Curved Pipe Roofing Tunnel Project in the World</td>
<td>953</td>
</tr>
<tr>
<td>Piaoping Zhang, Baosong Ma, and Wei Zhao</td>
<td></td>
</tr>
<tr>
<td>The Challenge of Managing Your Assets in a Densely Populated Area:</td>
<td>964</td>
</tr>
<tr>
<td>Using Trenchless Technologies to Minimize Public Impact</td>
<td></td>
</tr>
<tr>
<td>Erick Steitle, Greg Hooten, and Rami Issa</td>
<td></td>
</tr>
<tr>
<td>Automated Monitoring of Pilot Tube Microtunneling Installations</td>
<td>974</td>
</tr>
<tr>
<td>through Pattern Recognition in Time-Series Data of Hydraulic</td>
<td></td>
</tr>
<tr>
<td>Pressure</td>
<td></td>
</tr>
<tr>
<td>Pingbo Tang, Matthew P. Olson, Zhenglai Shen, and Samuel T.</td>
<td></td>
</tr>
<tr>
<td>Ariaratnam</td>
<td></td>
</tr>
<tr>
<td>Communication—An Operative Task in Trenchless Project Execution</td>
<td>984</td>
</tr>
<tr>
<td>Babatunde (Babs) E. Marquis</td>
<td></td>
</tr>
<tr>
<td>Renewing Life of Large Diameter Pressure Pipelines with HDPE</td>
<td>993</td>
</tr>
<tr>
<td>through Swagelining Technology</td>
<td></td>
</tr>
<tr>
<td>Todd Grafenauer</td>
<td></td>
</tr>
<tr>
<td>New Pipeline Construction Product Allows for Simple Installation of</td>
<td>998</td>
</tr>
<tr>
<td>Standard PVC Pipe in Houston HDD Project</td>
<td></td>
</tr>
<tr>
<td>Dennis Shumard and Pat Moravits</td>
<td></td>
</tr>
<tr>
<td>Large Diameter Penstock Condition Assessment and Replacement: Two</td>
<td>1008</td>
</tr>
<tr>
<td>Case Studies</td>
<td></td>
</tr>
<tr>
<td>Robert J. Card, Michael D. Carpenter, and Kevin A. Roell</td>
<td></td>
</tr>
</tbody>
</table>
Lee's Summit Continues to Use Trenchless Technology to Rehabilitate its Potable Water Distribution System
K. L. York

No-Dig Manhole Rehabilitation Knowledge Gaps
V. Firat Sever, Mohammad Najafi, and Abhay Jain

Prediction of Jacking Forces and Pipe Drive Lengths in Rock: Design and Constructability Aspects
Raghvendra Bhargava

Horizontal Directional Drilling—Construction Risk Management Strategies
C. D. Murray, M. Osbak, and A. Bayat

Technical Viability of Replacing a 54-inch Sanitary Sewer Force Main via a Horizontal Directional Drill (HDD)
Victor Fernandez-Cuervo and Ricardo Vieira

Achieving the Triple-Bottom Line: Microtunneled Intake Pump Station at Granger Lake
Alan C. Hutson, Richard Provolt, and David Jones

Tunneling Through the K-T Boundary for the Southern Delivery System South 1 Pipeline—Pueblo, Colorado
Andrew Finney, Jody Henry, and Jed Chambers

Micro-Tunneling Under Urban Corridors—A Miami Beach Perspective
Marta P. Alonso, Patricia A. Carney, Victor Fernandez-Cuervo, Lin Li, and Eduardo A. Vega

Comparison of Spray-On Linings for Water Pipeline Renewal Applications
Siavash G. Motlagh, Abhay Jain, and Mohammad Najafi

Productivity Study of Box Jacking for Culvert Installations
Bhaumi Chaurasia, Hossein Tavakoli, Mohammad Najafi, Richard Williammee Jr., Ghassan Khankarli, and Art Daniel

Pipeline Location and Installation

Updates—Uniform Soil Groups, Maximum Density of Gravel, Percent Compaction
Amster Howard

Sustainable Soil Re-Use for a Texas Pipeline Project
Matt Gaughan and Shelly Hattan

Replacing an Aging Infrastructure: Systematic Replacement of 7 Miles of Major Water Transmission Main
Susan Donnally

Analytical Study of Temporary Minimum Cover Requirements for Thermoplastic Pipes under Construction Equipment Loads
Junsuk Kang

The 102-inch Neuse River Challenge
Christian Baumgart, Ben Mahn, Tim Dement, and Shawn Morganflash

Upgrading Downtown Sewer Infrastructure in the Nation's 7th Most Populous City

1021
1031
1043
1055
1069
1078
1091
1102
1114
1127
1139
1150
1161
1173
1183
1194
Joint Completion Method for Welded Steel Pipe: The Success of Weld-After-Backfill on the Southern Delivery System
Dan Higgins, J. Russell Snow, Stanley Worcester, and Neal Kelemen

Environmental Benefits Achieved through Close Coordination with Pipeline Stakeholders
K. E. Wilson, J. D. Fox, M. Coates, and P. J. Lehman

Extensive Pipeline Field Studies and Inspections Aid in Fast-paced CMAR Project
Marisa Vergara, Ridge Kaiser, and Lauren Maneau

Large Diameter Fiberglass Pipes in Pressure Applications: ASCE Pipeline 2013—Fort Worth, Texas
Jeffrey LeBlanc and Gudmundur Palsson

Thin-Walled, Large-Diameter Steel Pipe Response to Various Embedment Conditions
Jwala Raj Sharma, Mohammad Najafi, David Marshall, and Abhay Jain

Oil & Gas Pipelines: Design, Installation, and Pipeline Safety and Risk Management

Stress Analysis of Oil Pipeline in the Tunnel
Kun Huang, Yan Xian, Qiang Xu, and Haowen Shu

Stress Analysis of Shallow Sea Gas Pipelines
Xiaonan Wu, Yi Jiang, Hongfang Lu, Shijuan Wu, and Xiaoxiao Chen

Intelligent Real-Time Pipeline and Terminal Surveillance for a Liquid Fuels System
Cordell Chapman and Daniel Vogt

Fuzzy Logic System Approach for Quantifying Risk Associated with the Installation of Trenchless Technologies
Ashikul Islam, Rob McKim, and Erez Allouche

Dynamic Pigging Modeling and Simulation of Condensate Gas Pipelines
Zhuoran Li and Wenlong Jia

The Quality Safety Evaluation and Life Prediction of Casing String in Underground Gas Storage
Yifei Yan, Xiujuan Yang, Shuai Zhao, Zhiqian Xu, Jianjun Wang, and Xiangzhen Yan

Strain Design and Experimental Study of Casing in Thermal Recovery Well Based on the Elastic-Plastic Constitutive Model
Xiujuan Yang, Yifei Yan, Jianjun Wang, Zhiqian Xu, and Xiangzhen Yan

Steady State Modeling and Simulation for Liquid Petroleum Gas Pipeline Networks
Wenlong Jia, Changjun Li, and Zhuoran Li

Energy Consumption Evaluation Method of Oil and Gas Pipeline
Lili Zuo, Changchun Wu, Xiaokai Xing, and Bing Liu

Condition Assessment of an Existing Pipeline to Determine Viability of Reuse for Transmission of Crude Oil
Charles Herckis
Benchmarking Natural Gas Pipeline Projects  
Paul Govan and Ken Reinschmidt  
1533

Fracture Failure Analysis on a Drill Pipe in Directional Drilling  
Yonggang Liu, Zhanghua Lian, Tiejun Lin, Fangpo Li, and Changqig Chen  
1544

The Reliability of Steel Pipelines under Design Factor of 0.8 in Gas Transmission Pipelines  
Xia Wu and Changjun Li  
1551

Thercoil—Evolution of Pipeline Materials: Adapting Aerospace Thermoplastic Composite Material Technology to the Pipeline Industry  
S. David  
1562

8-inch Flexible Steel Pipe: Design and Qualification for Onshore and Shallow Water Applications  
Andrew Ethridge and Cindy Trahan  
1570

Deepwater Axial and Lateral Sliding Pipe-Soil Interaction Model Study  
C. Vipulanandan, J. A. Yanhouide, and S. M. Joshaghani  
1584

Tensile Behavior of Polypropylene Composite Insulator for Deepwater Pipelines  
C. Vipulanandan and Y. J. Ahossin Guezo  
1594

Coatings and Cathodic Disbondment—The True Story  
Ing E. Broesder  
1604

Condition Assessment and Rehabilitation of the Interplant Digester Gas Line  
Julie Bell, Vicki Francis, Marc Wegner, and Graham E. C. Bell  
1612

In Service Welding and Hot Tapping and Plugging Enable Operational Safety of High-Pressure Natural Gas Transmission Line River Crossings in Bolivia and Mexico  
Charles Herckis  
1621

Reducing Risk by Implementing Gas Crossbore Investigations  
Greg Scoby  
1636

Modern Computer Analysis for Developing New Methods of Surge Control to Replace a Problematic Surge Protection System  
Tom Charles, V. Ravisangar, and Dave Taylor  
1646

Planning Routes Dynamically with Geo-Referencing Tools  
Tom White, Adam Rose, and David L. McPherson  
1656