# CONTENTS

## MATERIALS AND FABRICATION

**ADVANCED MANUFACTURING AND MATERIAL TECHNOLOGY FOR NEW NUCLEAR BUILDS**

**INTRODUCTION A** ............................................................................................................................................. A1

**PVP2013-97193** ........................................................................................................................................... V06AT06A001
Optimization of Residual Stresses Induced by Multiple Laser Shock Processing

*Xinlong Wei, Jianxin Zhou, and Xiang Ling*

**PVP2013-97253** ........................................................................................................................................... V06AT06A002
Existence Form of Boron in Dissimilar Weld Metals of Low Alloy Steel With Boron Bearing High Chromium Steel

*Yuta Honma, Rinzo Kayano, Mikihiro Sakata, and Ken Yamashita*

**PVP2013-97601** ........................................................................................................................................... V06AT06A003
Development of Pipe Wall Thinning Evaluation Method and Prediction Tool

*Kimitsoshi Yoneda, Ryo Morita, Kazutoshi Fujiwara, and Fumio Inada*

## APPLICATION OF FRACTURE MECHANICS IN FAILURE ASSESSMENT

**INTRODUCTION B** ............................................................................................................................................. B1

**PVP2013-97077** ........................................................................................................................................... V06AT06A004
A Comparison of Finite Element Cohesive-Zone Modelling With the Process-Zone Approach for the Prediction of Delayed Hydride Cracking

*Michael Martin*

**PVP2013-97260** ........................................................................................................................................... V06AT06A005
Effects of Multiple Factors on Crack Tip Constraint in Weld Joints and the Prediction of Weld Fracture Toughness

*Zhong-An Chen, Yuan-qing He, Poh-Sang Lam, Yuh J. Chao, and X. S. Jin*

**PVP2013-97507** ........................................................................................................................................... V06AT06A006
Ductile Tearing Prediction in Welds Considering Hydrogen Embrittlement

*Vincent Robin, Philippe Gilles, Philippe Mourgue, and David Tchoukien*

**PVP2013-97610** ........................................................................................................................................... V06AT06A007
Estimates of Plastic Limit Loads of Thick-Walled Cylinders With Non-Idealized Through-Wall Cracks

*Tae-Song Han, Nam-Su Huh, and Do-Jun Shim*

**PVP2013-97612** ........................................................................................................................................... V06AT06A008
Structural Integrity Evaluation of High Strength Anchor Bolt for Supporting Steam Generator and Reactor Coolant Pump in Nuclear Power Plants

*Eun-Mo Lim, Nam-Su Huh, Hee-Jin Shim, Chang-Kyun Oh, and Hyun-Su Kim*
PVP2013-97618 ........................................................................................................ V06AT06A009
The Application of Cohesive Elements in Numerical Simulations of the Intergranular Fracture in
Voronoi Cellular Models
Fan Zhang and Jianping Zhao

PVP2013-97664 ........................................................................................................ V06AT06A010
Calculation of Elastic Fracture Mechanics Parameters Accounting for Residual Stresses
Antoine Boulay, Laure Pellet, Renaud Bargellini, and Yuebao Lei

PVP2013-97736 ........................................................................................................ V06AT06A011
Stress Intensity Factor Solutions for Welds Between Two Sheets of Different Materials and
Thicknesses Under Plane Strain Conditions
Wei-Jen Lai, Jwo Pan, and Van-Xuan Tran

PVP2013-97867 ........................................................................................................ V06AT06A012
Effect of Strain Amplitudes and Mean Strain Values on Fatigue Life at Elevated Temperature
Shin-ichi Watanabe, Koh-ichi Imamura, Osamu Watanabe, and Akihiro Matsuda

PVP2013-97870 ........................................................................................................ V06AT06A013
J Integral in Elasto-Plasticity by Path Integral Method and Virtual Crack Extension Method in
2-Dimensional Problem
Kexin Chang, Yuki Ohmura, Osamu Watanabe, and Akihiro Matsuda

PVP2013-97924 ........................................................................................................ V06AT06A014
Advanced Assessment of the Ductile Fracture Mechanism in A508 Class 3 Reactor Pressure
Vessel Steel Using Laboratory X-Ray Tomography
Michael Daly, Fabien Leonard, John K. Sharples, and Andrew H. Sherry

PVP2013-97947 ........................................................................................................ V06AT06A015
Effect of Flaw Orientation on Delayed Hydride Crack Initiation in Zr-2.5Nb Pressure Tubes
Gordon K. Shek, Jun Cui, Douglas A. Scarth, and Steven Xu

PVP2013-97953 ........................................................................................................ V06AT06A016
Study on Validity of Stress Intensity Factor in CT Specimen for Materials With Low Yield Stress
Masahiro Takanashi, Yu Itabashi, and Takashi Hirano

PVP2013-97993 ........................................................................................................ V06AT06A017
Methodology for the Experimental Assessment of True Stress-Strain Curves After Necking
Employing Cylindrical Tensile Specimens: Experiments and Parameters Calibration
Gustavo Henrique B. Donato and Grace Kelly Q. Ganharul

PVP2013-98000 ........................................................................................................ V06AT06A018
Mechanical Testing of Component Size Specimen Under Impact Conditions
Karsten Müller, Robert Scheidemann, and Jürgen Auster

PVP2013-98018 ........................................................................................................ V06AT06A019
Effects of Side-Grooves and 3-D Geometries on Compliance Solutions and Crack Size Estimations
Applicable to C(T), SE(B) and Clamped SE(T) Specimens
Gustavo Henrique B. Donato and Felipe Cavalheiro Moreira

PVP2013-98040 ........................................................................................................ V06AT06A020
Fracture Assessment of X65 Steel Pipe With Through-Wall Crack Under Pure Bending
A.-H. I. Mourad, J. Altarawneh, and A. El Domaity
<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>Determination of J-R Curves for Dissimilar Metal Welds Using Normalization Method and Compact Tension Specimens</td>
<td>Xian-Kui Zhu, Do-Jun Shim, Paul Scott, and David Rudland</td>
</tr>
<tr>
<td>Effect of Seal Welding Conditions on Residual Stress Field and Fracture Mechanics Parameter Around Remaining Crack</td>
<td>Masahito Mochizuki, Shigetaka Okano, and Keisuke Torigata</td>
</tr>
<tr>
<td>Comparison of J Resistance Curves From Toughness Testing Specimens With Those From Various Cracked Pipe Tests</td>
<td>Jong-Hyun Kim, Jae-Jun Han, Yun-Jae Kim, and Do-Jun Shim</td>
</tr>
<tr>
<td>Probabilistic Study of SCC Initiation Stage Based on Statistical Analysis in 316L Austenitic Stainless Steel</td>
<td>Ryohei Ihara, Masahito Mochizuki, and Shinji Fujimoto</td>
</tr>
<tr>
<td>SCC Assessment Based on Probability Fracture Mechanics Considering SCC Initiation and Propagation Under Residual Stress Fields Generated by Machining and Welding Process of Pipes</td>
<td>Masahito Mochizuki, Ryohei Ihara, Jinya Katsuyama, and Makoto Udagawa</td>
</tr>
<tr>
<td>BILAL DOGAN MEMORIAL SESSION ON CREEP, CREEP-FATIGUE INTERACTION AND HIGH TEMPERATURE CODES AND STANDARDS</td>
<td></td>
</tr>
<tr>
<td>INTRODUCTION C</td>
<td></td>
</tr>
<tr>
<td>Linear Matching Method for Parametric Studies of Weldments Creep-Fatigue Endurance</td>
<td>Yevgen Gorash and Haofeng Chen</td>
</tr>
<tr>
<td>Modeling of Multiaxial Stress Effects on the Creep Resistance of High Chromium Steel</td>
<td>Luca Esposito, Nicola Bonora, and Simone Dichiaro</td>
</tr>
<tr>
<td>Creep Deformation Parameters and Creep Life of GR.91</td>
<td>Fujio Abe</td>
</tr>
<tr>
<td>Sulfur Effects on High-Temperature Creep and Fracture Behavior of 25Cr35Ni-Nb Alloys</td>
<td>Tao Chen, Xuedong Chen, Juan Ye, and Xiyun Hao</td>
</tr>
<tr>
<td>Specimen Geometry and Size Effects on the Creep Crack Growth Behaviour of P91 Weldments</td>
<td>A. Mehmanparast, S. Maleki, M. Yatomi, and K. M. Nikbin</td>
</tr>
<tr>
<td>Effect of Multi-Axial Stress on Creep Damage Behavior for Notched Specimen of P92 Steel</td>
<td>Haruhisa Shigeyama, Ryuji Sugiura, A. Toshimitsu Yokobori, Jr., and Takashi Matsuzaki</td>
</tr>
</tbody>
</table>
A Study of the Effect of Long-Term Thermal Aging on the Creep-Rupture Properties of 18Cr-9Ni Steel
A. G. Gulenko, B. Z. Margolin, A. A. Buchatsky, and A. D. Kashtanov

The Influence of Inelastic Damage on Tensile Deformation and Creep Crack Growth Behaviour of Type 316H Stainless Steel
A. Mehmanparast, C. M. Davies, D. W. Dean, and K. M. Nikbin

The Effect of Discontinuous Crack in Creep Crack Growth Tests
Nak Hyun Kim, Yun Jae Kim, Catrin M. Davies, Ali Mehmanparast, and Kamran M. Nikbin

COMPOSITE SYSTEMS FOR PRESSURE VESSELS AND PIPING

INTRODUCTION D

The Effect of Different Types of Surface Preparation on Lap Shear Strength of a Typical Ambient Cured Carbon Fiber Composite Repair System
Timothy S. Mally, Michael W. Keller, and Roger H. Walker

Dependence of Tensile Strength on Geometrical Interface Conditions of Bonded Dissimilar Materials
Masayoshi Tateno and Eiichiro Yokoi

Applicability of Optical Fiber Bragg Grating Sensors in the Structural Health Monitoring of Composite Overwrapped Pressure Vessels
Gilmar Pereira, Joana Figueiredo, Hugo Faria, and A. Torres Marques

Long-Term Design of Composite Pipes and Tanks
Hugo Faria, Rui M. Guedes, and A. Torres Marques

EUROPEAN PROGRAMS IN STRUCTURAL INTEGRITY

INTRODUCTION E

The Delivery of Technical Training Within the European Style Project
Adam Toft and John Sharples

European Project on Structural Integrity STYLE: Project Status
Elisabeth Keim and Tomas Nicak
FATIGUE AND FRACTURE OF WELDS AND HEAT AFFECTED ZONES

INTRODUCTION F .............................................................................. F1

PVP2013-97125 ......................................................................... V06AT06A058
The Correction of Stress Intensity Factor for Crack Growth Evaluation Under Steep Residual Stress Distribution and Steep Yield Strength Distribution

Tetsuo Yasuoka, Yoshihiro Mizutani, and Akira Todoroki

PVP2013-97143 ......................................................................... V06AT06A059
Toughness Behavior of Through-Wall Cracks in Dissimilar Metal Welds

D. Rudland, R. Lukes, D.-J. Shim, and S. Kalyanam

PVP2013-97185 ......................................................................... V06AT06A060
Fatigue Improvement of Welded Elements and Structures by Ultrasonic Peening

Yuri Kudryavtsev and Jacob Kleiman

PVP2013-97188 ......................................................................... V06AT06A061
Simulating Natural Axial Crack Growth in Dissimilar Metal Welds due to Primary Water Stress Corrosion Cracking

D. Rudland, D.-J. Shim, and S. Xu

PVP2013-97237 ......................................................................... V06AT06A062
Simulating Residual Stress Profiles of Welds With Re-Heat Cracking in an Ex-Serviced AISI 316H Weld Header

Haoliang Zhou, Farid Biglari, Catrin M. Davies, and Kamran Nikbin
Creep Strength of Dissimilar Weld Using High B-9Cr Steel for A-USC Boiler
Masaaki Tabuchi, Hiromichi Hongo, and Fujio Abe

Comparison of P92 Steel Fatigue Test Results in Relation to Specimen Size and Manufacturing
Josef Volak, Zbyněk Bunda, and Vaclav Mentl

Different Microstructures in the HAZ of Double Submerged Arc Welded Pipelines and How They Influence the Fatigue Crack Growth
Bernd Maier, Christoph Guster, Richard Tichy, and Werner Ecker

High Temperature, Low Cycle Fatigue Characterisation of P91 Weld and Heat Affected Zone Material
T. P. Farragher, S. Scully, N. P. O'Dowd, and S. B. Leen

Comparison of Through-Wall and Complex Crack Behaviors in Dissimilar Metal Weld Pipe Using Cohesive Zone Modeling
Do-Jun Shim, David Rudland, and Frederick Brust

Mismatch Effect of Creep Properties on Steady-State Stresses for Welded Straight Pipes: Quantification and Application
Jae-Jun Han, Sang-Hyun Kim, Yun-jae Kim, Kamran Nikbin, and David Dean

Mismatch Limit Loads of Circumferential Cracked Pipes With V-Groove Welds
Sang-Hyun Kim, Jae-Jun Han, and Yun-Jae Kim

FITNESS FOR SERVICE AND FAILURE ASSESSMENT

INTRODUCTION G

Failure Analysis of Corrosion Test Coupons and a Failed Tube From an Ethanol Vaporizer
Mark H. Gilkey and Rachel Kloos

Flaw Criticality Assessment for Core Spray Sparger Support Bracket Shroud Cracking
Robert S. Vecchio, Stephen R. Gosselin, and Ken Wolfe

Fitness-for-Service of Steam-Methane Reformer Hot Outlet Manifolds
Carl E. Jaske and Shane Finneran

Asset Integrity Management of High Pressure Piping Systems Subject to Creep
Marvin J. Cohn
LEAK BEFORE BREAK

INTRODUCTION J

PVP2013-97092...V06AT06A089
Development of Non-Idealized Surface to Through-Wall Crack Transition Model
Do-Jun Shim, Robert Kurth, and David Rudland

PVP2013-97893...V06AT06A090
Estimates of Plastic J-Integral and Crack Opening Displacement Considering Circumferential
Transition Crack From Surface to Through-Wall Crack in Cylinder
Doo-Ho Cho, Young-Hwan Choi, Han-Beom Surh, Jae-Boong Choi, Nam-Su Huh, and
Do-Jun Shim

PVP2013-98008...V06AT06A091
Crack Opening Displacement Model for Through-Wall Axial Cracks in Cylinders
Michael L. Benson, Bruce A. Young, Do-Jun Shim, and Frederick W. Brust

MANUFACTURING AND MITIGATION PROCESS SIMULATION

INTRODUCTION K

PVP2013-97214...V06AT06A092
Modeling and Simulation of Optimal Blank Design and Hot Pressing Process for Manufacturing
Large Francis Turbines Blades From Very Thick Plates
Zhengkun Feng, Henri Champliaud, Louis Mathieu, and Michel Sabourin
Modelling Impacts Induced by Shoot Peening Techniques for the Assessment of Surface Integrity

Vincent Robin, Philippe Gilles, Thibaut Chaise, Jun Li, and Daniel Nelias

Effect of Hammer Peening Processing on Fatigue Property of Welded Joints After Overload

Yasushi Morikage, Satoshi Igi, and Kenji Oi

Influence of Hand Disc Grinding on Surface Integrity of Nickel-Based Alloys: Numerical Approach

Sawsen Youssef, Olivier Calonne, and Hédi Hamdi

Chained Welding and Finish Turning Simulations of Austenitic Stainless Steel Components

Frédéric Valiorgue, Alexandre Brosse, Vincent Robin, Philippe Gilles, Joel Rech, and Jean Michel Bergheau