Buckling of Steel Shells
European Design Recommendations
5th Edition

REVISED SECOND IMPRESSION

Edited by J. Michael Rotter and Herbert Schmidt

Reprint revised version – September 2013
All sections that are repeated word-for-word from EN 1993-1-6 are marked with a thick vertical line on the left hand side.
# Contents

**PART I:**  
*General recommendations for design against buckling*

1. Introduction 03  
2. Shell buckling behaviour and design concepts 13  
3. Scope, conventions, definitions, units, symbols and sign conventions 25  
4. Modelling of the shell 39  
5. Material assumptions 49  
6. Geometrical tolerances and imperfections 61  
7. Rules for the plastic limit state and plastic reference load assessment 77  
8. Rules for the buckling limit state assessment using global numerical analysis 89  
9. Rules for the buckling limit state assessment using stress design 145

**PART II:**  
*Recommendations for particular shells*

10. Cylindrical shells of constant wall thickness under general loading 169  
11. Cylindrical shells of stepwise variable wall thickness 221  
12. Cylindrical shells under wind loading 241  
13. Conical shells and truncated conical shells under general loading 265  
14. Liquid–filled conical shells supported from below 287  
15. Spherical shells under uniform external pressure 319  
16. Toriconical and torispherical shells under uniform external or internal pressure 329  
17. Cylindrical shells with ring stiffeners under uniform external pressure 341  
18. Cylindrical shells with longitudinal stiffeners under meridional compression 365  
19. Conical shells with longitudinal stiffeners under meridional compression 379  
20. Saddle or ring supported cylindrical shells 385