RCS of Simple Objects
Peak RCS and Number of Lobes
Wavelength Dependence of RCS
RCS of Complex Targets
Swerling Target Models
Target Spectrum and Correlation Time
Spatial Distribution of Cross Section
Target Glint
Angle, Range, and Doppler Glint
Radar Clutter
Surface Clutter
Sea Clutter
Land Clutter
Volume Clutter
Rain and Snow
Chaff
Spatial Extent of Volume Clutter
Velocity Spectrum of Volume Clutter
Amplitude Distribution of Volume Clutter
Discrete Clutter Sources
Jamming
Noise Jamming
Deception Jamming
References
Antenna Fundamentals
Reciprocity of Antenna Patterns
Four-Coordinate Radar Response
Separable Angle Response
Antenna Sidelobes
Tapered Aperture Illumination
Elliptical and Circular Apertures
Reflector Antennas
Cassegrain Reflector Antennas
Efficiency of Reflector Antennas
Phased Arrays
Principle of Operation
Antenna Pattern
Thinned Arrays
Phase Error Effects
Phase Shifters
Frequency Scanning
Array Feed Systems
Amplifier Arrays
Ultra-Low-Sidelobe Antennas
Definitions
Scanning ULSA Systems
Ultra-Low-Sidelobe Reflector Antennas
Multiple-Beam Antennas
Stacked-Beam Systems
Digital Beam Forming
References
Waveform Design Considerations
Pulse Compression
Advantages of Pulse Compression Waveforms
Linear FM Pulse Compression
Nonlinear FM Pulse Compression
Linear Step-FM
Polyphase Coded Waveforms
Frank Code Properties
P-Code Properties
Maximum-Length Phase-Code Pulse Compression
Barker Codes
Complementary Codes
Moving Target Indication
A Typical MTI Radar
Delay-Line Canceller
MTI Filter Performance
Pulse Doppler Techniques
Clutter Rejection in Doppler Processing
Modem PD Signal Processing
PRF Selection
Loss Factors in PD Radar
Impulse Radar
Introduction
The Radar Equation
Baseband Transmitters
Antennas
 Receivers
 References
Atmospheric Attenuation
Clear Atmosphere
Attenuation in Precipitation
Ionospheric Attenuation
Atmospheric Noise Temperature
Surface Reflection Effects
Reflection from a Flat Surface
Pattern-Propagation Factor
Spherical Earth Reflection
Reflection from Vegetation
Multipath Errors
Diffraction
Diffraction over the Smooth Spherical Earth
Diffraction beyond a Knife-Edge Obstacle
Atmospheric Refraction
Exponential Reference Atmosphere
Elevation and Range Bias Errors
Tropospheric Fluctuations
Ducting
Range-Height-Angle Charts
References
Two-Dimensional Air-Search Radar
Coverage Pattern
Aperture Size for 2D Radar
Example of 2D Aperture Calculation
Effective Beamwidth and Aperture
Required Average Power for 2D Radar
Multipath Lobing in 2D Radar
Clutter Considerations in 2D Radar
Wavelength, Waveform, and Dwell Time for 2D Search Radar
Three-Dimensional Air-Search Radar
Methods of Providing 3D Coverage
Scanning Pencil Beam
Partial Stacked Beams
Stacked Beams
Power-Aperture Product for 3D Search Radars
Scanning Pencil Beam
Partial Stacked Beams
Stacked Beams
Wavelength and Waveform for 3D Search Radar
Surface Search Radar
System Field Test Procedures
Detection Range and Coverage Measurements
Subclutter Visibility (SCV) Measurements
Range Resolution Measurement
Angle Tracking Response
Servo and Receiver Noise Measurements
Angle Tracking Accuracy Measurement
Thermal Noise Angle Error Measurement
Clutter and Multipath Error Measurement
Measurement of Errors Due to Target Noise
Measurement of Susceptibility to Electromagnetic Interference (EMI)
Tests for Vulnerability to ECM
Testing Vulnerability of Radars to Interception and Location
Target Discrimination Tests
Target Acquisition Time
Airborne Radar Field Tests
References
Glossary of Radar Terms
List of Symbols Used
Ideal Assumptions and Loss Factors
Tables of Typical Target Cross Sections
Clutter and Jamming Calculations
Typical Antenna Patterns and Illumination Functions
The Radar Ambiguity Function
Multipath Error in Radar Measurement
Specification for Radar ECCM Performance
Typical Radar Systems
Rules of Thumb and Sensitivity of Performance to Radar Parameters

Table of Contents provided by Blackwell's Book Services and R.R. Bowker. Used with permission.